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DDelivery Mode

Multi-point delivery

24h full-time work

On call

Reception Mode

Lead the way

Multimodal interaction

Attract customers

Cruise Mode

Cruise & Delivery

Cruise & Collect dishes

Interact with guests



We always

believe

The simple and repetitive tasks of 

delivering food are completed by robots, 

and the service staff are freed from the 

repetitive labor and provide services to 

the guests in a better state and a more 

relaxed attitude.



RRobot Intelligent Food Delivery

Full-time Cruise delivery,save manpower

Automatic delivery of various foods 

(snacks, drinks, dishes, etc.)

No contact distribution, more secure



RRapid deployment

Intelligent Restaurant Delivery Robot

Five highlights

Super sports chassis,multi-sensor 

fusion,the robot is ready to use
no need to change the environment. 

Multi-point Delivery, 
multi-layer heavy load

 Large multi-layer tray,
which can load up to 10kg/ layer.

Multi-point Delivery,Multi-task parallel.

Autonomous navigation

Self-developed modular sports chassis Multi-sensor 
fusion positioning can realize autonomous and precise 
navigation, 3D omnidirectional obstacle avoidance, and 
more flexible delivery in complex environments.

Multi-mode interaction, 
humanized experience

Long battery life, 
automatic commuting

The robot can work continuously for 10-12 
hours,after completing the task, it will 
automatically recharge.



PProduct performance parameters

486*556*1270mm

Size

60kg

Weight

30Ah

Battery Capacity

3-4 layers

Pallet layers

10kg

Pallet load

560*440mm

Pallet size

0.6~0.8m/s

Walking speed

<2

Climbing angle

< 25mm

Overcoming obstacles

8h(Automatic charging)

Battery life

4h

Charging time

24V

Rated battery voltage















ROBINT intelligent service robot 
has obtained a number of 
invention patents and passed 
strict product testing.

PProduct 
qualification 
certificate







FCC WARNING
This device complies with part 15 of the FCC Rules. Operation is subject to the following two
conditions: (1) this device may not cause harmful interference, and (2) this device must accept
any interference received, including interference that may cause undesired operation.
Any changes or modifications not expressly approved by the party responsible for compliance
could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference in a residential installation. This equipment
generates, uses and can radiate radio frequency energy and, if not installed and used in
accordance with the instructions, may cause harmful interference to radio communications.
However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to 
correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different

from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
To maintain compliance with FCC’s RF Exposure guidelines, This equipment should be
installed and operated with minimum 20cm distance between the radiator and your body: Use
only the supplied antenna.


