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Test Setup Photographs for Model No.: ProSmap Module BLE0001 

1.Transmitter Radiated Emissions 
1.1.Radiated Emissions: 9 kHz to 30 MHz @ 3 m 
 

 
Picture 1: Radiated Test Setup - 9 kHz to 30 MHz – EUT+ Internal Antenna 

 

 
Photo 2: Radiated Test Setup - 9 kHz to 30 MHz - EUT+ Internal Antenna   
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Picture 3: Radiated Test Setup - 9 kHz to 30 MHz – EUT+ External Antenna 

 

 
Photo 4: Radiated Test Setup - 9 kHz to 30 MHz - EUT+ External Antenna 
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1.2.Radiated Emissions: 30 MHz to 1GHz  @ 3 m 
 

 
Photo 5: Radiated Test Setup - 30 MHz to 1GHz - EUT+ Internal Antenna 

 

 
Photo 6: Radiated Test Setup - 30 MHz to 1GHz - EUT+ Internal Antenna 
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Photo 7: Radiated Test Setup - 30 MHz to 1GHz - EUT+ External Antenna 

 

 
Photo 8: Radiated Test Setup - 30 MHz to 1GHz - EUT+ External Antenna 
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1.3.Radiated Emissions: 1 GHz to 18 GHz @ 3 m 
 

 
Photo 9: Radiated Test Setup - 1 GHz to 18 GHz - EUT+ Internal Antenna 

 

 
Photo 10: Radiated Test Setup - 1 GHz to 18 GHz - EUT+ Internal Antenna 
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Photo 11: Radiated Test Setup - 1 GHz to 18 GHz - EUT+ External Antenna 

 

 
Photo 12: Radiated Test Setup - 1 GHz to 18 GHz - EUT+ External Antenna 
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1.4.Radiated Emissions: 18 GHz to 26.5 GHz @ 1 m 
 

 
Photo 13: Radiated Test Setup - 18 GHz – 26.5 GHz - EUT+ Internal Antenna 

 

 
Photo 14: Radiated Test Setup - 18 GHz – 26.5 GHz - EUT+ Internal Antenna   
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Photo 15: Radiated Test Setup - 18 GHz – 26.5 GHz - EUT+ External Antenna 

 

 
Photo 16: Radiated Test Setup - 18 GHz – 26.5 GHz - EUT+ External Antenna 
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2.Conducted Measurements 
 

 
Photo 17: Conducted Test Setup 

 

 
Photo 18: Conducted Test Setup  
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3.AC Conducted Emissions 

 
Photo 19 AC Conducted Test Setup- EUT+ Internal Antenna 

 

 
Photo 20 AC Conducted Test Setup- EUT+ Internal Antenna 
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Photo 21 AC Conducted Test Setup- EUT+ External Antenna 

 

 
Photo 22 AC Conducted Test Setup- EUT+ External Antenna 
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