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电器技术参数

电 性 能 指 标 Electrical Specifications

频率范围 2400-2500MHZ Frequency Range 2400-2500MHZ

电压驻波比 ≤2.0 VSWR ≤2.0

增益 3.28DBI GAIN 3.28DBI

输入阻抗 50 Ω Input Impedance 50 Ω

机 械 指 标 Mechanical Specifications

天线颜色 白色 Antenna Color WHITE

接口形式 IPEX Input connector IPEX

天线长度 150mm Cable length 150mm

工作温度 -40℃~+85℃ Working Temperature -40℃~+85℃

工作湿度 20~80% Working Humidity 20~80%

产品图片：
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产品规格图：

Environmental performance test :

project Test conditions specifications

Storage 
environment

Test temperature, humidity, and air pressure without specifying the 
following:

1.. The temperature ranges from -30℃ to +8

2.. Relative humidity is 45%-8

3.. The air pressure is 86kpa-106k

Electrical and mechanical 
properties are normal

High and low 
temperature test

Five cycles were performed between 70℃ and 
40℃, and then under normal conditions

1 to 2 hours, check the appearance quality.

The dimensions shall meet 

the requirements and shall 

meet the requirements

Mechanical and electrical 

properties

Constant heat and 
humidity test

The relative humidity was 95±3%, and the test temperature was 40℃. After 2H 

treatment, the electrical properties were measured within 5min after the 

samples were taken out, and the appearance quality of the samples was checked 

under normal conditions for 1-2H

The dimensions shall meet 

the requirements and shall 

meet the requirements

Mechanical and electrical 

properties

Vibration test
Vibration frequency range 10-55HZ, displacement 

amplitude: 0.35MM, acceleration amplitude: 

50.0M/S, frequency sweep cycle: 30 times

Electrical and 
mechanical properties 
are normal

Drop off test 1M altitude in accordance with the vertical axis of 
the direction of free fall three times

Electrical and 
mechanical properties 
are normal
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Network analysis test:
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Gain test (dBi):




