
产品基础 有线模式和指示灯/旋钮功能 BT连接 2.4G连接 背光控制

键盘
尺寸
布局
背光
轴体
版本

保修

323(L)×142.3(W)×41.63(H)±2

80键

单光/RGB

机械轴体

包装内容

1×键盘

1×说明书

1×接收器
1×拔键器

1×USB Type-c数据线

USB有线/2.4G无线/BT

结构 Gasket 结构
非人为损坏，12个月保修

多种动态背光模式切换

（仅适用于RGB版本）切换背光颜色

背光速度-

背光速度+

长按三秒，恢复出厂设置Space bar

背光亮度+

背光亮度-

无线机械键盘用户手册
User manual mechanical
wireless keyboard

R75

WINDOWS多媒体键

我的电脑 上一曲

播放/暂停

下一曲

静音

音量-

音量+

浏览器

邮箱

计算器

播放器

停止

MAC多媒体键 第二组合功能键

1.开关拨到B状态。
2.Fn+Q/W/E.任意一组长按3秒不动对码，比如长按Fn+Q，此时Q键快速闪烁，表示已进入配对状态，慢闪烁表示键盘在回连状态。
3.打开电脑/手机BT，搜索并连接设备，搜索显示的名称： R75 3.0（连接PC端Windows7以下系统）,  
 R75 5.0（连接Windows8以上系统版本，移动设备等）
4.完成连接

以此类推：重复以上步骤，Q/W/E 可存储3组BT设备，在使用切换时 短按Fn+Q/W/E,即可在不同BT设备之间切换
（温馨提示：使用切换前，请先配对好3组BT）

2.4G配对方法:

1.开关拨到G状态。
2.长按Fn+P对码，P键快速闪烁插入接收器，P键停止闪烁即对码成功。
3.慢闪烁表示键盘在回连状态。

(温馨提示：出厂时已配对好接收器，无需自行再次配对2.4G；此方法只是2.4G无法连接的时候使用，
首次设置即可，无需每次都设置)

Windows系统（Fn+A：切换到Windows系统） MAC系统（FN+S：切换到MAC系统）

进入背光录制模式，此时键盘2个指示灯持
续闪烁，表示已开始录制背光

按
Back

           完成后，再次按下
将保存并退出背光录制模式

Back

        按下想要录制背光的按键，重复此步骤，
录制自己想要的背光

背光录制方法

166-85101-01

系统要求

BT模式

BT3.0,BT5.1或更高版本的设备

PC:Windows 7或更高版本

ios：所有iPad/iphone 5或更高版本

Mac:macos X 10.6 Snow Leopard或更高版本

Android:5.0或更高版本

有线/2.4G模式

具有可用USB端口的计算机

PC:Windows 7或更高版本

Mac:macos X 10.6 Snow Leopard或更高版本

MAC系统视窗键和ALT键互换

RK机械式键盘保修卡

先生/女士于             年      月      日，在                     市                      公司

购买到型号为             的机械键盘       台，在使用过程中发现产品出现

问题，经                            公司检测员                                       检测判定属实。

解决方式:

客户联系方式:

报修日期：       年      月     日

服务热线：400-829-7770

更多精彩请登陆RK官网：www.rkgaming.com

保修卡

顺时针：音量+
逆时针：音量-
按    压：静音

1.Caps Lock

2.WIN Lock

3.充电指示：充电常亮、充满熄灭

低电压时FN闪烁

比如：

电池电量提示

背光亮 表示此时键盘10%的电量

背光同时亮，表示此时键盘20%的电量

以此类推

背光同时亮，表示此时键盘电量 100%

在BT,2.4G模式下，按Fn+ENTER 查看电池电量情况

电池电量提示 RK机械式键盘保修条例

旋钮功能

Z

Z

按

 选择将要自定义的背光

切换到windows系统

ScrLK

Pause

PrtSc

Ins

End

切换到mac系统

播放/暂停

下一曲

静音

音量-

音量+上一曲

屏幕亮度-

屏幕亮度+

键盘背光亮度-

键盘背光亮度+

为固定灯效不可以自定义，

注 3

接收器收纳位置

有线模式

PRODUCT BASIC WIRED MODE/INDICATOR LIGHTS/KNOB FUNCTION BT CONNECTIVITY 2.4G CONNECTIVITY BACKLIGHT CONTROL

Keyboard
Size

Layout
Backlight

Switch
Version

Warranty

323(L)×142.3(W)×41.63(H)±2

80keys

Monochrome/RGB

Mechanical switches

Package content

1×Keyboard

1×Manua

1×2.4G Receiver
1xKeycaps & Switch Puller

1xUSB Type-c cable

USB wired/2.4G WIFI/BT

Structure Gasket Mount
12 months,misuse and
man-madedamage are not
included

Backlight Mode Switching

(RGB version only)
Backlight Monochrome Switching

Backlight Speed -

Backlight Speed +

Press And Hold For Three Seconds To
Restore Factory Settings

Space bar

Backlight Brightness +

Backlight Brightness -

MULTIMEDIA KEYS FOR WINDOWS

Computer Last Song

Play / Pause

Next Song

Mute

Volume-

Volume+

Browser

Mailbox

Calculator

Player

Stop

MULTIMEDIA KEYS FOR MAC SECONDAEY COMBINATION FUNCTION KEYS

1.Place the switch to“B” side.
2.Press and hold the Fn key together with O/W/E for three seconds. For example,pressing Fn + Q together and the Q key
   will blink quickly , indicating pairingIf the Q key blinks slowly , indicating linking.
3.Turn on the bluetooth of computer/phone/other devices, find and link to the keyboard whose name on the list shows
   as R75RGB 3.0 (under Windows 7 systems) ,R75RGB 5.0 (Windows 8 above, other mobile devices etc.)
4.Once the pairing is successful, the Q/W/E key will stop blinking.

Similarly, follow the steps above to store 3 aroups of different BT devices, and press FN+0/W/E shortly to switch between
deyices. (Kind Reminder: Please ensure that you have stored the 3 different groups of bluetooth devices before switching
between them.)

2.4G Paring:

1.Place the switch to "G”side.
2.Press Fn+P for 3 seconds,and the P key will blink quickly,
   then insert the dongle into the computer and pair.
3.lf the P key flickers slowly, it indicates that your device is successfully
   linked to the computer.

(Kinder reminder: The receiver is factory paired and does not need to bepaired again.)

Windows system(Fn + A: switch to Windows system) MAC system(Fn + S: switch to Mac system)

Enter backlit recording mode

Press
Back

           When it is done , pressing

again willsave and exit the backlit recording mode

Back

Press the keys which you want to record
the backlight , and repeat this steps

CUSTOM BACKLIGHT SET SYSTEM REQUIREMENTS

BT Mode

Device With Bluetooth3.0, 5.1 or later

PC: Windows 7 or Later

ioS: All iPads/iPhone 5 or Later

Mac: macOS X 10.6 Snow Leopard or Later

Android: 5.0 Lollipop or Later

Wired/2.4Ghz Mode

Comnputer With Available USB port

PC: Windows 7 or Later

Mac: macOS X 10.6 Snow Leopard or Later

MAC system Windows key and ALT key swap

WARRANTY CARD

Clockwise：Volume+
Anticlockwise：Volume-
Press：Mute

1.Caps Lock

2.WIN Lock

3.Charging Indicator: On While
   Charging, Off When Full.

Fn blinks at low voltage

For Example:

Battery Level Reminder

The backlight is bright, indicating that the
keyboard is 10% of the power at this time

The backlight is on at the same time, indicating
that thekeyboard is 20% of the power at this
time

Similarly

The backlight is on at the same time, indicating
that thekeyboard power is 100% at this time

In BT 2.4G mode，Press and hold Fn+Enter to
view the batteryevelindicator

BATTERY REMINDER RK MECHANICAL KEYBOARD WARRANTY

KNOB FUNCTION

Z

Z

Press

 to customize backlight

Switch to windows system

ScrLK

Pause

PrtSc

Ins

End

Switch to mac system

Play / Pause

Next Song

Mute

Volume-

Volume+Last Song

Screen Brightness -

Screen Brightness +

Keyboard Backlight Brightness -

Keyboard Backlight Brightness +

Fixed lighting effect, not recording

Note: 3

Receiver storage
location

WIRED MODE

窗口锁定建议:使用5V 1A额定电源为键盘充电

下载驱动程序地址：www.rkgaming.com/Download/1/

Windows LockRecommend: Using 5V 1A Rated power to charge keyboard



FCC Caution: 
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. 
Any changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation.
If this equipment does cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:
-- Reorient or relocate the receiving antenna.
-- Increase the separation between the equipment and receiver.
-- Connect the equipment into an outlet on a circuit different
from that to which the receiver is connected.
-- Consult the dealer or an experienced radio/TV technician for help.
The device has been evaluated to meet general RF exposure requirement. The device can be used in portable exposure condition without restriction. 




