
Only use the appliance in accordance with the instructions in this manual! It cannot be used for any
other purpose.
Never operate the appliance when the appliance itself or the main cable show any signs of damage.
In order to avoid overheating, do not cover the heater.
Be responsible when handling the packing material. Warning: plastic wrapping may be lethal to children.
Do not place the appliance next to a socket.
Never operate the heater on a program switch, timer switch or any other appliance for automatic
operation.
The heater is only suitable for indoor use.
Never use the heater in the bathroom, shower or near a swimming pool.
The heater must not be located immediately below a socket-outlet
If the supply cord is damaged, it must be replaced by the manufacturer or its service agent or a similarly
qualified person in order to avoid a hazard.
Never leave small children unattended near the appliance.
In case of malfunction, disconnect the plug immediately.
When not in use for a considerable amount of time, unplug the appliance.
Components should only be serviced by an approved electro technician.

【【【【To switch on】】】】
Plug in the appliance into the socket. Turn on the PowerPowerPowerPower SwitchSwitchSwitchSwitch
The control SwitchSwitchSwitchSwitch PanelPanelPanelPanel is on the bottom of fireplace (See(See(See(See pic)pic)pic)pic)

Control Switch Panel

【【【【SafetySafetySafetySafety instructionsinstructionsinstructionsinstructions】】】】



【【【【InstructionInstructionInstructionInstruction forforforfor RemoteRemoteRemoteRemote ControllerControllerControllerController andandandand SwitchSwitchSwitchSwitch PanelPanelPanelPanel】】】】

Control Panel / Remote Control Operation
(Control panel POWER switch must be ON to use remote control.)

POWER

TOP LIGHT

TIMER

13 colors  ( L01,L02...L12,L13) Flame dims from L01 to L13.:

Controls Flame change.

3 colors
.

 ( F0 OFF-F1 yellow-F2 blue-F3 purple-cycle) :

Controls Top light colors.

9 Settings: (1h, 2h, 3h, 4h, 5h, 6h, 7h, 8h,9h) Press button 
until reach desired setting.

.rimeT Controls the

FLAME  

TER AHE

NOTE: Heater functions cycle from OFF-LO-HI  
(HI), heater blows hot air (1500W)
(LO), heater blows warm air (750W)

(OFF) no heater or blower.
.rPress button to initiate the heate

.rControls the Heate

The touch display panel is shown by LED's on the front bottom right of the appliance. The LED's will 
appear on the bottom of the fireplace control panel.

WARNING : Do not move or remove the mesh trim panel, when the appliance is plugged in and 
operating. This will cause the remote control and touch panel to no longer function.

Power ON/OFF

Heat setting

Flame setting

Top light setting

Timer Setting

Turns the appliance ON/OFF.

Flame log setting

Cycle by cycle.

TIMER

FLAME LOG
Controls Flame log change.

13 colors :  ( C01,C02...C12,C13) Flame dims from C01 to 
C13.Cycle by cycle.

Power ON/OFF

Flame setting

Flame log setting

Top light setting

Heat setting

Timer Setting

Control with App

You can operate the BI-Z series with a smartphone.
Download  the "Xaralyn Smart" app in the Playstore or 
Appstore and create an account in order to use all functions.
To enter pairing mode，press the "Flame setting " button on
 the fireplace for 10 seconds.then follow the instructions 
displayed in the app.

You can keep pressing “Flame setting” button for 10 seconds
 to connect to the mobile APP.



NOTICE When the heater is first turned on, a slight odor may be present. This is normal and
should not occur again unless the heater is not used for a long period of time.

NOTICE To improve operation, aim the remote control at the front of the fireplace. DO NOT
press the buttons too quickly. Give the unit time to respond to each command.

Remote Control Battery Information
This remote control uses two AAA batteries (Not included).
Instructions for battery installation are on the Remote Control battery compartment.

NEVER dispose of batteries in fire. Failure to observe this precaution may result in an
explosion. Dispose of batteries at your local hazardous material processing center.

Temperature Limiting Control
This heater is equipped with a Temperature Limiting Control. Should the heater reach an unsafe
temperature, the heater will automatically turn OFF. To reset:

1. Unplug the power cord from the outlet.
2. Turn the ON/OFF switch on the CONTROL PANEL to OFF. Wait 5 minutes.
3. Inspect the fireplace to make sure no vents are blocked, or clogged with dust or lint. If they are,

use a vacuum to clean the vent areas.
4. With the POWER switch in the OFF position, plug the power cord back into the outlet.
5. If the problem continues, have your outlet and wiring inspected by a professional.

Care and Maintenance
Cleaning

ALWAYS turn the heater OFF and unplug the power cord from the outlet before
cleaning, performing maintenance, or moving this fireplace. Failure to do so could result in
electric shock, fire, or personal injury.
NEVER immerse in water or spray with water. Doing so could result in electric shock,
fire, or personal injury.

Metal:
Buff using a soft cloth, slightly dampened with a citrus oil-based product.
DO NOT use brass polish or household cleaners as these products will damage the metal trim.

Glass:
Use a good quality glass cleaner sprayed onto the cloth or towel. Dry thoroughly with a paper
towel or lint-free cloth.
NEVER use abrasive cleansers, liquid sprays, or any cleaner that could scratch the surface.

Vents:
Use a vacuum or duster to remove dust and dirt from the heater and vent areas.

Plastic:
Wipe gently with a slightly damp cloth and a mild solution of dish soap and warm water.
NEVER use abrasive cleansers, liquid sprays, or any cleaner that could scratch the surface.



CAUTION:CAUTION:CAUTION:CAUTION: sharpsharpsharpsharp edges!edges!edges!edges!

1. After installation, the power plug should be accessible.
2. If the power cord is damaged. It must be replaced by the manufacturer or its service agent or a
similarly qualified person in order to avoid a hazard.
3. The heater must not be located immediately below a socket.
4. The appliance is not intended for use by young children or infirm persons. Young children should be
supervised to ensure that they do not play with the appliance.
5. Do not use this heater in the immediate surroundings of a bath, a shower or a swimming pool.
6. In order to avoid overheating, do not cover the heater.

FCC CAUTION:

This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any 
interference received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance could void 
the user's authority to operate the equipment.
Note: This equipment has been tested and found to comply with the limits for a Class B digital device, 
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:
—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
—Consult the dealer or an experienced radio/TV technician for help.

The equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment,
This transmitter must not be co-located or operating in conjunction with any other antenna or transmitter.
The equipment should be installed and operated with minimum distance 20cm between the radiator and 
your body.



Tel.: 302-887-0290

Model:Royal Slim42Z,Royal Slim50Z,Royal Slim60Z,Royal Slim74Z,Royal Slim88Z,Royal Slim100Z,
Power supply:120V-60Hz
Power consumption: 1500W
Protection class: I
Light bulb: LED
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