




YOUR VIBRATION MASTER+

Congratulations on your purchase of Vibration Master+, 
 the world’s most elite pleasure stroker equipped with four 
independent motors delivering 360degree earth-shattering 

sensations. 

Please take a moment to read through this user manual 
before using the stroker.



Make sure to charge your VIBRATON MASTER+ together with the remote before 
the first use.

In case the battery is getting low, the LED around button area starts flashing fast.
Insert the DC plug into the DC port.
LED will start flashing slowly indicating charging.
Once fully charged LED stops flashing.
Charge at least once every 6 months to protect and extend battery lifetime.

IMPORTANT: Use only original USB charging cable provided with your 
MAXTASY product. USB adapter must not have higher charging  current than 
1A (one amper).

CHARGING

Charing time
Vibration Master+: 
180min

Running time
Vibration Master+: 
120min

Charing time
Remote: 
60min

Running time
Remote: 
12hrs

REMOTE CONTROL

On/Off Button •

Mode Button •

• Charging Port

• Plus Button

• Minus Button





BUTTONS’ CONTROL
WITHOUT THE REMOTE

BUTTONS’ CONTROL
WITH THE REMOTE

Press and hold On/Off Button on the main unit until it lights up = product is 
stand-by mode
Press and hold On/Off Button on the remote until it lights up = remote control is 
activated
Press On/Off Button or Plus Button on the remote = vibration mode 1 turns on
Press Mode Button on the remote = move between vibration modes (total of 10 
vibration modes)
Press Plus Button on the remote shortly once = vibration intensity increases 
(total of 10 vibration intensity levels)
Press Minus Button on the remote shortly once = vibration intensity decreases 
Press On/Off Button on the remote shortly = vibration stops
Press and hold On/Off Button on the remote = remote control is de-activated 
and light turns off

TIP: The remote-control range is 5meters

On/Off Button •

Mode Button •

• Plus Button

• Minus Button



Clean the outer case with a damp cloth or tissue and dry after use. 

IMPORTANT: Never let water come inside the main housing case.

TIP:  For more details visit www.maxtasy.com/howtouse



Make sure the main unit as well as 

the remote are in stand-by mode, both 

On/Off buttons are light up

Read BUTTON’S CONTROL WITH 

THE REMOTE

Remote does not work



Material: 

Dimensions: 

Weight:

Battery:

Noise Level:

Charging Time Vibration Master+:

Running Time Vibration Master+:

Charging Time Remote: 

Running Time Remote:

Remote Range:

Remote Frequency:

Housing and buttons ABS, inner sleeve TPE 

Height 10” (255mm)

Outer Diameter 3” (85mm)

Insertable depth 5¼“ (135mm standard version) 

Insertable depth 5¾“ (147mm realistic version) 

650 g (Standard version) 

670 g (Realistic version)

Li-Ion 2600 mAh 3.7V 

< 45dB 

180min 

120min

60min

12hr

5meters

433MHz





Designed and developed in California U.S.A.

Manufactured for Maxtasy in China

FCC ID 2A84DMAXVIBPLUS

Patented DE file number 20 2021 105 755.6

WEBSITE: www.maxtasy.com

SUPPORT: support@maxtasy.com



FCC Warning 
This device complies with part 15 of the FCC Rules. Operation is subject to the following two conditions:  

(1) This device may not cause harmful interference, and  

(2) this device must accept any interference received, including interference that may cause undesired operation. 

 

Any Changes or modifications not expressly approved by the party responsible for compliance could void the user's authority to operate the equipment. 

 

Note: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are 

designed to provide reasonable protection against harmful interference in a residential installation. This equipment generates uses and can radiate radio 

frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there 

is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, 

which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following 

measures: 

-Reorient or relocate the receiving antenna. 

-Increase the separation between the equipment and receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

-Consult the dealer or an experienced radio/TV technician for help. 

 

The device has been evaluated to meet general RF exposure requirement. The device can be used in portable exposure condition without restriction. 


