
SCALE    N.T.S. DO NOT SCALE SHEET   1 OF 1

REVSIZE DWG NO.

DESCRIPTION

A
ANGLES:       1
2 PLACE DIMS:       0.02
3 PLACE DIMS:      0.005

TOLERANCES

UNLESS OTHERWISE 
SPECIFIED ALL DIMENSIONS 
ARE IN INCHES

NOTES: UNLESS OTHERWISE SPECIFIED

1.   MATERIAL
     FASSON 2 MIL HIGH GLOSS WHT POLYESTER NTC/S33/BG50 #WHT
     OR EQUIVALENT AS APPROVED BY VIVINT.
2.  PRINT USING ZEBRA PRINTER 170XI III PLUS 300 DPI/110XI III
     THERMAL TRANSFER RIBBON OR EQUIVALENT AS APPROVED
     BY VIVINT.

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DRAWING IS THE SOLE PROPERTY OF
VIVINT, INC.  ANY REPRODUCTION IN PART OR AS A WHOLE WITHOUT THE 
WRITTEN PERMISSION OF VIVINT IS PROHIBITED.

LABEL FCC
V-MP1-345

44-600005-001 1.1

REVISIONS
REV DESCRIPTION DATE

1.0 INITIAL RELEASE 10 MAY 2013

1.1 Changed V-MP1 to Sku and CP01 to Model 29 AUG 2013

69.85 mm [2.75 in]

50.8 mm [2.00 in]

4931 North 300 West
Provo, UT 84604 USA

Pat. 6,928,148

44-600005-001 Rev 1.1Made in China

M/N: CPO1

Master Control Panel
Type:  V-MP1-345
Power Supply: 12V       2.5A.
Transceiver Frequency: 908.4 MHz
Receiver Frequency:  345 MHz

United States Regulatory Information
Transceiver FCC ID:  2AAAS-CP01

Canadian Regulatory Information
Transceiver IC:  10941A-CP01 
CAN ICES-3 (B)/NMB-3(B)
Complies with IC RSS 210
En conformite avec IC CNR 210

US Fire Protection Regulatory Information
Install according to NFPA 72.  (National Fire
Protection Association, Batterymarch Park,
Quincy, MA 02269).  Information describing 
proper installation, operation,testing, maintenance, 
evacuation planning,and repair service is to be 
provided with this equipment. 


