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WIRELESS SMOKE & HEAT ALARM
ALARME SANS FIL DE FUMÉE ET DE LA CHALEUR 

QS-5110-P01 / IQSMOKE

                        
 PC2400 DURACELL PROCELL OR/OU ENGERGIZER E92 BATTERY ONLY/SEULEMENT BATTERIE 

                         SUPPLY/ALIMENTATION: 4.5VDC  •  SENSITIVITY/SENSIBILITÉ: 1.26-2.38% FOOT/PIED • MAX CURRENT/COURANT DE MAX: 50mA 
                 ALARM CURRENT/COURANT D'ALARME: 20mA  •  SUPERVISORY CURRENT/COURANT DE SURVEILLANCE: 25μA

          SUPPLEMENTARY HEAT RATING/ESTIMATION SUPPLÉMENTAIRE DE LA CHALEUR: 135˚F

MANUFACTURED BY/FABRIQUEE PAR APOLLO: 25 CORPORATE DRIVE, AUBURN HILLS MI 48326
TEST ONCE A WEEK BY PUSHING TEST/HUSH BUTTON / DO NOT INSTALL IN AMBIENT OVER 100˚F /  CLEAN WITH DRY CLOTH  

MADE IN USA 

                                      RETURN TO QOLSYS FOR SERVICING/REVENEZ A QOLSYS POUR L'ENTRETIEN 
                                      REFER TO INSTALL GUIDE/SE RÉFÉRER A GUIDE D'INSTALLATION: APD0595  
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USE ONLY BATTERIES SPECIFIED IN MARKING. 
USE OF A DIFFERENT BATTERY WILL HAVE A 

DETRIMENTAL EFFECT ON SMOKE HEAT ALARM 
OPERATION. CONSTANT EXPOSURES TO HIGH OR LOW 

TEMPS OR HIGH HUMIDITY MAY REDUCE BATTERY LIFE.

BATTERIES D'AVERTISSEMENT D' UTILISATION 
SEULEMENT SPÉCIFIQUES DANS L'INSCRIPTION 

L'UTILISATION D'UNE BATTERIE DIFFÉRENTE EXERCERA 
UN EFFET NÉFASTE SUR L'OPERATION D' ALARME DE 

LA CHALEUR DE FUMÉE. DES EXPOSITIONS 
CONSTANTES A DES TEMPERATURES ELEVES OU 
BASSES OU A UNE HUMIDITE ELEVEE PEUVENT 

REDUIRE L'AUTONOMIE DES PILES 

Model: QS-5110-P0                               

SITE ONE DETECTOR EVERY 70' • EXAMINEZ UNE FOIS PARE SEMAINE EN POUSSANT LE BOUTON DE TEST/HUSH     
  N'INSTALLEZ PAS DANS 100˚F FINI AMBIANT / NETTOYER AVEC UN CHIFFON / SEC DÉTECTEUR DE L'EMPLACEMENT UN     
     TOUS LES 70´         FCC ID: 2AAJX-QS5110P01  IC: 11205A-QS5110P01  


