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Annex D Plots of Maximum SAR Test Results



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.4.22

GSM850_GPRS(3 TX slots)_Right Cheek_Ch189

Communication System: UID 0, GSM850(class 11) (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77
 Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.958 S/m; εr = 40.843; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 836.4 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch189/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.322 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.675 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.340 W/kg

 SAR(1 g) = 0.225 W/kg; SAR(10 g) = 0.152 W/kg
 Maximum value of SAR (measured) = 0.300 W/kg

0 dB = 0.300 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.    Date: 2023.4.24

GSM1900_GPRS(3 TX slots)_Left Cheek_Ch661

Communication System: UID 0, PCS1900(class 11) (0); Frequency: 1880 MHz;Duty Cycle: 1:2.77
 Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.361 S/m; εr = 39.882; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.11, 8.11, 8.11)  @ 1880 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch661/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.211 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.074 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 0.242 W/kg

 SAR(1 g) = 0.153 W/kg; SAR(10 g) = 0.101 W/kg
 Maximum value of SAR (measured) = 0.195 W/kg

0 dB = 0.195 W/kg

MORLAB 
Shenzhen Morlab Communications Technology Co., Ltd. 
FL.1-3, Building A, FeiYang Science Park, No.8 LongChang Road, 
Block67, BaoAn District, ShenZhen, GuangDong Province, P. R. China 

Tel: 86-755-36698555 Fax: 86-755-36698525 

Http://www.morlab.cn E-mail: service@morlab.cn 

REPORT No.：SZ22120208S01



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.         Date: 2023.4.24

WCDMA Band II_RMC 12.2Kbps_Left Cheek_Ch9400

Communication System: UID 0, UMTS-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
 Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.3 61 S/m; εr = 39.882; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.11, 8.11, 8.11) @ 1880 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch9400/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.277 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.410 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 0.302 W/kg

 SAR(1 g) = 0.194 W/kg; SAR(10 g) = 0.129 W/kg
 Maximum value of SAR (measured) = 0.247 W/kg

0 dB = 0.247 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.         Date: 2023.4.23

WCDMA Band IV_RMC 12.2Kbps_Left Cheek_Ch1413

Communication System: UID 0, UMTS-FDD (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
 Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.366 S/m; εr = 41.367; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.4, 8.4, 8.4) @ 1733 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch1413/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.151 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.683 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.185 W/kg

 SAR(1 g) = 0.102 W/kg; SAR(10 g) = 0.048 W/kg 
 Maximum value of SAR (measured) = 0.158 W/kg

0 dB = 0.158 W/kg
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T est Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.22

WCDMA Band V_RMC 12.2Kbps_Right Cheek_Ch4182

Communication System: UID 0, UMTS-FDD (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
 Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.958 S/m; εr = 40.843; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 836.4 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch4182/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.423 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.986 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.449 W/kg

 SAR(1 g) = 0.332 W/kg; SAR(10 g) = 0.236 W/kg
 Maximum value of SAR (measured) = 0.396 W/kg

0 dB = 0.396 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.22

LTE Band 5_10MHz_QPSK_1RB_0Offset_Right Cheek_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
 Medium: HSL_900 Medium parameters used: f = 836.5 MHz; σ = 0.958 S/m; εr = 40.846; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 836.5 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch20525/Area Scan (61x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.110 W/kg

Ch20525/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.935 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.134 W/kg

 SAR(1 g) = 0.087 W/kg; SAR(10 g) = 0.056 W/kg
 Maximum value of SAR (measured) = 0.112 W/kg

0 dB = 0.112 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.  Date: 2023.4.20

LTE Band 12_10MHz_QPSK_1RB_0Offset_Right Cheek_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
 Medium: HSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.919 S/m; εr = 42.233; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 707.5 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch23095/Area Scan (61x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.538 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.432 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.600 W/kg

 SAR(1 g) = 0.416 W/kg; SAR(10 g) = 0.282 W/kg
 Maximum value of SAR (measured) = 0.518 W/kg

0 dB = 0.518 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.  Date: 2023.4.20

LTE Band 13_10MHz_QPSK_1RB_0Offset_Right Cheek_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
 Medium: HSL_750 Medium parameters used: f = 782 MHz; σ = 0.938 S/m; εr = 42.016; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 782 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch23230/Area Scan (61x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.671 W/kg

Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.66 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.746 W/kg

 SAR(1 g) = 0.530 W/kg; SAR(10 g) = 0.374 W/kg
 Maximum value of SAR (measured) = 0.640 W/kg

0 dB = 0.640 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.  Date: 2023.4.24

LTE Band 25_20MHz_QPSK_1RB_0Offset_Left Cheek_Ch26365

Communication System: UID 0, LTE (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1

Medium: HSL_1900 Medium parameters used: f = 1882.5 MHz; σ = 1.352 S/m; εr
  = 39.91; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.11, 8.11, 8.11) @ 1800 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch26365/Area Scan (61x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.290 W/kg

Ch26365/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.059 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.427 W/kg

 SAR(1 g) = 0.252 W/kg; SAR(10 g) = 0.155 W/kg
 Maximum value of SAR (measured) = 0.333 W/kg

0 dB = 0.333 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.  Date: 2023.4.21

LTE Band 26_15MHz_QPSK_1RB_0Offset_Right Cheek_Ch26865

Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
 Medium: HSL_900 Medium parameters used: f = 831.5 MHz; σ = 0.956 S/m; εr = 40.861; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 831.5 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch26865/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.578 W/kg

Ch26865/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.796 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 0.590 W/kg

 SAR(1 g) = 0.453 W/kg; SAR(10 g) = 0.312 W/kg
 Maximum value of SAR (measured) = 0.508 W/kg

0 dB = 0.508 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.  Date: 2023.5.1

LTE Band 41_20MHz_QPSK_1RB_0Offset_Left Cheek_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
 Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.973 S/m; εr = 38.214; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(7.34, 7.34, 7.34) @ 2593 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch40620/Area Scan (71x121x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.280 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.350 W/kg

 SAR(1 g) = 0.188 W/kg; SAR(10 g) = 0.097 W/kg
 Maximum value of SAR (measured) = 0.270 W/kg

0 dB = 0.270 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.23

LTE Band 66_20MHz_QPSK_1RB_0Offset_Right Cheek_Ch132322

Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
 Medium: HSL_1800 Medium parameters used: f = 1745 MHz; σ = 1.382 S/m; εr = 41.164; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.4, 8.4, 8.4) @ 1800 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch132322/Area Scan (61x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.169 W/kg

Ch132322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.843 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.200 W/kg

 SAR(1 g) = 0.126 W/kg; SAR(10 g) = 0.091 W/kg
 Maximum value of SAR (measured) = 0.172 W/kg

0 dB = 0.172 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.20

LTE Band 71_20MHz_QPSK_1RB_0Offset_Right Cheek_Ch133322

Communication System: UID 0, LTE (0); Frequency: 683 MHz;Duty Cycle: 1:1
 Medium: HSL_750 Medium parameters used: f = 683 MHz; σ = 0.91 S/m; εr = 42.287; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 683 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch133322/Area Scan (61x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.548 W/kg

Ch133322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.21 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 0.602 W/kg

 SAR(1 g) = 0.443 W/kg; SAR(10 g) = 0.315 W/kg
 Maximum value of SAR (measured) = 0.523 W/kg

0 dB = 0.523 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.   Date: 2023.4.28

WLAN2.4GHz_802.11b 1Mbps_Left Cheek_Ch1

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2412 MHz;Duty Cycle: 1:1
 Medium: HSL_2450 Medium parameters used: f = 2412 MHz; σ = 1.762 S/m; εr = 38.862; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(7.6, 7.6, 7.6) @ 2412 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch1/Area Scan (71x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.952 W/kg

Ch1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.149 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.15 W/kg

 SAR(1 g) = 0.686 W/kg; SAR(10 g) = 0.361 W/kg
 Maximum value of SAR (measured) = 0.942 W/kg

0 dB = 0.942 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.         Date: 2023.4.22

GSM850_GPRS(3 TX slots)_Front Side_10mm_Ch189

Communication System: UID 0, GSM850(class 11) (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77
 Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.958 S/m; εr = 40.843; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 836.4 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch189/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.22 W/kg

Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 9.972 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.42 W/kg

 SAR(1 g) = 0.937 W/kg; SAR(10 g) = 0.617 W/kg
 Maximum value of SAR (measured) = 1.18 W/kg

0 dB = 1.18 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.         Date: 2023.4.24

GSM1900_GPRS(3 TX slots)_Front Side_10mm_Ch810

Communication System: UID 0, PCS1900(class 11) (0); Frequency: 1909.8 MHz;Duty Cycle: 1:2.77
 Medium: HSL_1900 Medium parameters used: f = 1910 MHz; σ = 1.352 S/m; εr = 39.646; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.11, 8.11, 8.11) @ 1910 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch810/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.06 W/kg

Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.856 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.30 W/kg

 SAR(1 g) = 0.745 W/kg; SAR(10 g) = 0.410 W/kg
 Maximum value of SAR (measured) = 1.03 W/kg

0 dB = 1.03 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.24

WCDMA Band II_RMC 12.2Kbps_Front Side_10mm_Ch9400

Communication System: UID 0, UMTS-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
 Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.361 S/m; εr = 39.882; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.11, 8.11, 8.11) @ 1880 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch9400/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.17 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.057 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 1.57 W/kg

 SAR(1 g) = 0.885 W/kg; SAR(10 g) = 0.482 W/kg
 Maximum value of SAR (measured) = 1.22 W/kg

0 dB = 1.22 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.23

WCDMA Band IV_RMC 12.2Kbps_Front Side_10mm_Ch1413

Communication System: UID 0, UMTS-FDD (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
 Medium: HSL_1800 Medium parameters used: f = 1733 MHz; σ = 1.366 S/m; εr = 41.367; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.4, 8.4, 8.4) @ 1733 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch1413/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.760 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.408 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.973 W/kg

 SAR(1 g) = 0.566 W/kg; SAR(10 g) = 0.335 W/kg
 Maximum value of SAR (measured) = 0.743 W/kg

0 dB = 0.743 W/kg
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T est Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.22

WCDMA Band V_RMC 12.2Kbps_Front Side_10mm_Ch4182

Communication System: UID 0, UMTS-FDD (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
 Medium: HSL_900 Medium parameters used: f = 836.4 MHz; σ = 0.958 S/m; εr = 40.843; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 836.4 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch4182/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.816 W/kg

Ch4182/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.648 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.961 W/kg

 SAR(1 g) = 0.630 W/kg; SAR(10 g) = 0.417 W/kg
 Maximum value of SAR (measured) = 0.799 W/kg

0 dB = 0.799 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.22

LTE Band 5_10MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch20450

Communication System: UID 0, LTE (0); Frequency: 829 MHz;Duty Cycle: 1:1
 Medium: HSL_900 Medium parameters used: f = 829 MHz; σ = 0.955 S/m; εr = 40.863; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 829 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch20450/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.03 W/kg

Ch20450/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.759 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.21 W/kg

 SAR(1 g) = 0.789 W/kg; SAR(10 g) = 0.521 W/kg
 Maximum value of SAR (measured) = 1.00 W/kg

0 dB = 1.00 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.20

LTE Band 12_10MHz_QPSK_1RB_0Offset_Back Side_10mm_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
 Medium: HSL_750 Medium parameters used: f = 707.5 MHz; σ = 0.92 S/m; εr = 42.217; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 707.5 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch23095/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.830 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.97 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.925 W/kg

 SAR(1 g) = 0.584 W/kg; SAR(10 g) = 0.411 W/kg
 Maximum value of SAR (measured) = 0.786 W/kg

0 dB = 0.786 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.20

LTE Band 13_10MHz_QPSK_1RB_0Offset_Back Side_10mm_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
 Medium: HSL_750 Medium parameters used: f = 782 MHz; σ = 0.938 S/m; εr = 42.016; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 782 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch23230/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.885 W/kg

Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.18 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.939 W/kg

 SAR(1 g) = 0.667 W/kg; SAR(10 g) = 0.472 W/kg
 Maximum value of SAR (measured) = 0.804 W/kg

0 dB = 0.804 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.24

LTE Band 25_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch26590

Communication System: UID 0, LTE (0); Frequency: 1905 MHz;Duty Cycle: 1:1
 Medium: HSL_1900 Medium parameters used: f = 1905 MHz; σ = 1.35 S/m; εr = 39.739; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.11, 8.11, 8.11) @ 1905 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch26590/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Ch26590/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.579 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.35 W/kg

 SAR(1 g) = 0.776 W/kg; SAR(10 g) = 0.430 W/kg
 Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.21

LTE Band 26_15MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch26765

Communication System: UID 0, LTE (0); Frequency: 821.5 MHz;Duty Cycle: 1:1
 Medium: HSL_900 Medium parameters used: f = 821.5 MHz; σ = 0.952 S/m; εr = 40.947; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 821.5 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch26765/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.07 W/kg

Ch26765/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.653 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.31 W/kg

 SAR(1 g) = 0.850 W/kg; SAR(10 g) = 0.554 W/kg
 Maximum value of SAR (measured) = 1.09 W/kg

0 dB = 1.09 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.5.1

LTE Band 41_20MHz_QPSK_1RB_0Offset_Front Side_10mm_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
 Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.973 S/m; εr = 38.214; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(7.34, 7.34, 7.34) @ 2593 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch40620/Area Scan (71x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.626 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.465 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.774 W/kg

 SAR(1 g) = 0.418 W/kg; SAR(10 g) = 0.216 W/kg
 Maximum value of SAR (measured) = 0.600 W/kg

0 dB = 0.600 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.5.1

LTE Band 41_20MHz_QPSK_1RB_0Offset_Bottom Side_10mm_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
 Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.973 S/m; εr = 38.214; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(7.34, 7.34, 7.34) @ 2593 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch40620/Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.933 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 13.09 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.14 W/kg

 SAR(1 g) = 0.586 W/kg; SAR(10 g) = 0.287 W/kg
 Maximum value of SAR (measured) = 0.867 W/kg

0 dB = 0.867 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.23

LTE Band 66_20MHz_QPSK_1RB_0Offset_Back Side_10mm_Ch132572

Communication System: UID 0, LTE (0); Frequency: 1770 MHz;Duty Cycle: 1:1
 Medium: HSL_1800 Medium parameters used: f = 1770 MHz; σ = 1.487 S/m; εr = 39.48; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(8.4, 8.4, 8.4) @ 1800 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch132572/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.09 W/kg

Ch132572/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.90 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.18 W/kg

 SAR(1 g) = 0.724 W/kg; SAR(10 g) = 0.442 W/kg
 Maximum value of SAR (measured) = 0.965 W/kg

0 dB = 0.965 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2023.4.20

LTE Band 71_20MHz_QPSK_1RB_0Offset_Back Side_10mm_Ch133322

Communication System: UID 0, LTE (0); Frequency: 683 MHz;Duty Cycle: 1:1
 Medium: HSL_750 Medium parameters used: f = 683 MHz; σ = 0.91 S/m; εr = 42.287; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.1 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(10.45, 10.45, 10.45) @ 683 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch133322/Area Scan (61x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.844 W/kg

Ch133322/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 24.18 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.936 W/kg

 SAR(1 g) = 0.666 W/kg; SAR(10 g) = 0.472 W/kg
 Maximum value of SAR (measured) = 0.810 W/kg

0 dB = 0.810 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.         Date: 2023.4.28

WLAN2.4GHz_802.11b 1Mbps_Back Side_10mm_Ch1

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2412 MHz;Duty Cycle: 1:1
 Medium: HSL_2450 Medium parameters used: f = 2412 MHz; σ = 1.762 S/m; εr = 38.862; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(7.6, 7.6, 7.6) @ 2412 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch1/Area Scan (71x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.411 W/kg

Ch1/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.093 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.542 W/kg

 SAR(1 g) = 0.304 W/kg; SAR(10 g) = 0.180 W/kg
 Maximum value of SAR (measured) = 0.419 W/kg

0 dB = 0.419 W/kg
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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.  Date: 2023.4.28

Bluetooth_DH5_Back Side_10mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.076
 Medium: HSL_2450 Medium parameters used: f = 2441 MHz; σ = 1.807 S/m; εr = 38.83; ρ = 1000 kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
 - Probe: EX3DV4 - SN7608; ConvF(7.6, 7.6, 7.6) @ 2441 MHz; Calibrated: 2023.3.15

- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn480; Calibrated: 2022.6.22

 - Phantom: SAM 2; Type: QD000P40CC; Serial: TP:1464
 - Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Ch39/Area Scan (71x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0609 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.248 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.0660 W/kg

 SAR(1 g) = 0.047 W/kg; SAR(10 g) = 0.037 W/kg
 Maximum value of SAR (measured) = 0.0567 W/kg

0 dB = 0.0567 W/kg
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