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Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.23

WLAN 2.4GHz_802.11b 1Mbps_Bottom Surface_0mm_Ch7_AUX ANT

Communication System: UID 0, WLAN 2.4GHz 802.11b (0); Frequency: 2442 MHz;Duty Cycle: 1:1.005
Medium: HSL_2450 Medium parameters used: f = 2442 MHz; σ = 1.808 S/m; εr = 38.829; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3753; ConvF(7.22, 7.22, 7.22) @ 2450 MHz; Calibrated: 2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1643; Calibrated: 2021.12.30
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch7/Area Scan (81x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.301 W/kg

Ch7/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.406 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.716 W/kg
SAR(1 g) = 0.291 W/kg; SAR(10 g) = 0.090 W/kg
Maximum value of SAR (measured) = 0.503 W/kg

0 dB = 0.503 W/kg



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.24

WLAN 5.2GHz_802.11n-HT20 MCS0_Bottom Surface_0mm_Ch48_MAIN ANT

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5240 MHz;Duty Cycle: 1:1.016
Medium: HSL_5250 Medium parameters used: f = 5240 MHz; σ = 4.685 S/m; εr = 36.07; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3753; ConvF(4.56, 4.56, 4.56) @ 5250 MHz; Calibrated: 2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1643; Calibrated: 2021.12.30
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch48/Area Scan (101x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.18 W/kg

Ch48/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 3.727 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.98 W/kg
SAR(1 g) = 0.492 W/kg; SAR(10 g) = 0.146 W/kg
Maximum value of SAR (measured) = 1.00 W/kg

0 dB = 1.00 W/kg



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.24

WLAN 5.3GHz_802.11n-HT20 MCS0_Bottom Surface_0mm_Ch52_MAIN ANT

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5260 MHz;Duty Cycle: 1:1.016
Medium: HSL_5250 Medium parameters used: f = 5260 MHz; σ = 4.714 S/m; εr = 36.032; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3753; ConvF(4.56, 4.56, 4.56) @ 5250 MHz; Calibrated: 2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1643; Calibrated: 2021.12.30
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch52/Area Scan (101x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.43 W/kg

Ch52/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 13.74 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 4.11 W/kg
SAR(1 g) = 0.511 W/kg; SAR(10 g) = 0.231 W/kg
Maximum value of SAR (measured) = 1.67 W/kg

0 dB = 1.67 W/kg



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.24

WLAN 5.5GHz_802.11n-HT40 MCS0_Bottom Surface_0mm_Ch102_MAIN ANT

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5510 MHz;Duty Cycle: 1:1.015
Medium: HSL_5600 Medium parameters used: f = 5510 MHz; σ = 5.015 S/m; εr = 35.622; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3753; ConvF(4.42, 4.42, 4.42) @ 5600 MHz; Calibrated: 2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1643; Calibrated: 2021.12.30
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch102/Area Scan (101x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.74 W/kg

Ch102/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 7.598 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 4.71 W/kg
SAR(1 g) = 0.534 W/kg; SAR(10 g) = 0.339 W/kg
Maximum value of SAR (measured) = 1.59 W/kg

0 dB = 1.59 W/kg



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.24

WLAN 5.8GHz_802.11n-HT20 MCS0_Bottom Surface_0mm_Ch165_MAIN ANT

Communication System: UID 0, WLAN 5GHz (0); Frequency: 5825 MHz;Duty Cycle: 1:1.016
Medium: HSL_5750 Medium parameters used: f = 5825 MHz; σ = 5.388 S/m; εr = 35.018; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3753; ConvF(4.65, 4.65, 4.65) @ 5750 MHz; Calibrated: 2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1643; Calibrated: 2021.12.30
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch165/Area Scan (101x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.988 W/kg

Ch165/Zoom Scan (8x8x15)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 7.026 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 3.38 W/kg
SAR(1 g) = 0.481 W/kg; SAR(10 g) = 0.257 W/kg
Maximum value of SAR (measured) = 0.869 W/kg

0 dB = 0.869 W/kg



Test Laboratory: Shenzhen Morlab Communications Technology Co., Ltd.                      Date: 2022.02.23

Bluetooth_DH5_Bottom Surface_0mm_Ch39_MAIN ANT

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.085
Medium: HSL_2450 Medium parameters used: f = 2441 MHz; σ = 1.807 S/m; εr = 38.83; ρ = 1000 
kg/m3

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3753; ConvF(7.22, 7.22, 7.22) @ 2450 MHz; Calibrated: 2021.07.26
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1643; Calibrated: 2021.12.30
- Phantom: Twin-SAM; Type: QD 000 P41 Ax; Serial: 2020
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (81x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.399 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.364 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.592 W/kg
SAR(1 g) = 0.085 W/kg; SAR(10 g) = 0.051 W/kg
Maximum value of SAR (measured) = 0.397 W/kg

0 dB = 0.397 W/kg
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