
   METRIC

 TOOLING TO BE
PER 3D GEOMETRY

PART
NO.:

FINISH
SPEC.:

VOLUME

SCALE:

SNOITACIFIDOMETADREV. ECN NO.

MATERIAL:

CRITICAL DIMENSION

MASS

CHECKING IS COMPULSORY

DENSITY

APPROVED BY:

NAME:

DATE: SHEET SIZE REVISIONDRAWN BY:

NAME

A3

COMPOSITE- NO

1:1

 cm3

 grams

 g/cm3

SHEET 1 OF 1
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FURRION COMPANY

   0 TO 6mm = ±0.1
 >6 TO 30mm = ±0.2
 >30 TO 80mm = ±0.3
 >80 TO 180mm = ±0.4
 >180mm  = ±0.5

 ANGULAR  = ± 3°

GENERAL TOLERANCES
EXCEPT AS NOTED

LA-FAV00045  

1.011-Dec-18

Rating label  for WiFi Router

Lucas Sun Landy Huang

SEE NOTES

SEE NOTES

1.0 11-Dec-18 NEW Lucas Sun ----------

NOTES:
● THE DRAWING IS LAYER CONTROLLED.

- CONTENTS ON LAYER “NOTES” ARE FOR REFERENCE ONLY, DO NOT PRINT.
- ONLY CONTENTS ON LAYER “ART” & “VARIABLE” SHOULD BE PRINTED OUT.
- “VARIABLE ” SHOULD BE ENTERED BY SUPPLIER.

● MATERIAL: 2 MIL MATTE METALLIZED NONMETALLIC PERMANENT.
● PRINTING AND COLORS TO BE PER FURRION APPROVED ARTWORK. 
● SEE THE DIAGRAM BELOW FOR LABEL POSITIONING.
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Black

Program: Illustrator CC

GREEN bolder is die-cut line, do not print.

Manufacturing Data, input by factory
YYYY - Indicates the Year; 
MM - Indicates the Month. 
Example: 2019-02

QR Code
20 x 20mm

QR Code
20 x 20mm

https://access.furrion.com

 WiFi Router
Model: FAN17B8A 

Made In China 

S/N:
FCC ID: 2ABH3-FAN17A
IC: 23337-FAN17A
This device complies with Part 15 of the 
FCC Rules. Operation is subject to the 
following two conditions: (1) this device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 

cause undesired operation.
YYYY-MM

1 15/16 in
50.0 mm

1 3/
16 in

3
0

.0
 m

m

https://access.furrion.com

 WiFi Router
Model:  FAN17B8A 

Made In China 

S/N:

FCC ID: 2ABH3-FAN17A
IC: 23337-FAN17A

This device complies with Part 15 of the 
FCC Rules. Operation is subject to the 
following two conditions: (1) this device may 
not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 

cause undesired operation.
YYYY-MM


