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GENERAL
TOLERANCE

DRAWING

DESIGN

APPROVAL

MODEL

DESCRIPTIONMARKVER
A0 何柱良 2017/04/21

A1 何柱良 2017/06/091、增加剥离力要求；2、增加模拟测试要求

A2 杨新兴 2017/06/23更新一些技术要求，见标记处。

FIRST DESIGN RELEASE

A3 杨新兴 2017/07/20

A4 杨新兴 2017/08/24

更新剥离力要求，以及厚度尺寸以及公差

新增可靠性技术要求。

SIGNATURE DATE

增加英国UKCA及进口商地址，标签尺寸：
41*10改为46.5*16，更新排版。A5 陈国羚 2020/12/04

HP Inc UK Ltd, Regulatory   
Enquiries, Earley West, 

NOTES:
1、材质:T=0.08±0.03mm半透明龙，上雾OPP膜、上光雾膜，背胶无残胶，要求粘贴在笔筒上不起翘；
2、单面印刷，印刷颜色为银灰色；
3、要求做剥离力测试：剥离力≥0.45kgf/25.4mm；
4、要求做模拟测试：将安规标签贴在洁净的笔筒上并用力抹平，
静置72h后使标签与笔筒呈90°快速撕开，必须无残胶；
5、可靠性测试要求：需满足高温65℃，湿度70%，72小时测试不残胶不起翘；
6、要求做油墨附着力测试:
  （1）用95%酒精打湿棉布，在待检区进行脱脂；
  （2）商标表面干燥后将胶带平贴在商标待检区，用手擦拭胶纸表面，增加胶纸与待检区的接触面积；
  （3）静置90±30S后，用手捏住胶纸一端，与商标呈90°用力迅速撕开胶带，字体与条码不脱落为合格品；
  （4）同一区域只能测一次。
7、部品需满足RoHS环保要求，标*为重点管控尺寸。

Product / 品名：Act ive stylus / 主動式電子筆
Model / 型號：SPEN-HP-01
Made in China / 中國製造
Applicant / Manufacturer: 
Sunwoda Electronic Co., Ltd.
HP P/N: 905512-001
Spare P/N: 910942-001
CAUTION,Risk of explosion 
if the bat tery is replaced 
by an incorrect type

Operat ion is subject to the following two condit ions:
 (1) this device may not cause harmful interference, 

undesired operat ion.

阴影部分背胶

手撕位，不背胶

A5

MSIP-REM-wd2-SPEN-HP-01
A/S :1588-3003

European Regulatory Address:
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（片状来料，每片由供应商自行定义）

增加提示查看用户手册标志及警示语，
标签尺寸：46.5*16改为46.5*19，更新排版。A5 陈国羚 2020/12/07

HP Inc UK Ltd, Regulatory   
Enquiries, Earley West, 
300 Thames Valley Park Drive

Product / 品名：Act ive stylus / 主動式電子筆
Model / 型號：SPEN-HP-01
Made in China / 中國製造
Applicant / Manufacturer: 
Sunwoda Electronic Co., Ltd.
HP P/N: 905512-001
Spare P/N: 910942-001
CAUTION,Risk of explosion 
if the bat tery is replaced 
by an incorrect type

This device complies with Part 15 of the FCC Rules. 
Operat ion is subject to the following two condit ions:
 (1) this device may not cause harmful interference, 
and (2) this device must accept any interference 
received, including interference that may cause 
undesired operat ion.

MSIP-REM-wd2-SPEN-HP-01
A/S :1588-3003

European Regulatory Address:
HP,HQ-TRE,71025 Boeblingen,Germany

：2ABWESPENHP0102
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mm

This device complies with Part 15 of the FCC Rules. 
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