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This module does not contain a shield and therefore is limited. The host integrator will be required to file a 
Class II Permissive Change for each host specific installation. 
 

This module complies with antenna trace design, as described by the instructions, require that the 
host product manufacturer must notify the module grantee that they wish to change the antenna trace 
design. In this case, a Class II permissive change application is required to be filed by the grantee, or 
the host manufacturer can take responsibility through the change in FCC ID (new application) 
procedure followed by a Class II permissive change application. 
 
The module is not intended for general public and integrators. 
It is generally for industry/commercial use and must be professionally installed. 
The module is limited to installation in mobile applications. 
Installation must be controlled and requires special training. 
 
Installation Guidance 
The final host / module combination may also need to be evaluated against the FCC Part 15B criteria for 
unintentional radiators in order to be properly authorized for operation as a Part 15 digital device. The user's 
manual or instruction manual for an intentional or unintentional radiator shall caution the user that changes 
or modifications not expressly approved by the party responsible for compliance could void the user's 
authority to operate the equipment. In cases where the manual is provided only in a form other than paper, 
such as on a computer disk or over the Internet, the information required by this section may be included 
in the manual in that alternative form, provided the user can reasonably be expected to have the capability 
to access information in that form. 
To ensure compliance with all non-transmitter functions the host manufacturer is responsible for ensuring 
compliance with the module(s) installed and fully operational. For example, if a host was previously 
authorized as an unintentional radiator under the Declaration of Conformity procedure 
without a transmitter certified module and a module is added, the host manufacturer is responsible for 
ensuring that the after the module is installed and operational the host continues to be compliant with the 
Part 15B unintentional radiator requirements. 
The use condition limitations extend to professional users, then instructions must state that this 
information also extends to the host manufacturer's instruction manual. This module is a limit modules. host 
manufacturer should confirm with module manufacturer for the installation method in end system. 
RF exposure evaluation when it is necessary to demonstrate compliance in a specific host. 
    
   
Detail instructions from the module manufacturer 
Separate approval is required for all other operating configurations, including portable configurations with 
respect to Part 2.1093 and different antenna configurations. 
The module is limited to OEM installation only. 
The OEM integrator is responsible for ensuring that the end-user has manual instructions to remove or 
install the module. 
Must use the device only in host devices that meet the FCC/ISED RF exposure category of mobile, which 
means the device is installed and used at distances of at least 20 cm from persons. 
The end user manual shall include FCC Part 15 /ISED RSS GEN compliance statements related to the 
transmitter as shown in this manual.  
The host product manufacturer is responsible for compliance with any other FCC rules and a C2PC is 
required for each host when installed in any host. 
The host product manufacturer is responsible for compliance with any other ISED rules and a C4PC is 
required for each host when installed in any host. 
Any company of the host device that installs this modular should perform the test of radiated and conducted 
emission and spurious emission etc. according to FCC Part 15C: 15.247 and 15.209 & 15.207, 15B class 
B requirement, only if the test result complies with FCC part 15C: 15.247 and 15.209 & 15.207, 15B class 
B requirement. Then the host can be sold legally. 



This modular transmitter is only FCC-authorized for the specific rule parts (47CFR Part 15.247) listed on 
the grant, and the host product manufacturer is responsible for compliance with any other FCC rules that 
apply to the host not covered by the modular transmitter grant of certification. 
Host manufacturer is strongly recommended to confirm compliance with FCC/ISED requirements for the 
transmitter when the module is installed in the host. 
The use condition limitations extend to professional users, so instructions must state that this information 
also extends to the host manufacturer’s instruction manual. 
This module is stand-alone modular. If the end product will involve Multiple simultaneous transmitting 
conditions or different operational conditions for a stand-alone modular transmitter in a host, host 
manufacturer has to consult with the module manufacturer for the installation method in the end system. 
Refer to the minimum antenna gain requirements and antenna type (PIFA) that are approved for use with 
this module detailed in the previous sections. The use of other antennas will require additional certification 
procedures for the host system with FCC and ISED Canada.  
This equipment complies with FCC and ISED-Canada radiation exposure limits set forth for an uncontrolled 
environment. This equipment should be installed in host systems that are installed and operated with a 
minimum distance of 20cm between the radiator & people. This transmitter must not be co-located or 
operating in conjunction with any other antenna or transmitter except as permitted by FCC and ISED-
Canada multie-transmitetr rules.   
The module is limited to installation in mobile applications. 
For a normal application, for example, A television, host systems that are installed and operated with a 
minimum distance of 20cm between the radiator and people. 
If the end-user really needed to install in host systems that are installed and operated with a distance less 
than 20cm between the radiator & people, for example, a cell phone or laptop, the host systems need to 
comply with the requirements in KDB 996369 D03 OEM Manual v01 and KDB 996369 D04 Module 
Integration Guide v02. 
The module is not intended for the public, it must be professionally installed.  
 
The typical application for the module: 

      TV 

 
For other devices, a special driver needs to be installed on the host before starting normal use for the 
module, and it is different for different kinds of hosts. 
Please contact us for more details before installing on a host. 
 
Here is a general guide to determine RF exposure compliance: 

 



 
For more information, please refer to the KDB 996369 D03 OEM Manual v01 and KDB 996369 D04 Module 
Integration Guide v02. 
Host manufacturer is strongly recommended to confirm compliance with FCC/ISED requirements for the 
transmitter when the module is installed in the host according to FCC Part 15.247, RSS-247, and FCC part 
15 E.   
This modular transmitter is only FCC authorized for the specific rule parts (47CFR Part 15.247) listed on 
the grant, the host product manufacturer is responsible for compliance with any other FCC rules and a 
C2PC is required for each host when installed in any host. 
The use condition limitations extend to professional users, then instructions must state that this information 
also extends to the host manufacturer’s instruction manual. 
This module is stand-alone modular. If the end product will involve Multiple simultaneous transmitting 
condition or different operational conditions for a stand-alone modular transmitter in a host, host 
manufacturer has to consult with module manufacturer for the installation method in the end system. 

 
 


