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EMC Laboratory Manager 

Human Exposure Report 
Application No.:  KSCR2204000429AT 
FCC ID: 2AC2CDR2072S 
Applicant: Ningbo Diya Electric Appliance,Co, LTD 
Address of Applicant: #27 Yunhuan Road, Simen Town, Ningbo, Zhejiang Province 
Manufacturer: Ningbo Diya Electric Appliance,Co, LTD 
Address of Manufacturer: #27 Yunhuan Road, Simen Town, Ningbo, Zhejiang Province 
Equipment Under Test (EUT): 
EUT Name: Wireless Charging Pod 
Model No.:  DR-2072S 
Standards:  47 CFR PART 1, Subpart I, Section 1.1310 
Date of Receipt:  2022-04-01 
Date of Test:  2022-05-16 to 2022-05-16 
Date of Issue:  2022-05-16 
Test Result : Pass* 

* In the configuration tested, the EUT complied with the standards specified above.
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3 General Information 
3.1   Details of E.U.T. 

Power supply: 
Test Voltage: 

AC 125V/60Hz 
AC 120V/60Hz 

Wired Output: (USB-A) DC 4.7-5.3V, 2.4A Max. 
(Type-C) DC 4.7-5.3V, 3.1A Max. 

Wireless Output: 10W Max. 
Antenna Type: Loop Antenna 

Modulation Type: Load Modulation 
Operation Frequency: 115KHz-148KHz 

3.2   Description of Support Units 
Description Manufacturer Model No. Serial No. 

Load N/A N/A N/A 
MobilePhone Apple Iphone 12 / 
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3.3   Test Location 

All tests were performed at:  
Compliance Certification Services (Kunshan) Inc. 
No.10 Weiye Rd, Innovation park, Eco&Tec, Development Zone, Kunshan City, Jiangsu, China.  
Tel: +86 512 5735 5888 Fax: +86 512 5737 0818 
No tests were sub-contracted. 

3.4   Test Facility 
The test facility is recognized, certified, or accredited by the following organizations:   
• CNAS (No. CNAS L4354) 
CNAS has accredited Compliance Certification Services (Kunshan) Inc. to ISO/IEC 17025:2017 General 
Requirements for the Competence of Testing and Calibration Laboratories (CNAS-CL01 Accreditation 
Criteria for the Competence of Testing and Calibration Laboratories) for the competence in the field of 
testing. 
• A2LA (Certificate No. 2541.01) 
Compliance Certification Services (Kunshan) Inc. is accredited by the American Association for 
Laboratory Accreditation (A2LA). Certificate No. 2541.01. 
• FCC (Designation Number: CN1172) 
Compliance Certification Services Inc. has been recognized as an accredited testing laboratory.  
Designation Number: CN1172.  
• ISED (CAB identifier: CN0072) 
Compliance Certification Services (Kunshan) Inc. has been recognized by Innovation, Science and 
Economic Development Canada (ISED) as an accredited testing laboratory. 
CAB Identifier: CN0072. 
• VCCI (Member No.: 1938) 
The 3m and 10m Semi-anechoic chamber and Shielded Room of Compliance Certification Services 

(Kunshan) Inc. has been registered in accordance with the Regulations for Voluntary Control Measures 

with Registration No.: R-20134, R-11600,C-11707, T-11499, G-10216 respectively. 

3.5 Deviation from Standards 
None 

3.6 Abnormalities from Standard Conditions 
None 
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4 Equipments Used during Test 
 

Item Test Equipment Manufacturer Model No. Inventory No. Cal date Cal. Due date 

1 
3m Semi-Anechoic 

Chamber ST N/A KSEM078-2 2020-07-21 2023-07-20 

2 
Electromagnetic Field 

Probe 
Narda EHP-200AC KSEM0907 2022-04-10 2023-04-09 
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5 Test Results 
5.1   RF Exposure test 

Test Requirement: 47 CFR PART 1, Subpart I, Section 1.1310 
Measurement Distance: 15 cm for surrounding the device and 20 cm for above the top surface. 
Limit:  

Frequency range 
(MHz) 

Electric field strength 
(V/m) 

Magnetic field strength 
(A/m) 

Power density 
(mW/cm2) 

Averaging time 
(minutes) 

(A) Limits for Occupational/Controlled Exposures 

0.3-3.0 614 1.63 *(100) 6 

3.0-30 1842/f 4.89/f *(900/f2) 6 

30-300 61.4 0.163 1.0 6 

300-1500 / / f/300 6 

1500-100,000 / / 5 6 

(B) Limits for General Population/Uncontrolled Exposure 

0.3-1.34 614 1.63 *(100) 30 

1.34-30 824/f 2.19/f *(180/f2) 30 

30-300 27.5 0.073 0.2 30 

300-1500 / / f/1500 30 

1500-100,000 / / 1.0 30 

F=frequency in MHz 
*=Plane-wave equivalent power density 
RF exposure compliance will need to be determined with respect to 1.1307(c) and (d) of the FCC rules. 
The emissions should be within the limits at 300kHz in Table 1 of 1.1310(use the 300kHz limits for 
150kHz:614V/m,1.63A/m). 
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5.2   E.U.T. Operation 
5.2.1  Operating Environment 

Temperature: 24.0 °C  Humidity: 52 % RH Atmospheric Pressure: 1015 mbar 

5.2.2  EUT Operation: 

5.2.3  Simulation Load Mode 

Test mode 00: Wireless Output(The load shall be set at full, half, empty load (10W/5W/0W)  

Measurement Data: 
Electric Field Emissions 

Test 
Position 

Operating 
Frequency 

Test Distance 
(cm) 

Test Data (V/m) Limit(V/m)/ 
50%Limit(V/m) Empty load Half load Full load 

Side 1 122KHz 15 2.2502 1.9632 1.6321 614/307 
Side 2 122KHz 15 2.3314 1.9551 1.6414 614/307 
Side 3 122KHz 15 2.0562 1.9541 1.6152 614/307 
Side 4 122KHz 15 2.2841 1.9874 1.6514 614/307 
Top 122KHz 20 3.2561 2.5525 2.0236 614/307 

Bottom 122KHz 15 2.2215 1.8915 1.5252 614/307 

Magnetic Field Emissions 
Test 

Position 
Operating 
Frequency 

Test Distance 
(cm) 

Test Data (A/m) Limit(A/m)/ 
50%Limit(A/m) Empty load Half load Full load 

Side 1 122KHz 15 0.3212 0.2521 0.1851 1.63/0.815 
Side 2 122KHz 15 0.3025 0.2624 0.2235 1.63/0.815 
Side 3 122KHz 15 0.3115 0.2733 0.2123 1.63/0.815 
Side 4 122KHz 15 0.3332 0.2738 0.2236 1.63/0.815 
Top 122KHz 20 0.5205 0.4852 0.4201 1.63/0.815 

Bottom 122KHz 15 0.3058 0.2771 0.2315 1.63/0.815 
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5.2.4  Mobile phone Load Mode 

Test mode 00: Wireless Output(The load shall be set at full, half, empty load (10W/5W/0W)  

Measurement Data: 

Electric Field Emissions 
Test Position Operating 

Frequency 
Test Distance 

(cm) 
Test Data 

(V/m) 
Limit 
(V/m) 

50% Limit 
(V/m) 

Side 1 122KHz 15 2.3622 614 307 
Side 2 122KHz 15 2.4113 614 307 
Side 3 122KHz 15 2.1215 614 307 
Side 4 122KHz 15 2.2202 614 307 

Top 122KHz 20 3.3362 614 307 
Bottom 122KHz 15 2.4521 614 307 

Magnetic Field Emissions 
Test Position Operating 

Frequency 
Test Distance 

(cm) 
Test Data 

(A/m) 
Limit 
(A/m) 

50% Limit 
(A/m) 

Side 1 122KHz 15 0.3623 1.63 0.815 
Side 2 122KHz 15 0.3440 1.63 0.815 
Side 3 122KHz 15 0.3361 1.63 0.815 
Side 4 122KHz 15 0.3741 1.63 0.815 

Top 122KHz 20 0.5335 1.63 0.815 
Bottom 122KHz 15 0.3252 1.63 0.815 
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6 Photographs 
6.1   Test photos  

Side 1 

 
Side  

 



 

Compliance Certification Services (Kunshan) Inc. 
 

 Report No.: KSCR220400042902 

 

 Page:           11 of 12 
 

 

 
Side 3 

 
Side 4 
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- End of the Report - 
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