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Monitor Power On



1.Tire safety can not only rely on this system, the motorcycle user should 

    inspect the tire regularly in case of nail sticking or any breaking. 

2.Please park the vehicle and check as soon as the system starts warning.

3.This system can not predict the suddenly damage by outside force.

4.Please don’t operate this system when driving. The monitor can only 

  work correctly when power is on.

5.The sensor battery lifetime is related to vehicle driving mileage, and it 

  can be shortened when working under -20℃ temperature.

6.The tire temperature will get higher when driving, and the tire pressure 

  will be 1- 4 Psi higher accordingly.

7.Please do not clean or soak the sensor by water or other chemical liquid.

8.The suggested tire pressure and the maximum pressure values are 

  marked in side of tire or in the motorcycle manual, please adjust the right 

  alarm value after confirm with the tire or motorcycle factory or the 

  technicist. 

9.The suggested service life of tire is 3 to 4 years, for avoiding of any 

  breaking when driving in high speed, please change to metal valve if the 

  original is a rubber one when change the tire.

The applicable model for this system is motorcycle with 2 or 3 tires.

 

Safety Precautions

It is recommend that install monitor and make it power on before sensors.

The monitor and sensors are already matched with each other before 
leaving the factory, no need to do code learning again after installation.
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Packing List

Monitor

External Sensor 2pcs AAA Battery

Ring Needle

Silicon Seal Ring 2pcs 
(all for backup)

If the silicon seal ring is 
damaged, please replace 
it by the backup ring in 
case of leaking.

Combination Wrench

L shape Metal 

Valve 2pcs

User’s Manual

CR 1632 Battery 2pcs

Monitor Cover
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Key Ring

SET

(the user should buy 1 more if 
the motorcycle is with 3 tires ) 

Hexagonal Nut 3pcs 

(1pc for backup)  (for replacing the 

 silicon seal ring)
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Monitor Power On

1 Install the AAA battery in monitor, and power on automatically.

2 Install the sensors right after the monitor is power on.

* The factory default is 2 sensors mode, the user should 

switch it to 3 sensors mode if the motorcycle is with 3 tires 

before install all the sensors.
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1.Loosen the 

  buckle

2.Push up the back cover



1: Front-left tire
2: Rear tire
3: Front-right tire

Note:
Please clean the surface of tire 
valve before install the sensor.
The hexagonal nut is used for 
fixing the sensor and avoid of 
stealing, please loosen it with the 
special wrench before inflating.
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External Sensor Installation

Back out dustproof cap 

of tire valve. 

5 Check if it is leaking with 
soapsuds.

4
Tighten the sensor by nut 
wrench in reverse direction.33

Screw- in the sensor in 
proper tire according to 
the mark in the cover.

Screw- in the hexagonal nut. 
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>10km/h

2

When the driving speed is up 

to 10km/h, the tire data will 

be updated automatically.

Driving Checking

If all the tire pressure data is shown, it means the system installed 

and working properly.
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LCD Display Description

Display icons description

Pressure unit

Temperature unit

Tire position

Code learning of sensor and monitor

High Temperature Warning (show icon when tire temperature is out of the 

set range)

High Pressure Warning（show icon when tire pressure is higher than the 
set value）

Low Pressure Warning（show icon when tire pressure is lower than the 
set value）

Low Power Warning (show icon when the sensor battery is run out of power)

Sensor Disabled (show icon when any of the sensors is disabled)

Mute Mode (Backlight with some icons keep flashing and monitor keep 
vibrating)

Battery icon (show monitor battery power )

Warning

Tire pressure value

When the driving speed is up to 
10km/h, the tire data will be 
updated automatically.

Driving Display

LCD Display Description

Sensor Disabled
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