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Attestation of Test Results 

EUT 
Information 

Company Name NXL, LLC. 

EUT Description C09T BY MASON 

FCC ID 2ADM8-MASC09T 

Model Number MASC09T 

Test Date 2015-10-11 

Frequency Max. SAR Level(s) Reported Limit(W/Kg)

GSM 850 0.235 W/kg 1g Head SAR 
0.299 W/kg 1g Body SAR 

1. 6 

PCS 1900 0.222 W/kg 1g Head SAR 
0.458 W/kg 1g Body SAR 

WCDMA 850 0.152 W/kg 1g Head SAR 
0.211 W/kg 1g Body SAR 

WCDMA 1700 0.172 W/kg 1g Head SAR 
0.302 W/kg 1g Body SAR 

WCDMA 1900 0.432 W/kg 1g Head SAR 
0.704 W/kg 1g Body SAR 

Simultaneous 0.789 W/kg 1g Head SAR 
0.882 W/kg 1g Body SAR 

Hotspot 0.882 W/kg 1g Body SAR 

Applicable 
Standards 

ANSI / IEEE C95.1 : 2005 
IEEE Standard for Safety Levels with Respect to Human Exposure to Radio Frequency 
Electromagnetic Fileds,3 kHz to 300 GHz. 

ANSI / IEEE C95.3 : 2002 
IEEE Recommended Practice for Measurements and Computations of Radio Frequency 
Electromagnetic Fields With Respect to Human Exposure to SuchFields,100 kHz—300 
GHz. 

FCC 47 CFR part 2.1093 
Radiofrequency radiation exposure evaluation: portable devices 

IEEE1528:2013 
IEEE Recommended Practice for Determining the Peak Spatial-Average Specific 
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: 
Measurement Techniques 
IEC 62209-1:2006 
Human exposure to radio frequency fields from hand-held and body-mounted wireless 
communication devices – Human models, instrumentation, and procedures – 
Part1:Procedure to determine the specific absorption rate (SAR) for hand-held devices 
used in close proximity to the ear (frequency range of 300 MHz to 3GHz) 
IEC 62209-2:2010 
Human exposure to radio frequency fields from hand-held and body-mounted wireless 
communication devices-Human models, instrumentation, and procedures-Part 2: 
Procedure to determine the specific absorption rate (SAR) for wireless communication 
devices used in close proximity to the human body (frequency range of 30 MHz to 6 GHz)
KDB procedures 
KDB 447498 D01 General RF Exposure Guidance v06.  
KDB 648474 D04 Handset SAR v01r03.  
KDB 865664 D01 SAR measurement 100 MHz to 6 GHz v01r04 
KDB 865664 D02 RF Exposure Reporting v01r02 
KDB 941225 D01 3G SAR Procedures v03r01  
KDB 941225 D06 Hotspot Mode v02r01
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Note: This wireless device has been shown to be capable of compliance for localized specific absorption rate 
(SAR) for General Population/Uncontrolled Exposure limits specified in ANSI/IEEE Standards and has been tested 
in accordance with the measurement procedures specified in IEEE 1528-2013 and RF exposure KDB procedures. 
The results and statements contained in this report pertain only to the device(s) evaluated. 
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EUT DESCRIPTION 

 
This report has been prepared on behalf of NXL, LLC. and their product, FCC ID: 2ADM8-MASC09T , 
Model: MASC09T or the EUT (Equipment under Test) as referred to in the rest of this report.  
 
*Note:  
1. The device is capable of personal hotspot mode. Wi-Fi Hotspot mode permits the device to share its 

cellular data connection with other 2.4 GHz Wi-Fi enabled devices (channels 1 - 11). 
 
Technical Specification 
 

Product Type Portable 

Exposure Category: Population / Uncontrolled 

Antenna Type(s): Internal Antenna 

Body-Worn Accessories: Headset 

Face-Head Accessories: None 

Multi-slot Class: Class12 

Operation Mode : 
GSM Voice,GPRS/EDGE Data, WCDMA(Rel99, HSUPA, 

HSDPA),Bluetooth and Wi-Fi  

Frequency Band: 

GSM 850 : 824-849 MHz(TX) ; 869-894 MHz(RX) 

PCS 1900: 1850-1910 MHz(TX) ; 1930-1990 MHz(RX) 

WCDMA850: 824-849 MHz(TX) ; 869-894 MHz(RX) 

WCDMA 1700: 1710-1755MHz(TX); 2110-2155MHz(RX) 

WCDMA1900: 1850-1910 MHz(TX) ; 1930-1990 MHz(RX) 

Wi-Fi(802.11b/g/n20): 2412MHz-2462MHz 

Wi-Fi(802.11n40): 2422MHz-2452MHz 

Bluetooth:2402-2480MHz 

Conducted RF Power: 

GSM 850 :32.16 dBm 

PCS 1900 :28.71 dBm 

WCDMA 850 :22.45 dBm 

WCDMA 1700 : 21.56 dBm 

WCDMA 1900 :21.39 dBm 

Wi-Fi(802.11b/g/n20) : 9.22 dBm 

Wi-Fi(802.11n40) :7.46 dBm 

Bluetooth3.0 : 2.24 dBm 

BLE : -5.85 dBm 

Dimensions (L*W*H): 143 mm (L) × 74 mm (W) × 11 mm (H) 

Power Source: 3.8 VDC Rechargeable Battery 

Normal Operation: Head and Body-worn 
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REFERENCE, STANDARDS, AND GUILDELINES 

 

 

FCC:  

 
The Report and Order requires routine SAR evaluation prior to equipment authorization of portable 
transmitter devices, including portable telephones. For consumer products, the applicable limit is 1.6 mW/g 
as recommended by the ANSI/IEEE standard C95.1-1992 [6] for an uncontrolled environment (Paragraph 
65). According to the Supplement C of OET Bulletin 65 “Evaluating Compliance with FCC Guide-lines for 
Human Exposure to Radio frequency Electromagnetic Fields", released on Jun 29, 2001 by the FCC, the 
device should be evaluated at maximum output power (radiated from the antenna) under “worst-case” 
conditions for normal or intended use, incorporating normal antenna operating positions, device peak 
performance frequencies and positions for maximum RF energy coupling. 
 
This report describes the methodology and results of experiments performed on wireless data terminal. The 
objective was to determine if there is RF radiation and if radiation is found, what is the extent of radiation 
with respect to safety limits. SAR (Specific Absorption Rate) is the measure of RF exposure determined by 
the amount of RF energy absorbed by human body (or its parts) – to determine how the RF energy couples 
to the body or head which is a primary health concern for body worn devices. The limit below which the 
exposure to RF is considered safe by regulatory bodies in North America is 1.6 mW/g average over 1 gram 
of tissue mass. 
 

CE: 

 
The order requires routine SAR evaluation prior to equipment authorization of portable transmitter devices, 
including portable telephones. For consumer products, the applicable limit is 2 mW/g as recommended by 
EN62209-1 for an uncontrolled environment. According to the Standard, the device should be evaluated at 
maximum output power (radiated from the antenna) under “worst-case” conditions for normal or intended 
use, incorporating normal antenna operating positions, device peak performance frequencies and positions 
for maximum RF energy coupling. 
 
This report describes the methodology and results of experiments performed on wireless data terminal. The 
objective was to determine if there is RF radiation and if radiation is found, what is the extent of radiation 
with respect to safety limits. SAR (Specific Absorption Rate) is the measure of RF exposure determined by 
the amount of RF energy absorbed by human body (or its parts) – to determine how the RF energy couples 
to the body or head which is a primary health concern for body worn devices. The limit below which the 
exposure to RF is considered safe by regulatory bodies in Europe is 2 mW/g average over 10 gram of tissue 
mass. 
 
The test configurations were laid out on a specially designed test fixture to ensure the reproducibility of 
measurements. Each configuration was scanned for SAR. Analysis of each scan was carried out to 
characterize the above effects in the device. 
 

 

 

 

 

 

 

 

 

 
 
 
 
 



Bay Area Compliance Laboratories Corp. (Shenzhen)                         Report No: RSZ151110015-20 

SAR Evaluation Report                                                                  9 of 116 

 
SAR Limits 
 
 

FCC Limit (1g Tissue) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

CE Limit (10g Tissue) 
 

 
EXPOSURE LIMITS 

SAR (W/kg) 

(General Population /
Uncontrolled Exposure 

Environment)

(Occupational / 
Controlled Exposure 

Environment) 

Spatial Average 
(averaged over the whole body) 

0.08 0.4 

Spatial Peak 
(averaged over any 10 g of tissue) 

2.0 10 

Spatial Peak 
(hands/wrists/feet/ankles 

averaged over 10 g) 
4.0 20.0 

 
 
     Population/Uncontrolled Environments are defined as locations where there is the exposure of  
     individual who have no knowledge or control of their exposure. 
 

 Occupational/Controlled Environments are defined as locations where there is exposure that may 
 be incurred by people who are aware of the potential for exposure (i.e. as a result of employment  
 or occupation). 

 

     General Population/Uncontrolled environments Spatial Peak limit 1.6W/kg (FCC) & 2 W/kg  

     (CE) applied to the EUT. 

 

 

 

 

 

 

 

 

 

 

 
EXPOSURE LIMITS 

SAR (W/kg) 

(General Population /
Uncontrolled Exposure 

Environment)

(Occupational / 
Controlled Exposure 

Environment) 

Spatial Average 
(averaged over the whole body) 

0.08 0.4 

Spatial Peak 
(averaged over any 1 g of tissue) 

1.60 8.0 

Spatial Peak 
(hands/wrists/feet/ankles 

averaged over 10 g) 
4.0 20.0 
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FACILITIES 

 
The test site used by Bay Area Compliance Laboratories Corp. (Shenzhen) to collect data is located at  
6/F, the 3rd Phase of WanLi Industrial Building, Shi Hua Road, Fu Tian Free Trade Zone, Shenzhen, 
Guangdong, P.R. of China 
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DESCRIPTION OF TEST SYSTEM 

 
These measurements were performed with ALSAS 10 Universal Integrated SAR Measurement system from 
APREL Laboratories. 
 
ALSAS-10U System Description 
 

ALSAS-10-U is fully compliant with the 
technical and scientific requirements of IEEE  

 1528, IEC 62209, CENELEC, ARIB, ACA, and  
the Federal Communications Commission. The  
system comprises of a six axes articulated robot  
which utilizes a dedicated controller. 
ALSAS-10U uses the latest methodologies. And 
FDTD modeling to provide a platform which is 
repeatable with minimum uncertainty. 

 
Applications 
 
 Predefined measurement procedures compliant    
 with the guidelines of CENELEC, IEEE, IEC,   
 FCC, etc are utilized during the assessment for  
 the device. Automatic detection for all SAR  
 maxima are embedded within the core  
 architecture for the system, ensuring that peak  
 locations used for centering the zoom scan are  
 within a 1mm resolution and a 0.05mm   
 repeatable position. System operation range    
 currently available up-to 6 GHz in simulated  
 tissue. 
 
Area Scans 
 
 Area scans are defined prior to the measurement  
 process being executed with a user defined  
 variable spacing between each measurement   
 point (integral) allowing low uncertainty   
 measurements to be conducted. Scans defined  
 for FCC applications utilize a 10mm2 step  
 integral, with 1mm interpolation used to locate  
 the peak SAR area used for zoom scan  
 assessments.  
   
 Where the system identifies multiple SAR peaks (which are within 25% of peak value) the system will   
 provide the user with the option of assessing each peak location individually for zoom scan averaging. 
 
Zoom Scan (Cube Scan Averaging) 
 
 The averaging zoom scan volume utilized in the ALSAS-10U software is in the shape of a cube and the   
 side dimension of a 1 g or 10 g mass is dependent on the density of the liquid representing the simulated  
 tissue. A density of 1000 kg/m3 is used to represent the head and body tissue density and not the phantom  
 liquid density, in order to be consistent with the definition of the liquid dielectric properties, i.e. the side  
 length of the 1 g cube is 10mm,with the side length of the 10 g cube 21,5mm. 

 
 When the cube intersects with the surface of the phantom, it is oriented so that 3 vertices touch the surface  
 of the shell or the center of a face is tangent to the surface. The face of the cube closest to the surface is  
 modified in order to conform to the tangent surface. 
  
The zoom scan integer steps can be user defined so as to reduce uncertainty, but normal practice for   
 typical test applications (including FCC) utilize a physical step of 5x5x8 (8mmx8mmx5mm) providing a  
 volume of 32mm in the X & Y axis, and 35mm in the Z axis. 
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ALSAS-10U Interpolation and Extrapolation Uncertainty 
 
The overall uncertainty for the methodology and algorithms the used during the SAR calculation was 
evaluated using the data from IEEE 1528 based on the example f3 algorithm: 

 
 
 
 
 
 
 
 
 
 
 
Isotropic E-Field Probe 
 
The isotropic E-Field probe has been fully calibrated and assessed for isotropicity, and boundary effect 
within a controlled environment. Depending on the frequency for which the probe is calibrated the method 
utilized for calibration will change. 

 
The E-Field probe utilizes a triangular sensor arrangement as detailed in the diagram below: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
SAR is assessed with a calibrated probe which moves at a default height of 5mm from the center of the 
diode, which is mounted to the sensor, to the phantom surface (in the Z Axis). The 5mm offset height has 
been selected so as to minimize any resultant boundary effect due to the probe being in close proximity to 
the phantom surface. 
 
The following algorithm is an example of the function used by the system for linearization of the output 
from the probe when measuring complex modulation schemes. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


















































































































































































































