
FCC N41C  

50M+80M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

50M+90M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

50M+100M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

60M+50M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

60M+60M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

60M+80M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

60M+90M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

60M+100M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+30M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+40M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+50M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+60M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+80M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+90M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

80M+100M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+15M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+20M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+30M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+40M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+50M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+60M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  



FCC N41C  

90M+80M 

QPSK 16QAM 

  
64QAM 256QAM 

  

  




