
Manual for Adapter B93
Bluetooth Audio Transmitter Adapter Compatible with Nintendo Switch

Product Features

1， Wirelessly Transmit Audio anywhere , anytime
2， No battery needed but always on, use Switch buil-in driver and no
bricking Problem
3， Support two bluetooth devices at the same time
4， Fast pair and automatically re-pair with the paired devices
5， Support HIDM Screen function
6, Multi-angle adjustable bracket for best view.
7, Bluetooth on/off : Short press pairing button;
8, Bluetooth connection record clear: Press and hold pairing button in around
7 seconds, the both red and green indicator flash will three times;

Product photos:



Connection Way:

First time connection:

First device connection
1, Plug the transmitter dock to switch Type-C port
2, Press and hold pairing button around 3 seconds until the Adapter LED
indicator flash slowly to enter the bluetooth searching status
3, Press and hold the pairing button around 5 seconds unitl the adapter LED
Indicator flash quickly to enter the bluetooth paring status
4, Set your earphone to bluetooth pairing status
5, The LED indicator will keep blue light when conneted successfully

Second device connection:
1, Press and hold pairing button around 3 seconds until the Adapter LED
indicator flash in green and red light to enter the bluetooth paring status
2, The first device will be disconnected and reconnection automatically
3, The LED indicator will keep blue and red light when both divces connected

Re-connction:
For the devices which connected with adapter before, just need to set the
devices to bluetooth parting status.

Led Indicator:
1, When the first device is connected, the indicator will be in blue light;
2, When the second device is connected, the indicator will be in red light;
3, When both devices are connected, the indicator will be in blue and red
light;
4, When the bluetooth connection record is cleared, the both red and green
indicator flash will three times;



FCC STATEMENT :

This device complies with Part 15 of the FCC Rules. Operation is subject to
the following
two conditions:
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, including interference
that may
cause undesired operation.
Warning: Changes or modifications not expressly approved by the party
responsible for
compliance could void the user's authority to operate the equipment.
NOTE: This equipment has been tested and found to comply with the limits
for a Class B
digital device, pursuant to Part 15 of the FCC Rules. These limits are designed
to provide
reasonable protection against harmful interference in a residential
installation. This
equipment generates uses and can radiate radio frequency energy and, if not
installed
and used in accordance with the instructions, may cause harmful
interference to radio
communications. However, there is no guarantee that interference will not
occur in a
particular installation. If this equipment does cause harmful interference to
radio or
television reception, which can be determined by turning the equipment off
and on, the
user is encouraged to try to correct the interference by one or more of the
following
measures:
Reorient or relocate the receiving antenna.
Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from that to
which the
receiver is connected.
Consult the dealer or an experienced radio/TV technician for help.
FCC Radiation Exposure Statement:

This equipment complies with FCC radiation exposure limits set forth for an
uncontrolled environment. This equipment should be installed and operated
with minimum distance 20cm between the radiator & your body.


