
US/NALA/JP_WHITE

DIMENSIONS

NOTES

Date Version Update Description

2023/10/10 1.0 Release

2023/11/22 1.1 Update drawing

SCALE（比例）: 1:1

长度（纵向尺寸）

宽度（横向尺寸)

Barcode scan requirement（条码等级）
Grade C or above; equipment meet ISO/IEC 15416 standard
Printing spec（条码规格） 
Density: 0.13 (Characters Per Inch) 
Color: Follow CMF document
Rating label requirement（标贴认证和环保要求）
Comply with UL 969 standard
Comply with RoHS and HF
Comply with PGJI8 + PGJI 2 + outdoor
Printing oil and adhesive can pass ring temperature cycling test as below.

56.2mm

38.25mm

材质 75#White PET+matt PP(75#亮白PET+PP哑膜)

来料方式 卷状

环保等级

公差 ±0.2mm

2023/12/28 1.2 Add FCC&IC, remove IFT&NOM

I级     II级     III级  

Supplier sample

DSN: XXXXXXXXXXXXXXXX

MAC Address: 00:00:00:A1:2B:CC

Pan-Tilt Indoor Cam
Model: 5F93F2

201-230800
D230160201  IC: 20271-BHAIC011

CAN ICES-3(B)/NMB-3(B)
FCC ID: 2AEUPBHAIC011
Power Input: +5V      2A

ASSEMBLED IN VIETNAM

This device complies with Part 15 of the FCC 
Rules. Operation is subject to the following two
 conditions: (1) This device may not cause 
harmful interference, and (2) This device must
accept any interference received, including 
interference that may cause undesired operation. 
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2024/01/05 1.3 Update dimensions
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