
Antenna Specification 
Frequency Range of operation 

- Wi-Fi: 2.4 to 2.48 GHz and 5.15 to 5.85 GHz (Ant0)
- Bluetooth (2.4 GHz): 2.4 to 2.48 GHz (Ant1)
- LoRa (Ant1)
- 24G Radar Antenna Types:

- 2.4 GHz: PIFA
- 5 GHz: PIFA
- LoRa : PIFA
- 24G Radar : Patch

 Test Lab Name :  Passive System Alliance Walsin Technology Corporation 

Peak Antenna Gain:  
Band Peak Gain (dbi) 
BLE 4.2 

Wi-Fi 2.4 GHz 3.94 
Wifi 5GHz Band 1 
(5150-5250 MHz)  

2.11 

Wifi 5GHz Band 2 
(5250-5350 MHz)  

2.11 

Wifi 5GHz Band 3 
(5470-5725 MHz)  

3.78 

Wifi 5GHz Band 4 
(5725-5850 MHz)  

3.60 

CE LoRa (863-
870 MHz)  

0.95 

FCC LoRa (902-
928 MHz)  

-0.3

NCC LoRa (920-
925 MHz)  

-0.44

AU LoRa (915-
928 MHz)  

-0.41

JP LoRa (920-
928 MHz)  

-0.47

Malaysia Lora 
(919-923 MHz) 

-0.44

24G Radar 2 



Antenna Location: 

Antenna location and antenna photos can be found in Exhibit IntPho_1 and Exhibit IntPho_2 
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24G Radar  

  

1. Radar antenna manufacturer: Socionext  
2. Radar antenna type: Patch antenna  
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