J LIGHTFOX

Performance Funded

Intelligent Wireless Lighting Control Unit

LFX Connect Sense (LFX-CST)

Overview

LFX Connect Sense is a control component
within the LFX Intelligent Lighting System. LFX
Connect Sense connects and controls a wide
range of lighting fixtures or ballasts and
communicates to the rest of the system using
IEEEBOD2.15.4 wireless protocol. It provides O-
10V and PWM dimming and a 15A relay ON/OFF
control.

LFX Connect Sense has a built-in occupancy
sensor, and photo sensor. With its integrated
features and intelligent design that allows it to
easily snap onto a standard junction box, it is a
cost-effective and easy-to-install energy
saving solution.

FEATURES

Innovative Integrated Sensors

*  Built-in motion occupancy sensor using advanced microwave technology allows the control

unit to be hidden above fall ceiling

»  Greater flexibility in installations with the included plug-in photo sensor or external photo

sensor extension unit (optional)
Ease of Installation

» Compact design

» Designed to fit and connect on a standard junction box
* Integrated sensors for single point installation

Versatile Control Capability

+  PWM and 0-10V Dimming control with 30mA output allows control of many fixtures with one

control unit

* 15A relay to switch ON/OFF ballasts or drivers

Reliable and Secured Wireless Standard

* Based on IEEESD2.15.4(PHY) wireless protocol
» Trafficis secured with AES 128-bit encryption
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SPECIFICATIONS

Operating: -20°C to +65°C
: Environment: Indoor use only only (or inside non-
metallic waterproof enclosure)
Operating Voltage: AC90-277V.; 50-60 Hz
Dimming Control: PWM, 0-100%
0-10V, 30mA shared with PWM
943 Relay ON/OFF, 15A
N Wireless Standard: IEEBD2.15.4(PHY)
\J LIBHTFOX Receiver Sensitivity: - 80dBM
Controllable Range: 20m (indoor)
_ Motion Sensor: Microwave 5.8GHz
o Motion Sensor Range: 3to 6mMm
Power Consumption: W (@277V; Relay ON)
0.5W (@277V; Relay OFF)
Compliance: FCC Part 15, UL, CE, RoHS
Mounting: Mount on standard octagonal J box
Dimensions: 94.3 x 109.6 x 52mm (L X W x H)
Warranty: 3 years
Order Info: LFX-CS1 LFX Connect Sense

LFX-EST External Photo Sensor M
LFX-ES3 External Photo Sensor 3M

Plug-in Photo Sensor External Photo Sensor Extension (OPTIONAL)

TERMINALS

*Pictures and Specifications are for reference only and subject to change without notice
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