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3. SUMMARY OF TESTS 
 

FCC Part 
Section(s) Parameter Limit Test 

Condition 
Status 

Note 1 

15.247(a) 6 dB Bandwidth > 500 kHz 

Conducted 

NT Note3 

15.247(b) Transmitter Output Power < 1 Watt C 

15.247(d) Out of Band Emissions / Band Edge 20 dBc in any 100 kHz BW NT Note3 

15.247(e) Transmitter Power Spectral Density < 8 dBm/3kHz NT Note3 

15.205 
15.209 

General Field Strength Limits  
(Restricted Bands and  
Radiated Emission Limits) 

FCC 15.209 limits Radiated C  
Note 2 

15.207 AC Conducted Emissions FCC 15.207 limits 
AC Line 

Conducted 
C 

15.203 Antenna Requirements FCC 15.203 - C 

 
Note 1: C=Comply   NC=Not Comply   NT=Not Tested   NA=Not Applicable 

Note 2: This test item was performed in each axis and the worst case data was reported. 

Note 3: These test items were not performed because this device uses the granted module. 

       (FCCID: P53-EMW3165)  

Please refer to the test report of the granted module.  

The module test report number: 15020044-FCC-R1 (SIEMIC (Nanjing-China) Laboratories) 

 

 

 
  



  

FCC ID: 2AF65AWAIR0HD1 Report No.: DRTFCC1511-0238  
 

TRF-RF-236(01)150921           Prohibits the copying and re-issue of this report without DT&C approval.              Pages: 6 / 33 

 
4. TEST METHODOLOGY 
 

Generally the tests were performed according to the KDB558074 v03r03. And ANSI C63.10-2013 was used to reference 

appropriate EUT setup and maximizing procedures of radiated spurious emission and AC line conducted emission testing. 

 

4.1 EUT CONFIGURATION 

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions requirement 

and operating in a manner that intends to maximize its emission characteristics in a continuous normal application. 

 

4.2 EUT EXERCISE 

The EUT was operated in the test mode to fix the TX frequency that was for the purpose of the measurements. According 

to its specifications, the EUT must comply with the requirements of the Section 15.207, 15.209 and 15.247 under the 

FCC Rules Part 15 Subpart C. 

 

4.3 GENERAL TEST PROCEDURES 

 

Conducted Emissions 

The power-line conducted emission test procedure is not described on the KDB 558074. So this test was fulfilled with the 

requirements in Section 6.2 of ANSI C63.10.  

The EUT is placed on the wooden table, which is 0.8 m above ground plane and the conducted emissions from the EUT 

measured in the frequency range between 0.15 MHz and 30 MHz using CISPR Quasi-peak and Average detector. 

 

Radiated Emissions 

Basically the radiated tests were performed with KDB 558074. But some requirements and procedures like test site 

requirements, EUT setup and maximizing procedure were fulfilled with the requirements in Section 5 and 6 of the ANSI 

C63.10 as stated on section 12.1 of the KDB 558074.  

The EUT is placed on a non-conductive table.  For emission measurements at or below 1 GHz, the table height is 

80 cm. For emission measurements above 1 GHz, the table height is 1.5 m. The turntable shall rotate 360 degrees to 

determine the position of maximum emission level. EUT is set 3 m away from the receiving antenna, which varied from 

1 m to 4 m to find out the highest emission. And also, each emission was to be maximized by changing the polarization 

of receiving antenna both horizontal and vertical. In order to find out the highest emission, the relative positions of the 

EUT were rotated through three orthogonal axes. 

 

4.4 DESCRIPTION OF TEST MODES 

The EUT has been tested with all modes of operating conditions to determine the worst case emission characteristics. 

A test program is used to control the EUT for staying in continuous transmitting mode. 

  


























































