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TEST REPORT

Applicant : Azlan Logistics Limited

Manufacturer : Azlan Logistics Limited

EUT : PAIR 60W ACTIVE CEILING LOUD SPEAKER

Model No. : CS-1600P

Serial No. : N.A.

Trade Mark : VISION

Rating : DC 24V, 2.5A, 60W

(Adapter Input: AC 100-240V, 47-63Hz, 1.2A Max

Output: DC 24V, 2.5A)

Measurement Procedure Used:
FCC Part15 Subpart C 2015, Paragraph 15.247

The device described above is tested by Shenzhen Anbotek Compliance Laboratory
Limited to determine the maximum emission levels emanating from the device and the
severe levels of the device can endure and its performance criterion. The measurement
results are contained in this test report and Shenzhen Anbotek Compliance Laboratory
Limited is assumed full of responsibility for the accuracy and completeness of these
measurements. Also, this report shows that the EUT (Equipment Under Test) is
technically compliant with the FCC Part 15 Subpart C requirements.

This report applies to above tested sample only and shall not be reproduced in part
without written approval of Shenzhen Anbotek Compliance Laboratory Limited.

Date of Test : Sept. 01~ Oct. 12, 2015

Prepared by :
(Tested Engineer / Kebo Zhang)

Reviewer :
(Project Manager / Amy Ding)

Approved & Authorized Signer :
(Manager / Tom Chen)
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1. GENERAL INFORMATION

1.1. Description of Device (EUT)

EUT : PAIR 60W ACTIVE CEILING LOUD SPEAKER

Model Number : CS-1600P

Test Power Supply : AC 120V, 60Hz and AC 240V, 60Hz for adapter

Adapter : Model: HC-60SV24
Input: AC 100-240V, 47-63Hz, 1.2A Max
Output: DC 24V, 2.5A

Frequency : 2402~2480MHz

Modulation : GFSK

Channel Spacing : 2MHz

Number of
Channels

: 40

Antenna Type : Integrated

Antenna Gain : -0.61 dBi

Applicant : Azlan Logistics Limited
Address : Redwood 2, Chineham Business Park, Crockford Lane, Basingstoke,

Hampshire, RG24 8WQ, United Kingdom

Manufacturer : Azlan Logistics Limited
Address : Redwood 2, Chineham Business Park, Crockford Lane, Basingstoke,

Hampshire, RG24 8WQ, United Kingdom

Factory : Azlan Logistics Limited
Address : Redwood 2, Chineham Business Park, Crockford Lane, Basingstoke,

Hampshire, RG24 8WQ, United Kingdom

Date of receipt : Sept. 01 2015

Date of Test : Sept. 01~ Oct. 12, 2015














































































































