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REF DESCRIPTION PART NUMBER

1 LABEL HG DURAFLEX OD:77 ID:25MM 74x49MM CON0153

2 RIBBON THER TRANS 110MMx70M NOTCHES B325 CON0154
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MiX 44MC-3G

PART NUMBER

SERIAL NUMBER

IMEI NUMBER

Made in South Africa
www.mixtelematics.com
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SPECIFICATION REV DATE ECN CHANGES

DOCUMENT TITLE MiX 44MC-3G: Housing Label 1A 18 Sep 2019 721 Field Trial 1

DOCUMENT NUMBER SLU0032A 1B 4 Nov 2019 736 First release

SHEET 1 OF 1 SHEET SIZE A4

SCALE 1:1 Except where shown otherwise

FORM 7.11.5-22 FORM REVISION 5
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NOTES

1. Use 2mm margin on all sides of label

2. Do not scale logos. Use only logo artwork provided

3. Apply label symmetrically to indentation on bottom surface of the OBC’s housing.

Orientate label so that bottom edge of label is closest to the OBC’s connectors.

FCC ID: 2AFMS-44MC3G
Contains FCC ID: XPY1CGM5NNN

This device complies with Part 15 of the FFC Rules.
Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and
(2) this device must accept any interference received,
including interference that may cause undesired operation.
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