
SPECIFICATION REV DATE ECN CHANGES

DOCUMENT TITLE Tabs Beacon B59B - Housing Label 1A 10 Mar 2016 - First Release: Field Trial 1

DOCUMENT NUMBER 440SL0962A 1B 18 Mar 2016 - Added FCC ID; Removed Field Trial Text; Changed Serial Number Prefix from 0962 to 43

SHEET 1 OF 1 SHEET SIZE A4
1C

DRAFT
27 May 2016 462

Changed to 80x18mm (TBC) Label; Moved Part Number, Product Number, Supplier Code and
Date of Manufacture Text; Increased font sizes; Added FCC Text; Removed Wheelie Bin Logo (EU
requirement only); Updated label placement instructions; Changed Serial Number Prefix from 43 to 51

SCALE 1:1 Except where shown otherwise

FORM 7.11.5-22 FORM REVISION 5

51123456

REF DESCRIPTION PART NUMBER

1 LABEL HIGH-GRADE DURAFLEX WHT 80x18MM (TBC) <TBA>

2 RIBBON THER TRANS 110MMx70M NOTCHES B325 CON0154

440FT0962  V1 MM WW YY

NOTES

1. Use 1mm top and bottom margin. Use 2mm left and right margin

2. Part numbers are fixed for each unit

3. Serial Number has format 51 , where is a 6-digit sequential number

4. Product Version has format V , e.g. V1. Use version as in artwork above.

5. Supplier Code has format as defined by MiX Telematics, e.g. AB

6. Date Code has format , where is the week number, and the year of manufacture

7. Apply label to the recess in the bottom (flat) surface of the housing, so that the left edge of the label is closest to the housing lid.
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Serial Number Barcode
Format:
Line Height:

Text Font:
Text Paragraph Alignment:

Code 128
3mm

OCR-B 10 BT, Regular, 10pt/Arial, Regular, 8pt
Left

Left-align with Left Label Margin
Top-align with Top Label Margin

Part Number,
Product Version,
Supplier Code,
Date Of Manufacture
Font:
Paragraph Alignment:

Arial, Regular, 8pt
Right

Right-align with Right Label Margin
Top-align paragraph with Top Label Margin

FCC ID: 2AFMS-B59B
This device complies with Part 15 of the FCC Rules. Operation is subject to
the following two conditions: (1) this device may not cause
harmful interference, and (2) this device must accept any interference
received, including interference that may cause undesired operation.

FCC Text
Font:

Paragraph Alignment:
Arial, Bold, 6pt

Full Justify
Left-align with Left Label Margin

Bottom-align with Bottom Label Margin

FCC ID Text
Font:
Paragraph Alignment:

Arial, Regular, 8pt
Right

Right-align with Right Label Margin
Bottom-align with Barcode Text


