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1. General Information 

1.1 Testing Laboratory 

DT&C Co., Ltd. 

Standard Site number Address 

FCC 

d 165783 42, Yurim-ro 154 beon-gil, Cheoin -gu, Yongin-si, Gyeonggi -do, South Korea 449-935 

d 804488 42, Yurim-ro 154 beon-gil, Cheoin -gu, Yongin-si, Gyeonggi -do, South Korea 449-935 

d 596748 42, Yurim-ro 154 beon-gil, Cheoin -gu, Yongin-si, Gyeonggi -do, South Korea 449-935 

d 678747 683-3, Yubang-dong, Cheoin-gu, Yongin-si, Kyeonggi-do, Korea, 449-080 

IC 
d 5740A-3 42, Yurim-ro 154 beon-gil, Cheoin -gu, Yongin-si, Gyeonggi -do, South Korea 449-935 

d 5740A-2 683-3, Yubang-dong, Cheoin-gu, Yongin-si, Kyeonggi-do, Korea, 449-080 

www.dtnc.net 

Telephoned :d + 82-31-321-2664d

FAXd :d + 82-31-321-1664d
 
 

1.2 Details of Applicant 

Applicantd :d SOLUM CO.,LTD. 

Address : 150, Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, Korea 

Contact person : Ki Dong Lee 

d
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1.3 Description of EUT 

EUT ESL Graphic TAG 

Model Name ST-GM22XX2N 

Add Model Name ST-GM22XX2 

Serial Number Identical prototype 

Power Supply DC 3.0 V (Not rechargeable battery) 

Frequency Range 2405 ~ 2480 MHz (16 channels) 

Max. RF Output Power -1.21 dBm 

Modulation Technique  GFSK 

Antenna Specification 
Antenna Type: Internal Antenna 

 

Gain: -4.66 dBi (PK) 
 
 
 

1.4 Declaration by the applicant / manufacturer 

- The applicant declared as below, 

  1. ST-GM22XX2N = ZIGBEE with only RFID TAG 

  2. ST-GM22XX2 = ZIGBEE without RFID TAG 

 
 
 

1.5 Test Conditions 

Ambient Condition 

�’ Temperature +24 ~ +25 ɒ 

�’ Relative Humidity 43 % ~ 45 % 

d
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1.7 Summary of Test Results 

FCC Part RSS Std. Parameter Limit 
Test 

Condition 

Statu
s 

Note 1 

15.247(a) RSS-247 [5.2] 6 dB Bandwidth > 500 kHz 

Conducted 

C 

15.247(b) RSS-247 [5.4] Transmitter Output Power < 1 Watt C 

15.247(d) RSS-247 [5.5] 
Out of Band Emissions /  
Band Edge 

20 dBc in any  
100 kHz BW 

C 

15.247(e) RSS-247 [5.2] 
Transmitter Power Spectral  
Density 

< 8 dBm/3 kHz C 

- RSS-Gen [6.6] Occupied Bandwidth (99 %) RSS-Gen(6.6) NA 

15.205 
15.209 

RSS-247 [5.5] 
General Field Strength Limits  
(Restricted Bands and Radiated 
Emission Limits) 

FCC 15.209 limits Radiated C 

15.207 RSS-Gen [8.8] AC Line Conducted Emissions FCC 15.207 limits 
AC Line 

Conducted 
NA 
Note 2 

15.203 RSS-Gen [6.7] Antenna Requirements FCC 15.203 - C 

 

Note 1: C=Comply   NC=Not Comply   NT=Not Tested   NA=Not Applicable 

Note 2: The supplying power of this device is batteries which are not rechargeable. 

 

d
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2. Test Methodology 
Generally the tests were performed according to the KDB558074 D01 v03r03. And ANSI C63.10-2013 was used to reference  

appropriate EUT setup and maximizing procedures of radiated spurious emission and AC line conducted emission testing. 

 
2.1 EUT Configuration 

The EUT configuration for testing is installed on RF field strength measurement to meet the Commissions requirement and operating 

in a manner that intends to maximize its emission characteristics in a continuous normal application. 

 
2.2 EUT Exercise 

The EUT was operated in the test mode to fix the TX frequency that was for the purpose of the measurements. According to its 

specifications, the EUT must comply with the requirements of the Section 15.207, 15.209 and 15.247 under the FCC Rules Part 15 

Subpart C. 

 
2.3 General Test Procedures 

Conducted Emissions 

The power-line conducted emission test procedure is not described on the KDB 558074.   

So this test was fulfilled with the requirements in Section 6.2 of ANSI C63.10.  

The EUT is placed on the wooden table, which is 0.8 m above ground plane and the conducted emissions from the EUT measured in 

the frequency range between 0.15MHz and 30MHz using CISPR Quasi-peak and Average detector. 

 
Radiated Emissions 

Basically the radiated tests were performed with KDB 558074.  But some requirements and procedures like test site requirements, 

EUT setup and maximizing procedure were fulfilled with the requirements in Section 5 and 6 of the ANSI C63.10 as stated on section 

12.1 of the KDB 558074.  

The EUT is placed on a non-conductive table, which is above ground plane.  The turntable shall rotate 360 degrees to determine the 

position of maximum emission level. EUT is set 1 or 3 m away from the receiving antenna, which varied from 1 m to 4 m to find out the 

highest emission. And also, each emission was to be maximized by changing the polarization of receiving antenna both horizontal and 

vertical. In order to find out the highest emission, the relative positions of the EUT were rotated through three orthogonal axes. 

 
2.4 Description of Test Modes 

The EUT has been tested with the operating condition for maximizing the emission characteristics. A test program is used to control 

the EUT for staying in continuous transmitting. The lowest, middle and highest channels were tested and reported. 

 Test Mode 

Frequency [MHz] 

Lowest channel Middle channel Highest channel 

TM 1 ZIGBEE 2405 2440 2480 

TM 2 - - - - 

TM 3 - - - - 

TM 4 - - - - 

 
2.5 Instrument Calibration 

The measuring equipment, which was utilized in performing the tests documented herein, has been calibrated in accordance with the 

manufacturer's recommendations for utilizing calibration equipment, which is traceable to recognized national standards. 

d
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3. Test Result 

3.1 Maximum Peak Conducted Output Power 

Ÿ Test Requirements and limit, §15.247(b) & RSS-247 [5.4] 

A transmitter antenna terminal of EUT is connected to the input of a spectrum analyzer. 

Measurement is made while the EUT is operating in transmission mode at the appropriate frequencies. 
d

The maximum permissible conducted output power is 1 Watt. 

 
3.1.1 Test Setup 

Refer to the APPENDIX I. 
 

3.1.2 Test Procedures 

Maximum Peak Conducted Output Power is measured using Measurement Procedure Option 1 of KDB558074  

1. Set the RBW �• DTS bandwidth.  Actual RBW = 2 MHz 

2. Set VBW �• 3 x RBW.  Actual VBW = 6 MHz 

3. Set span �• 3 x RBW. 

4. Sweep time = auto couple 

5. Detector = peak 

6. Trace mode = max hold 

7. Allow trace to fully stabilize 

8. Use peak marker function to determine the peak amplitude level. 

 
3.1.3 Test Results 

Test Mode Tested Channel Test Results (dBm) 

TM 1 

Lowest -1.47  

Middle -1.90  

Highest -1.21  

d

d
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Peak Output Power Test Channel : Lowest 

 
Peak Output Power Test Channel : Middle 
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Peak Output Power Test Channel : Highest 
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3.2 6 dB Bandwidth Measurement 

Ÿ Test Requirements and limit, §15.247(a) & RSS-247 [5.2] 

The bandwidth at 6 dB down from the highest in-band spectral density is measured with a spectrum 

analyzer connected to the EUT’s antenna terminal while the EUT is operating in transmission mode at the 

appropriate frequencies. 
 

The minimum permissible 6 dB bandwidth is 500 kHz. 

 
3.2.1 Test Setup 

Refer to the APPENDIX I. 
 

3.2.2 Test Procedures 

The transmitter output is connected to the Spectrum Analyzer and used following test procedure of KDB558074  

1. Set resolution bandwidth (RBW) = 100 kHz 

2. Set the video bandwidth (VBW) �• 3 x RBW. 

(RBW : 100 kHz / VBW : 300 kHz) 

3. Detector = Peak. 

4. Trace mode = max hold. 

5. Sweep = auto couple. 

6. Allow the trace to stabilize. 

7. Measure the maximum width of the emission that is constrained by the frequencies associated with the two 

outermost amplitude points (upper and lower) that are attenuated by 6 dB relative to the maximum level measured 

in the fundamental emission. 

 
3.2.3 Test Results 

Test Mode Tested Channel Test Results [MHz] 

TM 1 

Lowest 1.714  

Middle 1.704  

Highest 1.663  
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6 dB Bandwidth Test Channel : Lowest 

 
6 dB Bandwidth Test Channel : Middle 
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6 dB Bandwidth Test Channel : Highestd
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3.3 Maximum Power Spectral Density. 

Ÿ Test requirements and limit, §15.247(e) & RSS-247 [5.2] 

The peak power density is measured with a spectrum analyzer connected to the antenna terminal 

while the EUT is operating in transmission mode at the appropriate frequencies. 
 
Minimum Standard  

The power spectral density conducted from the intentional radiator to the antenna shall not be greater than  

8 dBm in any 3 kHz band during any time interval of continuous transmission 

 
3.3.1 Test Setup 

Refer to the APPENDIX I. 
 

3.3.2 Test Procedures 

Method PKPSD of KDB558074 is used. 

1. Set analyzer center frequency to DTS channel center frequency. 

2. Set the span to 1.5 times the DTS bandwidth. 

3. Set the RBW : 3 kHz �” RBW �” 100 kHz. 

4. Set the VBW �• 3 x RBW. 

5. Detector = peak. 

6. Sweep time = auto couple. 

7. Trace mode = max hold. 

8. Allow trace to fully stabilize. 

9. Use the peak marker function to determine the maximum amplitude level within the RBW. 

10. If measured value exceeds limit, reduce RBW (no less than 3 kHz) and repeat. 

 
3.3.3 Test Results 

Test Mode Tested Channel PKPSD [dBm] 

TM 1 

Lowest -5.12  

Middle -5.27  

Highest -4.58  
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Maximum PKPSD Test Channel : Lowest 

 
Maximum PKPSD Test Channel : Middle 
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Maximum PKPSD Test Channel : Highestd
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3.4 Unwanted Emissions (Conducted) 

Ÿ Test requirements and limit, §15.247(d) & RSS-247 [5.5] 

§15.247(d) specifies that in any 100 kHz bandwidth outside of the authorized frequency band, the power shall be 

attenuated according to the following conditions: 

If the peak output power procedure is used to measure the fundamental emission power to demonstrate compliance 

to 15.247(b)(3) requirements, then the peak conducted output power measured within any 100 kHz outside the 

authorized frequency band shall be attenuated by at least 20 dB relative to the maximum measured in-band peak PSD 

level. 

If the average output power procedure is used to measure the fundamental emission power to demonstrate 

compliance to 15.247(b)(3) requirements, then the power in any 100 kHz outside of the authorized frequency band 

shall be attenuated by at least 30 dB relative to the maximum measured in-band average PSD level. 

In either case, attenuation to levels below the general emission limits specified in §15.209(a) is not required. 

 
3.4.1 Test Setup 

Refer to the APPENDIX I  
 

3.4.2 Test Procedures 

The transmitter output is connected to a spectrum analyzer. 
- Measurement Procedure 1 – Reference Level 
1. Set instrument center frequency to DTS channel center frequency. 
2. Set the span to �• 1.5 times the DTS bandwidth. 
3. Set the RBW = 100 kHz. 
4. Set the VBW �• 3 x RBW. 
5. Detector = peak. 
6. Sweep time = auto couple. 
7. Trace mode = max hold. 
8. Allow trace to fully stabilize. 
9. Use the peak marker function to determine the maximum PSD level 

LIMIT LINE = 20 dB below of the reference level. 
 
- Measurement Procedure 2 - Unwanted Emissions 
1. Set the center frequency and span to encompass frequency range to be measured. 
2. Set the RBW = 100 kHz.(Actual 1 MHz , See below note) 
3. Set the VBW �• 3 x RBW.(Actual 3 MHz, See below note) 
4. Detector = peak. 
5. Ensure that the number of measurement points �• span / RBW 
6. Sweep time = auto couple. 
7. Trace mode = max hold. 
8. Allow the trace to stabilize (this may take some time, depending on the extent of the span). 
9. Use the peak marker function to determine the maximum amplitude level. 

 
Note : The conducted spurious emission was tested with below settings. 

Frequency range RBW VBW Detector Trace Sweep Point 
9 kHz ~ 30 MHz 100 kHz 300 kHz 

Peak Max Hold 40001 30 MHz ~ 10 GHz 1 MHz 3 MHz 
10 GHz ~ 25 GHz 1 MHz 3 MHz 

 
If the emission level with above setting was close to the limit (ie, less than 3 dB margin) then zoom scan is required 
using RBW = 100 kHz, VBW = 300 kHz, SPAN = 100 MHz and BINS = 2001 to get accurate emission level within 
100 kHz BW. 
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3.4.3 Test Results  

Reference (Test Channel : Lowest) 

Low Band-edge 
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Conducted Spurious Emissions 1 (Test Channel : Lowest) 

 
 

 

Conducted Spurious Emissions 2 (Test Channel : Lowest) 
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Conducted Spurious Emissions 3 (Test Channel : Lowest) 
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Reference (Test Channel : Middle) 

 
 
 

Conducted Spurious Emissions 1 (Test Channel : Middle) 
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Conducted Spurious Emissions 2 (Test Channel : Middle) 

 
 
 

Conducted Spurious Emissions 3 (Test Channel : Middle) 

 
 
  




































