
   

            
      

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

            
      

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

             
      

      
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
          

      
             
     

 
         
   
      
          
     

             

          

                   
    
         

Date: 2021-11-28

08_LTE Band 2_20M_QPSK_1RB_0Offset_Right Tilted_0mm_Ch18900

Communication  System:  Band  2,  E-UTRA/FDD;  Frequency:  1880.0
Medium:  HSL.  Medium  parameters  used:  f=  1880.0  MHz;  σ=  1.45  S/m;  εr  =  39.8
Ambient  Temperature:  23.3°C;  Liquid  Temperature:  22.8°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.13,  8.13,  8.13);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  RightHead
-  Measurement  Software:  cDASY6  V6.6  0.  .13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.520  W/kg;  SAR  (10g)  =  0.248  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  0.02  dB
SAR  (lg)  =  0.543  W/kg;  SAR  (10g)  =  0.249  W/kg;



   

         
      

      
              
     

 
         
   
     
          
    
   
       

             

         

                  
    
         

 
  

          
      

      
              
     

 
         
   
     
          
     
   
       

             

         

                  
    
         

 

 

          
      

      
              
     

 
         
   
     
          
     
   
       

             

         

                  
    
         

 

 

          
      

      
              
     

 
         
   
     
          
     
   
       

             

         

                   
    
         

 

      
              
     

 
         
   
     
          
     

             

         

                    
    
         

 

Date：2021-11-29

09_LTE Band 7_20M_QPSK_1RB_0Offset_Right Tilted_0mm_Ch21100

Communication  System:  Band  7,  E-UTRA/FDD;  Frequency:  2535.0
Medium:  HSL.  Medium  parameters  used:  f  =  2535.0  MHz;  σ=  1.94  S/m;  εr  =  40.7
Ambient  Temperature:  23.2°C;  Liquid  Temperature:  22.8°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(7.26,  7.26,  7.26);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  RightHead
-  Measurement  Software:  cDASY6  V6.6  0.  .13926

Area  Scan  (120.0  mm  x  192.0  mm):  Measurement  Grid:  12.0  mm  x  12.0  mm

SAR  (lg)  =  0.403  W/kg;  SAR  (10g)  =  0.188  W/kg;

Zoom  Scan  (30.0  mm  x  30.0  mm  x  30.0  mm):  Measurement  Grid:  5.0  mm  x  5.0  mm  x  5.0  mm
Power  Drift  =  0.02  dB
SAR  (lg)  =  0.483  W/kg;  SAR  (10g)  =  0.195  W/kg;

SAR  [W/kg]
  .0.483



SAR [W/kg]
.0.648

   

         
      

     
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

          
      

     
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
          

 

          
      

     
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
          

 

          
      

     
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

 

          
                          
     

 
         
   
      
          
     

             

          

                   
    
         

Date:  2021-11-29

10_LTE Band 41_20M_QPSK_1RB_0Offset_Right Tilted_0mm_Ch40140

Communication  System:  Band  41，E-UTRA/TDD;  Frequency:  2545.0
Medium:  HSL.  Medium  parameters  used:  f=  2545.0  MHz;  σ=  1.944  S/m;  εr  =  40.616
Ambient  Temperature:  23.2°C;  Liquid  Temperature:  22.8°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(7.26,  7.26,  7.26);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  RightHead
-  Measurement  Software:  cDASY6  V6.6  0.  .13926

Area  Scan  (120.0  mm  x  192.0  mm):  Measurement  Grid:  12.0  mm  x  12.0  mm

SAR  (  lg)  =  0.537  W/kg;  SAR  (10g)  =  0.247  W/kg;

Zoom  Scan  (30.0  mm  x  30.0  mm  x  30.0  mm):  Measurement  Grid:  5.0  mm  x  5.0  mm  x  5.0  mm
Power  Drift  =  0.06  dB
SAR  (lg)  =  0.648  W/kg;  SAR  (10g)  =  0.249  W/kg;



 

 

 

 

 

 

  Date: 2021-11-28

11_WLAN2.4G_802.11b 1Mbps_Left Cheek_0mm_Ch1

Communication System: WLAN 2.4GHz; Frequency: 2412.0
Medium: HSL. Medium parameters used: f= 2412.0 MHz; σ= 1.75 S/m; εr = 39.4
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN3935; ConvF(7.86, 7.86, 7.86); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: LeftHead
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.589 W/kg; SAR (10g) = 0.310 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.08 dB
SAR (1g) = 0.606 W/kg; SAR (10g) = 0.314 W/kg;



 

 

 

  Date: 2021-11-28

12_Bluetooth_1Mbps_Left Cheek_0mm_Ch39

Communication System: ISM 2.4 GHz Band; Frequency: 2441.0
Medium: HSL. Medium parameters used: f= 2441.0 MHz; σ= 1.75 S/m; εr  = 39.4
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN3935; ConvF(7.86, 7.86, 7.86); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: LeftHead
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.062 W/kg; SAR (10g) = 0.002 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.04 dB
SAR (1g) = 0.065 W/kg; SAR (10g) = 0.003 W/kg;



 

 

 

  

  Date: 2021-12-01

13_WLAN5G_802.11ac-VHT80 MCS0_Left Titted_0mm_Ch58

Communication System: WLAN 5GHz; Frequency: 5290.0
Medium: HSL. Medium parameters used: f= 5290.0 MHz; σ= 4.56 S/m; εr  = 35.0
Ambient Temperature: 23.3°C; Liquid Temperature: 22.8°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.38, 5.38, 5.38); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: LeftHead
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.333 W/kg; SAR (10g) = 0.115 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.01 dB
SAR (1g) = 0.439 W/kg; SAR (10g) = 0.120 W/kg;



       

 

 

 

  Date: 2021-12-02

14_WLAN5G_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ch106

Communication System: WLAN 5GHz; Frequency: 5530.0
Medium: HSL. Medium parameters used: f= 5530.0 MHz; σ= 4.94 S/m; εr  = 35.7
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.68, 4.68, 4.68); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: LeftHead
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.402 W/kg; SAR (10g) = 0.128 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.03 dB
SAR (1g) = 0.406 W/kg; SAR (10g) = 0.131 W/kg;



       

 

  

 

  Date: 2021-12-03

15_WLAN5G_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ch155

Communication System: WLAN 5GHz; Frequency: 5775.0
Medium: HSL. Medium parameters used: f= 5775.0 MHz; σ= 5.12 S/m; εr  = 34.0
Ambient Temperature: 23.2°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.82, 4.82, 4.82); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: LeftHead
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.432 W/kg; SAR (10g) = 0.144 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = -0.09 dB
SAR (1g) = 0.524 W/kg; SAR (10g) = 0.150 W/kg;



    

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

   

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

         

 

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

         
 

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

 

     
             
     

 
         
   
      
          
     

             

           

                   
    
          

 SAR [W/kg]
0.256

Date: 2021-12-03

16_GSM850_GPRS (3 Tx slots)_Back_10mm_Ch189

Communication  System:  GSM  850;  Frequency:  836.4
Medium:  HSL.  Medium  parameters  used:  f=  836.4  MHz;  σ=  0.930  S/m;  εr  =  41.2
Ambient  Temperature:  23.2°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(9.98,  9.98,  9.98);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6  0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.246  W/kg;  SAR  (  10g)  =  0.166  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  -0.02  dB
SAR  (lg)  =  0.256  W/kg;  SAR  (  10g)  =  0.153  W/kg;



    

         
 

      
              
     

 
         
   
     
          
    
   
       

             

         

                  
    
         

SAR [W/kg]
0.223
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Date: 2021-12-03

17_WCDMA V_RMC 12.2Kbps_Back_10mm_Ch4182

Communication  System:  Band  5,  UTRA/FDD;  Frequency:  836.4
Medium:  HSL.  Medium  parameters  used:  f  =  836.4  MHz;  σ=  0.930  S/m;  εr  =  41.2
Ambient  Temperature:  23.2°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(9.98,  9.98,  9.98);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (lg)  =  0.228  W/kg;  SAR  (10g)  =  0.146  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  0.07  dB
SAR  (lg)  =  0.223  W/kg;  SAR  (10g)  =  0.130  W/kg;



 

 

 

 

 

 

 

 

 

 

 

  Date: 2021-12-03

18_LTE Band 5_10M_QPSK_1RB_0Offset_Back_10mm_Ch20525

Communication System: Band 5, E-UTRA/FDD; Frequency: 836.5
Medium: HSL. Medium parameters used: f= 836.5 MHz; σ= 0.930 S/m; εr  = 41.2
Ambient Temperature: 23.2°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(9.98, 9.98, 9.98); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.197 W/kg; SAR (10g) = 0.140 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.03 dB
SAR (1g) = 0.185 W/kg; SAR (10g) = 0.111 W/kg;



SAR [W/kg]
.0.866

   

          
 

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

         
 

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

           

      
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
        

  

      
             
     

 
         
   
      
          
    

             

          

                   
    
        

Date:  2021-12-05

19_WCDMA IV_RMC 12.2Kbps_Front_10mm_Ch1513

Communication  System:  Band  4,  UTRA/FDD;  Frequency:  1752.6
Medium:  HSL.  Medium  parameters  used:  f=  1752.6  MHz;  σ=  1.39  S/m;  εr  =  40.6
Ambient  Temperature:  23.3°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.45,  8.45,  8.45);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.803  W/kg;  SAR  (10g)  =  0.449  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  -0.04  dB
SAR  (lg)  =  0.866  W/kg;  SAR (10g)  =  0.467  W/kg;



SAR [W/kg]
.0.792

   

           
      

      
            
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

           
      

      
            
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

            
      

      
            
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

 

            
      

      
            
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

 

            
      

      
            
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

  

      
          
      
            
     

 
         
   
      
          
    

             

          

                   
    
         

     

 
         
   
      
          
    

             

          

                    
    
         

Date:  2021-12-05

20_LTE Band 4_20M_QPSK_1RB_0Offset_Front_10mm_Ch20175

Communication  System:  Band  4,  E-UTRA/FDD;  Frequency:  1732.5
Medium:  HSL.  Medium  parameters  used:  f=  1732.5  MHz;  σ=1.391  S/m;εr  =  40.576
Ambient  Temperature:  23.3°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.45,  8.45,  8.45);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.692  W/kg;  SAR  (10g)  =  0.391  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  0.08  dB
SAR  (lg)  =  0.738  W/kg;  SAR  (10g)  =  0.427  W/kg;



 

 

 

 

 

  Date: 2021-12-07

21_GSM1900_GPRS (3 Tx slots)_Top  Side_10mm_Ch661

Communication System: PCS 1900; Frequency: 1880.0
Medium: HSL. Medium parameters used: f= 1880.0 MHz; σ= 1.44 S/m; εr  = 40.7
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.13, 8.13, 8.13); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.481 W/kg; SAR (10g) = 0.238 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = -0.06 dB
SAR (1g) = 0.466 W/kg; SAR (10g) = 0.245 W/kg;



SAR [W/kg]
0.913

   

          
  

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

          
  

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

           
  

      
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
          

           
  

      
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
          

      
             
     

 
         
   
      
          
     

             

          

                   
    
          

Date: 2021-12-07

22_WCDMA II_RMC 12.2Kbps_Top Side_15mm_Ch9400

Communication  System:  Band  2,  UTRA/FDD;  Frequency:  1880.0
Medium:  HSL.  Medium  parameters  used:  f=  1880.0  MHz;  σ=  1.44  S/m;  εr  =  40.7
Ambient  Temperature:  23.1°C;  Liquid  Temperature:  22.7°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.13,  8.13,  8.13);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6  0.13926

Area  Scan  (48.0  mm  x  120.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  1.33  W/kg;  SAR  (10g)  =  0.702  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  0.01  dB
SAR  (lg)  =  0.913  W/kg;  SAR  (  lOg)  =  0.738  W/kg;



 

 

 

 

 

  Date: 2021-12-07

23_LTE Band 2_20M_QPSK_1RB_0Offset_Back_15mm_Ch18700

Communication System: Band 2, E-UTRA/FDD; Frequency: 1860.0
Medium: HSL. Medium parameters used: f= 1860.0 MHz; σ= 1.43 S/m; εr  = 40.7
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.13, 8.13, 8.13); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.824 W/kg; SAR (10g) = 0.446 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.11 dB
SAR (1g) = 0.835 W/kg; SAR (10g) = 0.456 W/kg;



 
 

 

 

 
 

 

 

 
 

 

 

 

 

  Date: 2021-12-11

24_LTE Band 7_20M_QPSK_1RB_0Offset_Bottom Side_19mm_Ch21100

Communication System: Band 7, E-UTRA/FDD; Frequency: 2535.0
Medium: HSL. Medium parameters used: f= 2535.0 MHz; σ= 1.95 S/m; εr  = 40.8
Ambient Temperature: 23.4°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.26, 7.26, 7.26); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.400 W/kg; SAR (10g) = 0.210 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = -0.02 dB
SAR (1g) = 0.483 W/kg; SAR (10g) = 0.213 W/kg;



 

 

 

 

Date: 2021-12-11

25_LTE Band 41_20M_QPSK_1RB_0Offset_Bottom Side_10mm_Ch40400

Communication System: Band 41, E-UTRA/FDD; Frequency: 2571.0
Medium: HSL. Medium parameters used: f= 2571.0 MHz; σ= 1.97 S/m; εr = 40.6
Ambient Temperature: 23.4°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.26, 7.26, 7.26); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.701 W/kg; SAR (10g) = 0.334 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = -0.06 dB
SAR (1g) = 0.718 W/kg; SAR (10g) = 0.338 W/kg;

SAR [W/kg]
0.718



 

 

 

 

 

 

  Date: 2021-12-09

26_WLAN2.4G_802.11b 1Mbps_Back_10mm_Ch1

Communication System: WLAN 2.4GHz; Frequency: 2412.0
Medium: HSL. Medium parameters used: f= 2412.0 MHz; σ= 1.76 S/m; εr  = 39.4
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN3935; ConvF(7.86, 7.86, 7.86); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.104 W/kg; SAR (10g) = 0.059 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.01 dB
SAR (1g) = 0.10 W/kg; SAR (10g) = 0.057 W/kg;



 

 

 

 

  Date: 2021-12-09

27_Bluetooth_1Mbps_Back_10mm_Ch39

Communication System: ISM 2.4 GHz Band; Frequency: 2441.0
Medium: HSL. Medium parameters used: f= 2441.0 MHz; σ= 1.75 S/m; εr  = 34.9
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN3935; ConvF(7.86, 7.86, 7.86); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.012W/kg; SAR (10g) = 0.004 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = -0.07 dB
SAR (1g) = 0.017 W/kg; SAR (10g) = 0.006 W/kg;



 

  

  Date: 2021-12-13

28_WLAN5G_802.11ac-VHT80 MCS0_Top Side_10mm_Ch42

Communication System: WLAN 5GHz; Frequency: 5210.0
Medium: HSL. Medium parameters used: f= 5210.0 MHz; σ= 4.56 S/m; εr  = 35.0
Ambient Temperature: 23.3°C; Liquid Temperature: 22.8°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.38, 5.38, 5.38); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.127 W/kg; SAR (10g) = 0.047 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.08 dB
SAR (1g) = 0.132 W/kg; SAR (10g) = 0.048 W/kg;



 

 

 

 

 

  Date: 2021-12-15

29_WLAN5G_802.11n-HT40 MCS0_Top Side_10mm_Ch159

Communication System: WLAN 5GHz; Frequency: 5795.0
Medium: HSL. Medium parameters used: f= 5795.0 MHz; σ= 5.17 S/m; εr  = 34.1
Ambient Temperature: 23.2°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.82, 4.82, 4.82); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.303 W/kg; SAR (10g) = 0.108 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = -0.05 dB
SAR (1g) = 0.317 W/kg; SAR (10g) = 0.107 W/kg;



    

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

   

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
 

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

         

 

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

         
 

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

 

     
             
     

 
         
   
      
          
    

             

           

                   
    
          

SAR [W/kg]
0.256

Date: 2021-12-03

30_GSM850_GPRS (3 Tx slots)_Back_10mm_Ch189

Communication  System:  GSM  850;  Frequency:  836.4
Medium:  HSL.  Medium  parameters  used:  f=  836.4  MHz;  σ=  0.930  S/m;  εr  =  41.2
Ambient  Temperature:  23.2°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(9.98,  9.98,  9.98);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.246  W/kg;  SAR  (  10g)  =  0.166  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  -0.02  dB
SAR  (lg)  =  0.256  W/kg;  SAR  (  10g)  =  0.153  W/kg;



    

         
 

      
              
     

 
         
   
     
          
    
   
       

             

         

                  
    
         

SAR [W/kg]
0.223

I
0

   

         
 

      
              
     

 
         
   
     
          
    
   
       

             

         

                  
    
         

   

         
 

      
              
     

 
         
   
     
          
    
   
       

             

         

                  
    
         

 

         
 

      
              
     

 
         
   
     
          
    
   
       

             

         

                  
    
         

         
 

      
              
     

 
         
   
     
          
     
   
       

             

         

                  
    
         

         
 

      
              
     

 
         
   
     
          
     
   
       

             

         

                  
    
         

         
 

      
              
     

 
         
   
     
          
     
   
       

             

         

                             
    
         

      
              
     

 
         
   
     
          
    

             

         

                   
    
         

Date: 2021-12-03

31_WCDMA V_RMC 12.2Kbps_Back_10mm_Ch4132

Communication  System:  Band  5,  UTRA/FDD;  Frequency:  836.4
Medium:  HSL.  Medium  parameters  used:  f  =  836.4  MHz;  σ=  0.930  S/m;  εr  =  41.2
Ambient  Temperature:  23.2°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(9.98,  9.98,  9.98);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (lg)  =  0.228  W/kg;  SAR  (10g)  =  0.146  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  0.07  dB
SAR  (lg)  =  0.223  W/kg;  SAR  (10g)  =  0.130  W/kg;



 

 

 

 

 

 

 

 

 

 

 

  Date: 2021-12-03

32_LTE Band 5_10M_QPSK_1RB_0Offset_Back_10mm_Ch20525

Communication System: Band 5, E-UTRA/FDD; Frequency: 836.5
Medium: HSL. Medium parameters used: f= 836.5 MHz; σ= 0.930 S/m; εr  = 41.2
Ambient Temperature: 23.2°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(9.98, 9.98, 9.98); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.197 W/kg; SAR (10g) = 0.140 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.03 dB
SAR (1g) = 0.185 W/kg; SAR (10g) = 0.111 W/kg;



SAR [W/kg]
.0.866

   

          
 

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

         
 

      
             
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

           

      
             
     

 
         
   
      
          
     
   
       

             

          

                   
    
        

  

      
           
      
             
     

 
         
   
      
          
     

             

          

                   
    
        

Date:  2021-12-05

33_WCDMA IV_RMC 12.2Kbps_Front_10mm_Ch1513

Communication  System:  Band  4,  UTRA/FDD;  Frequency:  1752.6
Medium:  HSL.  Medium  parameters  used:  f=  1752.6  MHz;  σ=  1.39  S/m;  εr  =  40.6
Ambient  Temperature:  23.3°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.45,  8.45,  8.45);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6  0.  .13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.803  W/kg;  SAR  (10g)  =  0.449  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  -0.04  dB
SAR  (lg)  =  0.866  W/kg;  SAR (10g)  =  0.467  W/kg;



SAR [W/kg]
.0.792

   

           
      

      
            
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

           
      

      
            
     

 
         
   
      
          
    
   
       

             

          

                   
    
          

 

            
      

      
            
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

 

            
      

      
            
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

 

            
      

      
            
     

 
         
   
      
          
     
   
       

             

          

                   
    
         

  

      
          
       
             
     

 
         
   
      
          
    

             

          

                   
    
         

     

 
         
   
      
          
    

             

          

                    
    
         

Date:  2021-12-05

34_LTE Band 4_20M_QPSK_1RB_0Offset_Front_10mm_Ch20175

Communication  System:  Band  4,  E-UTRA/FDD;  Frequency:  1732.5
Medium:  HSL.  Medium  parameters  used:  f=  1732.5  MHz;  σ=1.391  S/m;  εr  =  40.576
Ambient  Temperature:  23.3°C;  Liquid  Temperature:  22.6°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.45,  8.45,  8.45);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.692  W/kg;  SAR  (10g)  =  0.391  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  0.08  dB
SAR  (lg)  =  0.738  W/kg;  SAR  (10g)  =  0.427  W/kg;



SAR [W/kg]
.0.457

   

         
  

     
             
     

 
         
   
      
          
    
   
       

             

           

                   
    
          

          
  

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

          
  

     
             
     

 
         
   
      
          
     
   
       

             

           

                   
    
          

     
             
     

 
         
   
      
          
    

             

           

                   
    
          

     
             
     

 
         
   
      
          
     

             

           

                   
    
          

Date: 2021-12-07

35_GSM1900_GPRS (3 Tx slots)_Back_15mm_Ch661

Communication  System:  PCS  1900;  Frequency:  1880.0
Medium:  HSL.  Medium  parameters  used:  f=  1880.0  MHz;  σ=  1.44  S/m;  εr  =  40.7
Ambient  Temperature:  23.1°C;  Liquid  Temperature:  22.7°C

DASY6  Configuration:
-  Probe:  EX3DV4  -  SN7592;  ConvF(8.13,  8.13,  8.13);  Calibrated:  2021-06-24
-  Sensor-Surface:  1.4  mm
-  Electronics:  DAE4  Snl  691;  Calibrated:  2021-10-04
-  Phantom:  Twin-SAM  V8.0  (30deg  probe  tilt);  Serial:  2074;  Section:  Flat
-  Measurement  Software:  cDASY6  V6.6.0.13926

Area  Scan  (120.0  mm  x  210.0  mm):  Measurement  Grid:  15.0  mm  x  15.0  mm

SAR  (  lg)  =  0.353  W/kg;  SAR  (  10g)  =  0.193  W/kg;

Zoom  Scan  (32.0  mm  x  32.0  mm  x  30.0  mm):  Measurement  Grid:  8.0  mm  x  8.0  mm  x  5.0  mm
Power  Drift  =  -0.02  dB
SAR  (lg)  =  0.457  W/kg;  SAR  (  10g)  =  0.213  W/kg;



 

 

 

 

 

 

 

 

 

  Date: 2021-12-07

36_WCDMA  II_RMC 12.2Kbps_Front_10mm_Ch9400

Communication System: Band 2, UTRA/FDD; Frequency: 1880.0
Medium: HSL. Medium parameters used: f= 1880.0 MHz; σ= 1.44 S/m; εr  = 40.7
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.13, 8.13, 8.13); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.617 W/kg; SAR (10g) = 0.329 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.03 dB
SAR (1g) = 0.614 W/kg; SAR (10g) = 0.327 W/kg;



 

 

 

 

 

 

 

 

  Date: 2021-12-07

37_LTE Band 2_20M_QPSK_1RB_0Offset_Back_15mm_Ch18700

Communication System: Band 2, E-UTRA/FDD; Frequency: 1860.0
Medium: HSL. Medium parameters used: f= 1860.0 MHz; σ= 1.43 S/m; εr  = 40.7
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.13, 8.13, 8.13); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 210.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.824 W/kg; SAR (10g) = 0.446 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.08 dB
SAR (1g) = 0.835 W/kg; SAR (10g) = 0.456 W/kg;



 

 

 

 
 

  

  Date: 2021-12-11

38_LTE Band 7_20M_QPSK_1RB_0Offset_Back_15mm_Ch21100

Communication System: Band 7, E-UTRA/FDD; Frequency: 2535.0
Medium: HSL. Medium parameters used: f= 2535.0 MHz; σ= 1.95 S/m; εr  = 40.8
Ambient Temperature: 23.4°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.26, 7.26, 7.26); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.449 W/kg; SAR (10g) = 0.198 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.05 dB
SAR (1g) = 0.453 W/kg; SAR (10g) = 0.201 W/kg;



 

 

 

 

 

 

  
 

 

  

 

  Date: 2021-12-11

39_LTE Band 41_20M_QPSK_1RB_0Offset_Back_15mm_Ch40400

Communication System: Band 41, E-UTRA/TDD; Frequency: 2571.0
Medium: HSL. Medium parameters used: f= 2571.0 MHz; σ= 1.97 S/m; εr  = 40.6
Ambient Temperature: 23.4°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.26, 7.26, 7.26); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.597 W/kg; SAR (10g) = 0.302 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.02 dB
SAR (1g) = 0.601 W/kg; SAR (10g) = 0.306 W/kg;



 

 

 

 

 

 

  Date: 2021-12-09

40_WLAN2.4G_802.11b 1Mbps_Back_10mm_Ch1

Communication System: WLAN 2.4GHz; Frequency: 2412.0
Medium: HSL. Medium parameters used: f= 2412.0 MHz; σ= 1.76 S/m; εr  = 39.4
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN3935; ConvF(7.86, 7.86, 7.86); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.104 W/kg; SAR (10g) = 0.059 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.01 dB
SAR (1g) = 0.10 W/kg; SAR (10g) = 0.057 W/kg;



 

 

 

  

  Date: 2021-12-09

41_Bluetooth_1Mbps_Back_10mm_Ch39

Communication System: ISM 2.4 GHz Band; Frequency: 2441.0
Medium: HSL. Medium parameters used: f= 2441.0 MHz; σ= 1.75 S/m; εr  = 34.9
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN3935; ConvF(7.86, 7.86, 7.86); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 192.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.012W/kg; SAR (10g) = 0.004 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = -0.08 dB
SAR (1g) = 0.017 W/kg; SAR (10g) = 0.006 W/kg;



 

 

 

 

  Date: 2021-12-13

42_WLAN5G_802.11ac-VHT80 MCS0_Back_10mm_Ch58

Communication System: WLAN 5GHz; Frequency: 5290.0
Medium: HSL. Medium parameters used: f= 5290.0 MHz; σ= 4.58 S/m; εr  = 34.9
Ambient Temperature: 23.3°C; Liquid Temperature: 22.8°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.38, 5.38, 5.38); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.056 W/kg; SAR (10g) = 0.021 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = -0.07 dB
SAR (1g) = 0.053 W/kg; SAR (10g) = 0.017 W/kg;



 

 

 

 

 

 

  Date: 2021-12-15

43_WLAN5G_802.11n-HT40 MCS0_Back_10mm_Ch110

Communication System: WLAN 5GHz; Frequency: 5550.0
Medium: HSL. Medium parameters used: f= 5550.0 MHz; σ= 4.92 S/m; εr  = 34.5
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.68, 4.68, 4.68); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.081 W/kg; SAR (10g) = 0.029 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = -0.06 dB
SAR (1g) = 0.074 W/kg; SAR (10g) = 0.023 W/kg;



 

 

 

 

 

  Date: 2021-12-15

44_WLAN5G_802.11n-HT40 MCS0_Back_10mm_Ch159

Communication System: WLAN 5GHz; Frequency: 5795.0
Medium: HSL. Medium parameters used: f= 5795.0 MHz; σ= 5.17 S/m; εr  = 34.1
Ambient Temperature: 23.2°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.82, 4.82, 4.82); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (120.0 mm x 200.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.131 W/kg; SAR (10g) = 0.048 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.128 W/kg; SAR (10g) = 0.041 W/kg;




