
 

 

 

 

  Date: 2021-12-13

45_WLAN5G_802.11ac-VHT80 MCS0_Top Side_0mm_Ch58

Communication System: WLAN 5GHz; Frequency: 5290.0
Medium: HSL. Medium parameters used: f= 5290.0 MHz; σ= 4.58 S/m; εr  = 34.9
Ambient Temperature: 23.3°C; Liquid Temperature: 22.8°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.38, 5.38, 5.38); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 2.50 W/kg; SAR (10g) = 1.18 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.01 dB
SAR (1g) = 2.56 W/kg; SAR (10g) = 1.25 W/kg;



 

 

 

 

  Date: 2021-12-15

46_WLAN5G_802.11n-HT40 MCS0_Top Side_0mm_Ch110

Communication System: WLAN 5GHz; Frequency: 5550.0
Medium: HSL. Medium parameters used: f= 5550.0 MHz; σ= 4.92 S/m; εr  = 34.5
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.68, 4.68, 4.68); Calibrated: 2021-06-24
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2021-10-04
- Phantom: Twin-SAM V8.0 (30deg probe tilt); Serial: 2074; Section: Flat
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 1.57 W/kg; SAR (10g) = 0.456 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = -0.09 dB
SAR (1g) = 2.20 W/kg; SAR (10g) = 1.75 W/kg;
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Appendix C. DASY Calibration Certificate 
 

The DASY calibration certificates are shown as follows.

















 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

 

 

 

  

 

D835V2, Serial No. 4d258 Extended Dipole Calibrations

Referring to KDB 865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), 

and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the 

calibration interval can be extended.  

D835V2 – serial no. 4d258 

835 Head 

Date of 

Measurement 

Return-Loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2020.5.7 -31.51   51.04   -2.48   

2021.5.6 -29.29 0.07 52.16 -1.13 -2.7607 0.28 

 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.  

 

Dipole Verification Data> D835V2, serial no. 4d258 

835MHz - Head 

 

 

 

 

 

 



















 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

  

  

 

    

 

  

 

D1750V2, Serial No. 1090 Extended Dipole Calibrations

Referring to KDB 865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), 

and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the 

calibration interval can be extended.  

1750V2 – serial no. 1090 

  1750 Head 

Date of 

Measurement 

Return-Loss 

(dB) 

Delta (%) 

Real 

Impedance 

(ohm) 

Delta (ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2019.3.27 -29.2   47.5   -2.3   

2020.3.26 -29.8 -0.02 51.2 -3.66 -3.0 0.7 

2021.3.26 -29.4 -0.01 45.7 1.79 -2.7 0.4 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.   



 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

  

  

 

    

 

Dipole Verification Data> D1750V2, serial no. 1090 

1750MHz – Head----2020.3.26 

‘’ ‘’ 

1750MHz – Head----2021.3.26 

‘’  ‘’ 



















 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

 

  

 

     

 

  

 

D1900V2, Serial No. 5d170 Extended Dipole Calibrations

Referring to KDB 865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), 

and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the 

calibration interval can be extended.  

1900V2 – serial no. 5d170 

  1900 Head 

Date of 

Measurement 

Return-Loss 

(dB) 

Delta (%) 

Real 

Impedance 

(ohm) 

Delta (ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2019.3.26 -23.3   47.8   6.7   

2020.3.25 -22.3 0.02 49.2 -1.4 7.4 -0.7 

2021.3.25 -21.9 0.04 45.5 2.3 6.8 -0.1 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.   



 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

 

  

 

     

 

Dipole Verification Data> D1900V2, serial no. 5d170 

1900MHz – Head----2020.3.25 

 

1900MHz – Head----2021.3.25 

 



















 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

 

  

 

    

 

  

 

D2450V2, Serial No. 908 Extended Dipole Calibrations

Referring to KDB 865664 D01 , if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), 

and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the 

calibration interval can be extended.  

D2450V2 – serial no. 908 

2450 Head 

Date of 

Measurement 

Return-Loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2019.3.25 -21.60   57.28   5.18   

2020.3.24 -22.7 -0.05 57.5 -0.18 2.4 2.81 

2021.3.24 -21.30 0.01 55.80 1.49 5.67 -0.49 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.  

  



 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

 

  

 

    

 

Dipole Verification Data> D2450V2, serial no. 908 

2450MHz – Head----2020.3.24 

 

 

2450MHz – Head----2021.3.24 

 

 















 

 

 SPORTON INTERNATIONAL (KUNSHAN) INC.     

TEL : 86-0512-5790-0158    

FAX : 86-0512-5790-0958    

    
 

 

  

 

     

 

D2600V2, Serial No. 1061 Extended Dipole Calibrations 

Referring to KDB 865664 D01, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), 

and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the 

calibration interval can be extended. 

D2600V2 – serial no. 1061 

2600 Head 

Date of 

Measurement 

Return-Loss 

(dB) 
Delta (%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2020.11.26 -24.79   55.63   -2.31   

2021.11.25 -24.75 0.00 56.70 -1.07 -2.62 0.31 

 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.  

 

Dipole Verification Data> D2600V2, serial no. 1061 

  

 

 




