
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/22

System Check_Head_3700MHz

DUT: D3700V2-SN:1037

Communication System: UID 0, CW (0); Frequency: 3700 MHz;Duty Cycle: 1:1
Medium: HSL_3700_220622 Medium parameters used: f = 3700 MHz; σ = 3.042 S/m; εr = 36.257; ρ
= 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.13, 7.13, 7.13); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 13.7 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 70.06 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 18.6 W/kg
SAR(1 g) = 6.62 W/kg; SAR(10 g) = 2.42 W/kg
Maximum value of SAR (measured) = 13.5 W/kg

0 dB = 13.5 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/30

System Check_Head_3700MHz

DUT: D3700V2-SN:1037

Communication System: UID 0, CW (0); Frequency: 3700 MHz;Duty Cycle: 1:1
Medium: HSL_3700_220630 Medium parameters used: f = 3700 MHz; σ = 3.039 S/m; εr = 36.561; ρ 
= 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.13, 7.13, 7.13); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Pin=100mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 7.37 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 49.30 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 10.1 W/kg
SAR(1 g) = 6.89 W/kg; SAR(10 g) = 2.35 W/kg
Maximum value of SAR (measured) = 7.35 W/kg

0 dB = 7.35 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/23

System Check_Head_3900MHz

DUT: D3900V2-SN:1022

Communication System: UID 0, CW (0); Frequency: 3900 MHz;Duty Cycle: 1:1
Medium: HSL_3900_220623 Medium parameters used: f = 3900 MHz; σ = 3.196 S/m; εr = 36.353; ρ
= 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7346; ConvF(6.71, 6.71, 6.71); Calibrated: 2022/3/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 13.4 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 67.60 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 18.4 W/kg
SAR(1 g) = 6.4 W/kg; SAR(10 g) = 2.23 W/kg
Maximum value of SAR (measured) = 13.4 W/kg

0 dB = 13.4 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/1

System Check_Head_3900MHz

DUT: D3900V2-SN:1022

Communication System: UID 0, CW (0); Frequency: 3900 MHz;Duty Cycle: 1:1 
Medium: HSL_3900_220701 Medium parameters used: f = 3900 MHz; σ = 3.334 S/m; εr = 37.958; ρ
= 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7346; ConvF(6.71, 6.71, 6.71); Calibrated: 2022/3/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 

 

Pin=100mW/Area Scan (61x61x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 7.40 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 49.30 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 10.1 W/kg
SAR(1 g) = 7.42 W/kg; SAR(10 g) = 2.53 W/kg
Maximum value of SAR (measured) = 7.37 W/kg

0 dB = 7.37 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/23

System Check_Head_5250MHz

DUT: D5GHzV2-SN:1341

Communication System: UID 0, CW; Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5250_220623 Medium parameters used: f = 5250 MHz; σ = 4.701 S/m; εr = 36.243; ρ
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.71, 5.71, 5.71); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 16.1 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 65.24 V/m; Power Drift = -0.13 dB
Peak SAR (extrapolated) = 27.5 W/kg
SAR(1 g) = 7.56 W/kg; SAR(10 g) = 2.43 W/kg
Maximum value of SAR (measured) = 15.8 W/kg

0 dB = 16.1 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

System Check_Head_5250MHz

DUT: D5GHzV2-SN:1341

Communication System: UID 0, CW; Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5250_220626 Medium parameters used: f = 5250 MHz; σ = 4.597 S/m; εr = 36.617; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.71, 5.71, 5.71); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 15.5 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 65.02 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 25.3 W/kg
SAR(1 g) = 7.45 W/kg; SAR(10 g) = 2.26 W/kg
Maximum value of SAR (measured) = 15.9 W/kg

0 dB = 15.9 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/24

System Check_Head_5600MHz

DUT: D5GHzV2-SN:1341

Communication System: UID 0, CW; Frequency: 5600 MHz;Duty Cycle: 1:1
Medium: HSL_5600_220624 Medium parameters used: f = 5600 MHz; σ = 5.199 S/m; εr = 36.179; ρ
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.08, 5.08, 5.08); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 20.7 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 69.69 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 37.4 W/kg
SAR(1 g) = 8 W/kg; SAR(10 g) = 2.19 W/kg
Maximum value of SAR (measured) = 21.0 W/kg

0 dB = 20.7 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

System Check_Head_5600MHz

DUT: D5GHzV2-SN:1341

Communication System: UID 0, CW; Frequency: 5600 MHz;Duty Cycle: 1:1
Medium: HSL_5600_220627 Medium parameters used: f = 5600 MHz; σ = 5.006 S/m; εr = 36.08; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.08, 5.08, 5.08); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 18.0 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 64.91 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 30.2 W/kg
SAR(1 g) = 7.93 W/kg; SAR(10 g) = 2.34 W/kg
Maximum value of SAR (measured) = 17.6 W/kg

0 dB = 17.6 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/24

System Check_Head_5750MHz

DUT: D5GHzV2-SN:1341

Communication System: UID 0, CW; Frequency: 5750 MHz;Duty Cycle: 1:1
Medium: HSL_5750_220624 Medium parameters used: f = 5750 MHz; σ = 5.103 S/m; εr = 36.744; ρ
= 1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.25, 5.25, 5.25); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 17.4 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 64.45 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 34.1 W/kg
SAR(1 g) = 7.69 W/kg; SAR(10 g) = 2.30 W/kg
Maximum value of SAR (measured) = 18.4 W/kg

0 dB = 18.4 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/28

System Check_Head_5750MHz

DUT: D5GHzV2-SN:1341

Communication System: UID 0, CW; Frequency: 5750 MHz;Duty Cycle: 1:1
Medium: HSL_5750_220628 Medium parameters used: f = 5750 MHz; σ = 5.175 S/m; εr = 35.814; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(5.25, 5.25, 5.25); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Pin=100mW/Area Scan (71x71x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 16.2 W/kg

Pin=100mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 63.07 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 28.7 W/kg
SAR(1 g) = 7.56 W/kg; SAR(10 g) = 2.31 W/kg
Maximum value of SAR (measured) = 16.5 W/kg

0 dB = 16.5 W/kg



 

 Sporton International Inc. (Shenzhen)      

TEL : +86-755-86379589 / FAX : +86-755-86379595  Issued Date : Jul. 14, 2022 

FCC ID : 2AFZZ1212UG Page E1 of E1 Form version. : 200414 

 

 FCC SAR Test Report Report No. : FA253108  

Appendix B. Plots of High SAR Measurement 
 

The plots are shown as follows. 

 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/24

01_LTE Band 12_10M_QPSK_1RB_0Offset_Right Cheek_Ch23095

Communication System: UID 0, LTE (0); Frequency: 707.5 MHz;Duty Cycle: 1:1
Medium: HSL_750_220624 Medium parameters used: f = 707.5 MHz; σ = 0.864 S/m; εr = 42.444; ρ 
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23095/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.38 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.42 W/kg
SAR(1 g) = 0.630 W/kg; SAR(10 g) = 0.410 W/kg
Maximum value of SAR (measured) = 1.12 W/kg

Ch23095/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 23.38 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.61 W/kg
SAR(1 g) = 0.657 W/kg; SAR(10 g) = 0.422 W/kg
Maximum value of SAR (measured) = 1.28 W/kg

0 dB = 1.28 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/24

02_LTE Band 17_10M_QPSK_1RB_0Offset_Right Cheek_Ch23790

Communication System: UID 0, LTE (0); Frequency: 710 MHz;Duty Cycle: 1:1
Medium: HSL_750_220624 Medium parameters used: f = 710 MHz; σ = 0.867 S/m; εr = 42.42; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch23790/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.18 W/kg

Ch23790/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.74 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.67 W/kg
SAR(1 g) = 0.693 W/kg; SAR(10 g) = 0.378 W/kg
Maximum value of SAR (measured) = 1.28 W/kg

0 dB = 1.28 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/24

03_LTE Band 13_10M_QPSK_1RB_0Offset_Right Cheek_Ch23230

Communication System: UID 0, LTE (0); Frequency: 782 MHz;Duty Cycle: 1:1
Medium: HSL_750_220624 Medium parameters used: f = 782 MHz; σ = 0.905 S/m; εr = 40.814; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.2 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(11.1, 11.1, 11.1); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Ch23230/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.993 W/kg

Ch23230/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 18.53 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.41 W/kg
SAR(1 g) = 0.613 W/kg; SAR(10 g) = 0.399 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/25

04_GSM850_GPRS(4 Tx slots)_Right Cheek_Ch128

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 824.2 MHz;Duty Cycle: 1:2.08
Medium: HSL_835_220625 Medium parameters used: f = 824.2 MHz; σ = 0.91 S/m; εr = 42.376; ρ = 
1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch128/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.840 W/kg

Ch128/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 19.21 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.19 W/kg
SAR(1 g) = 0.591 W/kg; SAR(10 g) = 0.397 W/kg
Maximum value of SAR (measured) = 0.896 W/kg

0 dB = 0.896 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/25

05_WCDMA V_RMC 12.2Kbps_Right Cheek_Ch4132

Communication System: UID 0, UMTS (0); Frequency: 826.4 MHz;Duty Cycle: 1:1
Medium: HSL_835_220625 Medium parameters used: f = 826.4 MHz; σ = 0.912 S/m; εr = 42.343; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch4132/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.03 W/kg

Ch4132/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.01 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.37 W/kg
SAR(1 g) = 0.653 W/kg; SAR(10 g) = 0.443 W/kg
Maximum value of SAR (measured) = 1.03 W/kg

0 dB = 1.03 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/25

06_LTE Band 5_10M_QPSK_25RB_0Offset_Right Cheek_Ch20525

Communication System: UID 0, LTE (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_220625 Medium parameters used: f = 836.5 MHz; σ = 0.922 S/m; εr = 42.218; ρ 
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20525/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.13 W/kg

Ch20525/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.45 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.42 W/kg
SAR(1 g) = 0.643 W/kg; SAR(10 g) = 0.421 W/kg
Maximum value of SAR (measured) = 1.09 W/kg

0 dB = 1.09 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/25

07_LTE Band 26_15M_QPSK_36RB_0Offset_Right Cheek_Ch26865

Communication System: UID 0, LTE (0); Frequency: 831.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_220625 Medium parameters used: f = 831.5 MHz; σ = 0.916 S/m; εr = 42.256; ρ
= 1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch26865/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.15 W/kg

Ch26865/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.62 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.646 W/kg; SAR(10 g) = 0.418 W/kg
Maximum value of SAR (measured) = 1.11 W/kg

0 dB = 1.11 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/25

08_N5_20M_BPSK_50RB_28Offset_DFT-15_Right Cheek_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835_220625 Medium parameters used: f = 836.5 MHz; σ = 0.919 S/m; εr = 42.241; ρ                                            
=           1000 kg/m3

Ambient Temperature：23.4 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(10.81, 10.81, 10.81); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

 

 

Ch167300/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Ch167300/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.12 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.49 W/kg
SAR(1 g) = 0.703 W/kg; SAR(10 g) = 0.485 W/kg
Maximum value of SAR (measured) = 1.13 W/kg

0 dB = 1.13 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

09_WCDMA IV_RMC 12.2Kbps_Right Cheek_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220626 Medium parameters used: f = 1733 MHz; σ = 1.361 S/m; εr = 41.422; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.00 W/kg

Ch1413/Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 14.68 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 1.27 W/kg
SAR(1 g) = 0.687 W/kg; SAR(10 g) = 0.379 W/kg
Maximum value of SAR (measured) = 0.983 W/kg

0 dB = 0.983 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

10_LTE Band 4_20M_QPSK_50RB_0Offset_Right Cheek_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220626 Medium parameters used: f = 1732.5 MHz; σ = 1.36 S/m; εr = 41.426; ρ
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.742 W/kg

Ch20175/Zoom Scan (6x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 11.74 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.37 W/kg
SAR(1 g) = 0.648 W/kg; SAR(10 g) = 0.301 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg 




