
Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

70_WCDMA IV_RMC 12.2Kbps_Back_15mm_Ch1413

Communication System: UID 0, UMTS (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220626 Medium parameters used: f = 1733 MHz; σ = 1.361 S/m; εr = 41.422; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch1413/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.692 W/kg

Ch1413/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.403 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 0.779 W/kg
SAR(1 g) = 0.505 W/kg; SAR(10 g) = 0.328 W/kg
Maximum value of SAR (measured) = 0.683 W/kg

0 dB = 0.683 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

71_LTE Band 4_20M_QPSK_1RB_0Offset_Back_15mm_Ch20175

Communication System: UID 0, LTE (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220626 Medium parameters used: f = 1732.5 MHz; σ = 1.36 S/m; εr = 41.426; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch20175/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.741 W/kg

Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.365 V/m; Power Drift = -0.15 dB
Peak SAR (extrapolated) = 0.847 W/kg
SAR(1 g) = 0.520 W/kg; SAR(10 g) = 0.316 W/kg
Maximum value of SAR (measured) = 0.731 W/kg

0 dB = 0.731 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

72_LTE Band 66_20M_QPSK_1RB_0Offset_Back_15mm_Ch132322

Communication System: UID 0, LTE (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220626 Medium parameters used: f = 1745 MHz; σ = 1.373 S/m; εr = 41.368; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch132322/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.593 W/kg

Ch132322/Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.325 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.711 W/kg
SAR(1 g) = 0.428 W/kg; SAR(10 g) = 0.257 W/kg
Maximum value of SAR (measured) = 0.601 W/kg

0 dB = 0.601 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/26

73_N66_40M_BPSK_108RB_54Offset_DFT-15_Back_15mm_Ch349000

Communication System: UID 0, 5G NR (0); Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL_1750_220626 Medium parameters used: f = 1745 MHz; σ = 1.373 S/m; εr = 41.368; ρ 
= 1000 kg/m3

Ambient Temperature：23.5 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.47, 9.47, 9.47); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch349000/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.625 W/kg

Ch349000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.37 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.729 W/kg
SAR(1 g) = 0.439 W/kg; SAR(10 g) = 0.264 W/kg
Maximum value of SAR (measured) = 0.625 W/kg

0 dB = 0.625 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

74_GSM1900_GPRS(4 Tx slots)_Back_15mm_Ch661

Communication System: UID 0, GPRS/EDGE12 (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900_220627 Medium parameters used: f = 1880 MHz; σ = 1.43 S/m; εr = 39.169; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch661/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.317 W/kg

Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.333 V/m; Power Drift = 0.16 dB
Peak SAR (extrapolated) = 0.388 W/kg
SAR(1 g) = 0.233 W/kg; SAR(10 g) = 0.133 W/kg
Maximum value of SAR (measured) = 0.333 W/kg

0 dB = 0.333 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

75_WCDMA II_RMC 12.2Kbps_Back_15mm_Ch9400

Communication System: UID 0, UMTS (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220627 Medium parameters used: f = 1880 MHz; σ = 1.43 S/m; εr = 39.169; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch9400/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.879 W/kg

Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.125 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.08 W/kg
SAR(1 g) = 0.635 W/kg; SAR(10 g) = 0.362 W/kg
Maximum value of SAR (measured) = 0.919 W/kg

0 dB = 0.919 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

76_LTE Band 2_20M_QPSK_1RB_0Offset_Back_15mm_Ch18900

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220627 Medium parameters used: f = 1880 MHz; σ = 1.43 S/m; εr = 39.169; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch18900/Area Scan (71x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.543 W/kg

Ch18900/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.71 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.617 W/kg
SAR(1 g) = 0.371 W/kg; SAR(10 g) = 0.220 W/kg
Maximum value of SAR (measured) = 0.531 W/kg

0 dB = 0.531 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

77_LTE Band 25_20M_QPSK_1RB_0Offset_Back_15mm_Ch26340

Communication System: UID 0, LTE (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900_220627 Medium parameters used: f = 1880 MHz; σ = 1.425 S/m; εr = 40.114; ρ 
= 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(9.09, 9.09, 9.09); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Ch26340/Area Scan (81x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.631 W/kg

Ch26340/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.42 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.725 W/kg
SAR(1 g) = 0.406 W/kg; SAR(10 g) = 0.241 W/kg
Maximum value of SAR (measured) = 0.624 W/kg

0 dB = 0.624 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/29

78_LTE Band 7_20M_QPSK_1RB_0Offset_Back_15mm_Ch21100

Communication System: UID 0, LTE (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_220629 Medium parameters used: f = 2535 MHz; σ = 1.834 S/m; εr = 40.475; ρ
= 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Ch21100/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.773 W/kg

Ch21100/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.868 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.920 W/kg
SAR(1 g) = 0.497 W/kg; SAR(10 g) = 0.274 W/kg
Maximum value of SAR (measured) = 0.755 W/kg

0 dB = 0.755 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/29

79_LTE Band 38_20M_QPSK_1RB_0Offset_Back_15mm_Ch38000

Communication System: UID 0, LTE (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_220629 Medium parameters used: f = 2595 MHz; σ = 1.887 S/m; εr = 40.26; ρ =
1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch38000/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.512 W/kg

Ch38000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.415 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.621 W/kg
SAR(1 g) = 0.324 W/kg; SAR(10 g) = 0.173 W/kg
Maximum value of SAR (measured) = 0.510 W/kg

0 dB = 0.510 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/29

80_LTE Band 41_20M_QPSK_1RB_0Offset_Back_15mm_Ch40620

Communication System: UID 0, LTE (0); Frequency: 2593 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600_220629 Medium parameters used: f = 2593 MHz; σ = 1.885 S/m; εr = 40.269; ρ
= 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch40620/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.493 W/kg

Ch40620/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.047 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.581 W/kg
SAR(1 g) = 0.309 W/kg; SAR(10 g) = 0.165 W/kg
Maximum value of SAR (measured) = 0.476 W/kg

0 dB = 0.476 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/29

81_N7_40M_BPSK_108RB_54Offset_DFT-15_Back_15mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600_220629 Medium parameters used: f = 2535 MHz; σ = 1.834 S/m; εr = 40.475; ρ 
= 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch507000/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.775 W/kg

Ch507000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.239 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 0.954 W/kg
SAR(1 g) = 0.510 W/kg; SAR(10 g) = 0.276 W/kg
Maximum value of SAR (measured) = 0.771 W/kg

0 dB = 0.771 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/29

82_N38_40M_BPSK_1RB_1Offset_DFT-30_Back_15mm_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600_220629 Medium parameters used: f = 2595 MHz; σ = 1.887 S/m; εr = 40.26; ρ = 
1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch519000/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.730 W/kg

Ch519000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.030 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.911 W/kg
SAR(1 g) = 0.483 W/kg; SAR(10 g) = 0.260 W/kg
Maximum value of SAR (measured) = 0.741 W/kg

0 dB = 0.741 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/29

83_N41_100M_BPSK_1RB_1Offset_DFT-30_Back_15mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600_220629 Medium parameters used: f = 2593 MHz; σ = 1.885 S/m; εr = 40.269; ρ 
= 1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.5 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.93, 7.93, 7.93); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch518598/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.792 W/kg

Ch518598/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.170 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 0.908 W/kg
SAR(1 g) = 0.488 W/kg; SAR(10 g) = 0.265 W/kg
Maximum value of SAR (measured) = 0.747 W/kg

0 dB = 0.792 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/30

84_LTE Band 42_20M_QPSK_1RB_0Offfset_Back_15mm_Ch42590

Communication System: UID 0, LTE (0); Frequency: 3500 MHz;Duty Cycle: 1:1.59 
Medium: HSL_3500_220630 Medium parameters used: f = 3500 MHz; σ = 2.866 S/m; εr = 37.003; ρ
= 1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.33, 7.33, 7.33); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 

 

Ch42590/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.889 W/kg

Ch42590/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 3.976 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.40 W/kg
SAR(1 g) = 0.555 W/kg; SAR(10 g) = 0.228 W/kg
Maximum value of SAR (measured) = 1.04 W/kg

0 dB = 1.04 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/30

85_LTE Band 48_20M_QPSK_1RB_0Offset_Back_15mm_Ch56640

Communication System: UID 0, LTE (0); Frequency: 3690 MHz;Duty Cycle: 1:1.59
Medium: HSL_3700_220630 Medium parameters used: f = 3690 MHz; σ = 3.03 S/m; εr = 36.57; ρ = 
1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.13, 7.13, 7.13); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch56640/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.28 W/kg

Ch56640/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 4.275 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.70 W/kg
SAR(1 g) = 0.704 W/kg; SAR(10 g) = 0.287 W/kg
Maximum value of SAR (measured) = 1.26 W/kg

0 dB = 1.26 W/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/7/1

86_N77_100M_BPSK_135RB_69Offset_DFT-30_Back_15mm_Ch656000

Communication System: UID 0, 5GNR (0); Frequency: 3840 MHz;Duty Cycle: 1:1
Medium: HSL_3900_220701 Medium parameters used: f = 3840 MHz; σ = 3.156 S/m; εr = 37.99; ρ = 
1000 kg/m3

Ambient Temperature：23.8 ℃;  Liquid Temperature：22.4 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7346; ConvF(6.71, 6.71, 6.71); Calibrated: 2022/3/30
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Ch656000/Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.20 W/kg

Ch656000/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 2.950 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.70 W/kg
SAR(1 g) = 0.699 W/kg; SAR(10 g) = 0.258 W/kg
Maximum value of SAR (measured) = 1.28 W/kg

0 dB = 1.28 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/30

87_N78_100M_BPSK_1RB_1Offset_DFT-30_Back_15mm_Ch650000

Communication System: UID 0, 5G NR (0); Frequency: 3750 MHz;Duty Cycle: 1:1
Medium: HSL_3700_220630 Medium parameters used: f = 3750 MHz; σ = 3.076 S/m; εr = 36.515; ρ 
= 1000 kg/m3

Ambient Temperature：23.6 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(7.13, 7.13, 7.13); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch650000/Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.37 W/kg

Ch650000/Zoom Scan (7x7x8)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=1.4mm
Reference Value = 3.339 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.77 W/kg
SAR(1 g) = 0.724 W/kg; SAR(10 g) = 0.291 W/kg
Maximum value of SAR (measured) = 1.34 W/kg

0 dB = 1.34 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

88_Bluetooth_DH5 1Mbps_Back_15mm_Ch39

Communication System: UID 0, Bluetooth (0); Frequency: 2441 MHz;Duty Cycle: 1:1.297
Medium: HSL_2450_220627 Medium parameters used: f = 2441 MHz; σ = 1.81 S/m; εr = 39.784; ρ = 
1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch39/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0646 W/kg

Ch39/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.9330 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.0800 W/kg
SAR(1 g) = 0.042 W/kg; SAR(10 g) = 0.023 W/kg
Maximum value of SAR (measured) = 0.0648 W/kg

0 dB = 0.0648 W/kg 



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/6/27

89_WLAN2.4GHz_802.11b 1Mbps_Back_15mm_Ch6

Communication System: UID 0, WIFI (0); Frequency: 2437 MHz;Duty Cycle: 1:1
Medium: HSL_2450_220627 Medium parameters used: f = 2437 MHz; σ = 1.805 S/m; εr = 39.8; ρ = 
1000 kg/m3

Ambient Temperature：23.7 ℃;  Liquid Temperature：22.3 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7641; ConvF(8.24, 8.24, 8.24); Calibrated: 2022/4/11
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1437; Calibrated: 2021/10/26
- Phantom: Twin-SAM V8.0 (Left); Type: QD 000 P41 AA; Serial: 2035
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483) 

Ch6/Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.322 W/kg

Ch6/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.296 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.381 W/kg
SAR(1 g) = 0.203 W/kg; SAR(10 g) = 0.116 W/kg
Maximum value of SAR (measured) = 0.309 W/kg

0 dB = 0.309 W/kg 




