
        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

39_FR1 n78_100M_QPSK_1RB_137Offset_Left Side_10mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.05 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 17.77 V/m; Power Drift = -0.16 dB
Peak SAR (extrapolated) = 1.44 W/kg
SAR(1 g) = 0.542 W/kg; SAR(10 g) = 0.199 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg = 0.21 dBW/kg



 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/17

40_WLAN 2.4GHz_802.11b 1Mbps_Right Side_10mm_Ch1

Communication System: UID 0, WLAN2.4GHz (0); Frequency: 2412 MHz;Duty Cycle: 1:1.007 
Medium: HSL_2450 Medium parameters used: f = 2412 MHz; σ = 1.818 S/m; ε = 39.158; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x181x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.487 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 13.19 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.589 W/kg
SAR(1 g) = 0.298 W/kg; SAR(10 g) = 0.150 W/kg
Maximum value of SAR (measured) = 0.469 W/kg

0 dB = 0.469 W/kg = -3.29 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/17

41_Bluetooth_1Mbps_Right Side_10mm_Ch78

Communication System: UID 0, Bluetooth (0); Frequency: 2480 MHz;Duty Cycle: 1:1.302
Medium: HSL_2450 Medium parameters used: f = 2480 MHz; σ = 1.844 S/m; ε = 39.089; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0948 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.118 W/kg
SAR(1 g) = 0.063 W/kg; SAR(10 g) = 0.031 W/kg
Maximum value of SAR (measured) = 0.0977 W/kg

0 dB = 0.0977 W/kg = -10.10 dBW/kg



 
        

 
 
 
 
 

 

 

 
        

 
 
 
 
 

 

 

 
        

 
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

42_WLAN 5GHz_802.11a 6Mbps_Top Side_10mm_Ch36

Communication System: UID 0, WLAN5GHz (0); Frequency: 5180 MHz;Duty Cycle: 1:1.031 
Medium: HSL_5000 Medium parameters used: f = 5180 MHz; σ = 4.507 S/m; ε = 36.147; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(6.07, 6.07, 6.07); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.647 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 4.205 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.12 W/kg
SAR(1 g) = 0.350 W/kg; SAR(10 g) = 0.113 W/kg
Maximum value of SAR (measured) = 0.681 W/kg

0 dB = 0.681 W/kg = -1.67 dBW/kg



 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

43_WLAN5GHz_802.11ax-HE80 MCS0_Top Side_10mm_Ch155

Communication System: UID 0, WLAN5GHz (0); Frequency: 5775 MHz;Duty Cycle: 1:1.134 
Medium: HSL_5000 Medium parameters used: f = 5775 MHz; σ = 5.147 S/m; ε = 35.22; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.49, 5.49, 5.49); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.49 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.287 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 2.31 W/kg
SAR(1 g) = 0.579 W/kg; SAR(10 g) = 0.185 W/kg
Maximum value of SAR (measured) = 1.46 W/kg

0 dB = 1.46 W/kg = 1.64 dBW/kg



         

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

44_GSM 850_GPRS (3 Tx slots)_Back_15mm_Ch189

Communication System: UID 0, GSM850 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.944 S/m; ε = 41.256; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.204 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.29 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.223 W/kg
SAR(1 g) = 0.170 W/kg; SAR(10 g) = 0.131 W/kg
Maximum value of SAR (measured) = 0.203 W/kg

0 dB = 0.203 W/kg = -6.93 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

45_WCDMA V_RMC 12.2Kbps_Back_15mm_Ch4182

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.944 S/m; ε = 41.256; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.272 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.70 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.297 W/kg
SAR(1 g) = 0.247 W/kg; SAR(10 g) = 0.176 W/kg
Maximum value of SAR (measured) = 0.270 W/kg

0 dB = 0.270 W/kg = -5.69 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

46_LTE Band 5_10M_QPSK_1RB_0Offset_Back_15mm_Ch20525

Communication System: UID 0, LTE-FDD (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.5 MHz; σ = 0.944 S/m; ε = 41.255; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.279 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 17.99 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.303 W/kg
SAR(1 g) = 0.233 W/kg; SAR(10 g) = 0.181 W/kg
Maximum value of SAR (measured) = 0.279 W/kg

0 dB = 0.279 W/kg = -5.54 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

47_FR1 n5_20M_QPSK_1RB_1Offset_Back_15mm_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.5 MHz; σ = 0.944 S/m; ε = 41.255; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.202 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.32 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.218 W/kg
SAR(1 g) = 0.254 W/kg; SAR(10 g) = 0.130 W/kg
Maximum value of SAR (measured) = 0.199 W/kg

0 dB = 0.199 W/kg = -7.01 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

48_WCDMA IV_RMC 12.2Kbps_Back_15mm_Ch1413

Communication System: UID 0, WCDMA (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.581 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 8.188 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.704 W/kg
SAR(1 g) = 0.426 W/kg; SAR(10 g) = 0.252 W/kg
Maximum value of SAR (measured) = 0.606 W/kg

0 dB = 0.606 W/kg = -2.18 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

49_LTE Band 4_20M_QPSK_1RB_0Offset_Back_15mm_Ch20175

Communication System: UID 0, LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.688 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.27 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 0.828 W/kg
SAR(1 g) = 0.489 W/kg; SAR(10 g) = 0.277 W/kg
Maximum value of SAR (measured) = 0.708 W/kg

0 dB = 0.708 W/kg = -1.50 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

50_GSM 1900_GPRS (3 Tx slots)_Back_15mm_Ch661

Communication System: UID 0, PCS (0); Frequency: 1880 MHz;Duty Cycle: 1:2.77
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.284 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.19 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.331 W/kg
SAR(1 g) = 0.221 W/kg; SAR(10 g) = 0.102 W/kg
Maximum value of SAR (measured) = 0.271 W/kg

0 dB = 0.271 W/kg = -1.11 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

51_WCDMA II_RMC 12.2Kbps_Back_15mm_Ch9400

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.644 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.94 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.757 W/kg
SAR(1 g) = 0.463 W/kg; SAR(10 g) = 0.287 W/kg
Maximum value of SAR (measured) = 0.635 W/kg

0 dB = 0.635 W/kg = -1.97 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

52_LTE Band 2_20M_QPSK_1RB_0Offset_Back_15mm_Ch18900

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.568 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.38 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.671 W/kg
SAR(1 g) = 0.412 W/kg; SAR(10 g) = 0.256 W/kg
Maximum value of SAR (measured) = 0.572 W/kg

0 dB = 0.572 W/kg = -2.43 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

53_LTE Band 7_20M_QPSK_1RB_0Offset_Back_15mm_Ch21100

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; ε = 39.062; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.631 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 18.72 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.782 W/kg
SAR(1 g) = 0.407 W/kg; SAR(10 g) = 0.217 W/kg
Maximum value of SAR (measured) = 0.620 W/kg

0 dB = 0.620 W/kg = -2.08 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

54_LTE Band 38_20M_QPSK_1RB_0Offset_Back_15mm_Ch38000

Communication System: UID 0, LTE-TDD (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.978 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.608 W/kg

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.460 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.755 W/kg
SAR(1 g) = 0.386 W/kg; SAR(10 g) = 0.199 W/kg
Maximum value of SAR (measured) = 0.614 W/kg

0 dB = 0.614 W/kg = -2.12 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

55_LTE Band 41_20M_QPSK_1RB_0Offset_Back_15mm_Ch41490

Communication System: UID 0, LTE-TDD (0); Frequency: 2680 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2680 MHz; σ = 2.041 S/m; ε = 38.899; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.635 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.795 W/kg
SAR(1 g) = 0.405 W/kg; SAR(10 g) = 0.210 W/kg
Maximum value of SAR (measured) = 0.638 W/kg

0 dB = 0.638 W/kg = -1.95 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

56_FR1 n7_50M_QPSK_1RB_1Offset_Back_15mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; ε = 39.062; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.603 W/kg

Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 18.42 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.741 W/kg
SAR(1 g) = 0.468 W/kg; SAR(10 g) = 0.214 W/kg
Maximum value of SAR (measured) = 0.613 W/kg

0 dB = 0.613 W/kg = -2.13 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

57_FR1 n38_40M_QPSK_1RB_53Offset_Back_15mm_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.978 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.744 W/kg

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 19.65 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.896 W/kg
SAR(1 g) = 0.456 W/kg; SAR(10 g) = 0.235 W/kg
Maximum value of SAR (measured) = 0.723 W/kg

0 dB = 0.723 W/kg = -1.41 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

  

 
 

        

   
 
 
 
 

 
 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

58_FR1 n41_100M_QPSK_1RB_137Offset_Back_15mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.976 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value ofSAR (interpolated) = 0.653 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm,dz=5mm
Reference Value = 18.75 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.792 W/kg
SAR(1 g) = 0.699 W/kg; SAR(10 g) = 0.209 W/kg
Maximum value of SAR (measured) = 0.624 W/kg

0 dB = 0.624 W/kg = -2.05 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

59_FR1 n77_100M_QPSK_1RB_137Offset_Back_15mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (121x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.541 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 14.08 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.662 W/kg
SAR(1 g) = 0.279 W/kg; SAR(10 g) = 0.128 W/kg
Maximum value of SAR (measured) = 0.490 W/kg

0 dB = 0.490 W/kg = -3.10 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

60_FR1 n78_100M_QPSK_135RB_69Offset_Back_15mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.790 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.333 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.958 W/kg
SAR(1 g) = 0.455 W/kg; SAR(10 g) = 0.209 W/kg
Maximum value of SAR (measured) = 0.763 W/kg

0 dB = 0.763 W/kg = -1.17 dBW/kg



 
        

   
 
 
 
 

 

 
 

 
        

   
 
 
 
 

 

 
 

 
        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/17

61_WLAN2.4GHz_802.11b 1Mbps_Front_15mm_Ch1

Communication System: UID 0, WLAN2.4GHz (0); Frequency: 2412 MHz;Duty Cycle: 1:1.007 
Medium: HSL_2450 Medium parameters used: f = 2412 MHz; σ = 1.818 S/m; ε = 39.158; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.209 W/kg

Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.9030 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 0.255 W/kg
SAR(1 g) = 0.114 W/kg; SAR(10 g) = 0.092 W/kg
Maximum value of SAR (measured) = 0.216 W/kg

0 dB = 0.216 W/kg = -6.66 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/17

62_Bluetooth_1Mbps_Front_15mm_Ch78

Communication System: UID 0, Bluetooth (0); Frequency: 2480 MHz;Duty Cycle: 1:1.302
Medium: HSL_2450 Medium parameters used: f = 2480 MHz; σ = 1.815 S/m; ε = 39.207; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0567 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.6800 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.0710 W/kg
SAR(1 g) = 0.040 W/kg; SAR(10 g) = 0.023 W/kg
Maximum value of SAR (measured) = 0.0564 W/kg

0 dB = 0.0564 W/kg = -12.49 dBW/kg



 
        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

63_WLAN 5GHz_802.11a 6Mbps_Back_15mm_Ch56

Communication System: UID 0, WLAN5GHz (0); Frequency: 5280 MHz;Duty Cycle: 1:1.031 
Medium: HSL_5000 Medium parameters used: f = 5280 MHz; σ = 4.615 S/m; ε = 35.931; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(6.07, 6.07, 6.07); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.417 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.324 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.656 W/kg
SAR(1 g) = 0.206 W/kg; SAR(10 g) = 0.085 W/kg
Maximum value of SAR (measured) = 0.424 W/kg

0 dB = 0.424 W/kg = -3.73 dBW/kg



        

   
 
 
 
 

 

 
 

 

 
        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

64_WLAN 5GHz_802.11a 6Mbps_Back_15mm_Ch144

Communication System: UID 0, WLAN5GHz (0); Frequency: 5720 MHz;Duty Cycle: 1:1.031 
Medium: HSL_5000 Medium parameters used: f = 5720 MHz; σ = 4.86 S/m; ε = 35.573; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.3, 5.3, 5.3); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.419 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 2.855 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.827 W/kg
SAR(1 g) = 0.192 W/kg; SAR(10 g) = 0.073 W/kg
Maximum value of SAR (measured) = 0.422 W/kg

0 dB = 0.422 W/kg = -3.75 dBW/kg



 
        

 

 

 
 

 
        

 

 

 
 

 
        

 

 

 
 

 
        

 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

65_WLAN 5GHz_802.11ac-VHT80 MCS0_Back_15mm_Ch155

Communication System: UID 0, WLAN5GHz (0); Frequency: 5775 MHz;Duty Cycle: 1:1.031 
Medium: HSL_5000 Medium parameters used: f = 5775 MHz; σ = 5.147 S/m; ε = 35.22; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.49, 5.49, 5.49); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.655 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0.8130 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.864 W/kg
SAR(1 g) = 0.267 W/kg; SAR(10 g) = 0.100 W/kg
Maximum value of SAR (measured) = 0.577 W/kg

0 dB = 0.577 W/kg = -2.39 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

66_WCDMA IV_RMC 12.2Kbps_Bottom Side_0mm_Ch1413

Communication System: UID 0, WCDMA (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 9.7 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 43.01 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 16.4 W/kg
SAR(1 g) = 4.18 W/kg; SAR(10 g) = 1.55 W/kg
Maximum value of SAR (measured) = 9.8 W/kg

0 dB = 9.8 W/kg = 7.99 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

67_LTE Band 4_20M_QPSK_50RB_0Offset_Bottom Side_0mm_Ch20175

Communication System: UID 0, LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 5.83 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 44.25 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 8.71 W/kg
SAR(1 g) = 3.5 W/kg; SAR(10 g) = 1.46 W/kg
Maximum value of SAR (measured) = 6.94 W/kg

0 dB = 6.94 W/kg = 8.41 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

68_WCDMA II_RMC 12.2Kbps_Bottom Side_0mm_Ch9400

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 7.23 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 63.03 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 8.00 W/kg
SAR(1 g) = 3.61 W/kg; SAR(10 g) = 1.72 W/kg
Maximum value of SAR (measured) = 6.40 W/kg

0 dB = 6.40 W/kg = 8.06 dBW/kg



        

   
 
 
 
 

 

 

        

 
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

69_LTE Band 2_20M_QPSK_1RB_0Offset_Bottom Side_0mm_Ch18900

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 6.43 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 55.53 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 7.17 W/kg
SAR(1 g) = 3.31 W/kg; SAR(10 g) = 1.57 W/kg
Maximum value of SAR (measured) = 5.67 W/kg

0 dB = 5.67 W/kg = 7.54 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

70_LTE Band 7_20M_QPSK_1RB_0Offset_Back_5mm_Ch21100

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; ε = 39.062; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.35 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.054 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 7.17 W/kg
SAR(1 g) = 3.06 W/kg; SAR(10 g) = 1.34 W/kg
Maximum value of SAR (measured) = 5.28 W/kg

0 dB = 5.28 W/kg = 7.23 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

71_FR1 n7_50M_QPSK_1RB_1Offset_Back_5mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; ε = 39.062; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 3.79 W/kg

Zoom Scan (9x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.023 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 5.11 W/kg
SAR(1 g) = 2.84 W/kg; SAR(10 g) = 1.26 W/kg
Maximum value of SAR (measured) = 4.51 W/kg

0 dB = 3.51 W/kg = 5.45 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

72_FR1 n38_40M_QPSK_1RB_53Offset_Back_5mm_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.978 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.46 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 0.9510 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 6.56 W/kg
SAR(1 g) = 2.82 W/kg; SAR(10 g) = 1.21 W/kg
Maximum value of SAR (measured) = 5.21 W/kg

0 dB = 5.21 W/kg = 7.17 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

73_FR1 n41_100M_QPSK_1RB_137Offset_Back_5mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.976 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.57 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.170 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 7.09 W/kg
SAR(1 g) = 3.04 W/kg; SAR(10 g) = 1.33 W/kg
Maximum value of SAR (measured) = 5.58 W/kg

0 dB = 5.58 W/kg = 7.47 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

74_FR1 n77_100M_QPSK_1RB_137Offset_Left Side_5mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 9.44 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.450 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 12.2 W/kg
SAR(1 g) = 4.8 W/kg; SAR(10 g) = 1.61 W/kg
Maximum value of SAR (measured) = 9.53 W/kg

0 dB = 9.53 W/kg = 9.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

75_FR1 n78_100M_QPSK_1RB_137Offset_Left Side_5mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x191x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 9.84 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.402 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 12.8 W/kg
SAR(1 g) = 5.15 W/kg; SAR(10 g) = 1.66 W/kg
Maximum value of SAR (measured) = 10.1 W/kg

0 dB = 10.1 W/kg = 10.04 dBW/kg



        

   
 
 
 
 

 

 
 

 
        

   
 
 
 
 

 

 
 

 
        

   
 
 
 
 

 

 
 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

76_WLAN 5GHz_802.11a 6Mbps_Top Side_0mm_Ch56

Communication System: UID 0, WLAN5GHz (0); Frequency: 5280 MHz;Duty Cycle: 1:1.031 
Medium: HSL_5000 Medium parameters used: f = 5280 MHz; σ = 4.615 S/m; ε = 35.931; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(6.07, 6.07, 6.07); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) =15.3 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 15.22 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 28.5 W/kg
SAR(1 g) = 4.86 W/kg; SAR(10 g) = 1.03 W/kg
Maximum value of SAR (measured) = 15.2 W/kg

0 dB = 15.2 W/kg = 11.82 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

77_WLAN 5GHz_802.11a 6Mbps_Top Side_0mm_Ch144

Communication System: UID 0, WLAN5GHz (0); Frequency: 5720 MHz;Duty Cycle: 1:1.031 
Medium: HSL_5000 Medium parameters used: f = 5720 MHz; σ = 5.101 S/m; ε = 35.245; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.49, 5.49, 5.49); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x121x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 19.6 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 17.68 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 52.2 W/kg
SAR(1 g) = 7.32 W/kg; SAR(10 g) = 1.28 W/kg
Maximum value of SAR (measured) = 22.8 W/kg

0 dB = 22.8 W/kg = 13.58 dBW/kg
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Appendix C. DASY Calibration Certificate 
 

The DASY calibration certificates are shown as follows.










