
  

        

   
 
 
 
 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/13

System Check_Head_5250MHz

DUT: D5GHzV2 - SN:1113

Communication System: UID 0, CW (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5000 Medium parameters used: f = 5250 MHz; σ = 4.609 S/m; ε = 35.865; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(6.07, 6.07, 6.07); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 9.20 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 51.69 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 20.8 W/kg
SAR(1 g) = 3.85 W/kg; SAR(10 g) = 1.15 W/kg
Maximum value of SAR (measured) = 6.66 W/kg

0 dB = 6.66 W/kg = 8.23 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/13

System Check_Head_5600MHz

DUT: D5GHzV2 - SN:1113

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1
Medium: HSL_5000 Medium parameters used: f = 5600 MHz; σ = 5.02 S/m; ε = 35.329; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.3, 5.3, 5.3); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 9.22 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 56.61 V/m; Power Drift = 0.12 dB
Peak SAR (extrapolated) = 17.6 W/kg
SAR(1 g) = 3.89 W/kg; SAR(10 g) = 1.25 W/kg
Maximum value of SAR (measured) = 10.09 W/kg

0 dB = 10.09 W/kg = 10.04 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/13

System Check_Head_5750MHz

DUT: D5GHzV2 - SN:1113

Communication System: UID 0, CW (0); Frequency: 5750 MHz;Duty Cycle: 1:1
Medium: HSL_5000 Medium parameters used: f = 5750 MHz; σ = 5.176 S/m; ε = 35.157; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.49, 5.49, 5.49); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 9.55 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 60.61 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 19.5 W/kg
SAR(1 g) = 3.99 W/kg; SAR(10 g) = 1.19 W/kg
Maximum value of SAR (measured) = 10.54 W/kg

0 dB = 10.54 W/kg = 10.23 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

System Check_Head_835MHz

DUT: D835V2 - SN:4d258

Communication System: UID 0, CW (0); Frequency: 835 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 835 MHz; σ = 0.940 S/m; ε = 41.259; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.556 W/kg

Pin=50mW/Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 24.34 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.592 W/kg
SAR(1 g) = 0.435 W/kg; SAR(10 g) = 0.323 W/kg
Maximum value of SAR (measured) = 0.538 W/kg

0 dB = 0.538 W/kg = -2.69 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

System Check_Head_1750MHz

DUT: D1750V2 - SN:1090

Communication System: UID 0, CW (0); Frequency: 1750 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1750 MHz; σ = 1.351 S/m; ε = 40.38; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 2.53 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 40.65 V/m; Power Drift = -0.12 dB
Peak SAR (extrapolated) = 2.94 W/kg
SAR(1 g) = 1.75 W/kg; SAR(10 g) = 1.02 W/kg
Maximum value of SAR (measured) = 2.51 W/kg

0 dB = 2.51 W/kg = 4.01 dBW/kg



        

   
 
 
 
 

 

  
 

        

   
 
 
 
 

 

  
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

System Check_Head_1900MHz

DUT: D1900V2 - SN:5d182

Communication System: UID 0, CW (0); Frequency: 1900 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1900 MHz; σ = 1.459 S/m; ε = 40.035; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (61x61x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 3.03 W/kg

Pin=50mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 39.53 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 3.53 W/kg
SAR(1 g) = 2.03 W/kg; SAR(10 g) = 1.07 W/kg
Maximum value of SAR (measured) = 3.01 W/kg

0 dB = 3.01 W/kg = 4.77 dBW/kg



        

   
 
 
 
 

 

  
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/17

System Check_Head_2450MHz

DUT: D2450V2 - SN:924

Communication System: UID 0, CW (0); Frequency: 2450 MHz;Duty Cycle: 1:1
Medium: HSL_2450 Medium parameters used: f = 2450 MHz; σ = 1.856 S/m; ε = 39.105; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.08 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 61.97 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 4.81 W/kg
SAR(1 g) = 2.48 W/kg; SAR(10 g) = 1.29 W/kg
Maximum value of SAR (measured) = 3.92 W/kg

0 dB = 3.92 W/kg = 5.94 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

System Check_Head_2600MHz

DUT: D2600V2 - SN:1061

Communication System: UID 0, CW (0); Frequency: 2600 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2600 MHz; σ = 1.981 S/m; ε = 39.067; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (71x71x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 4.97 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm 
Reference Value = 69.07 V/m; Power Drift = -0.11 dB
Peak SAR (extrapolated) = 5.92 W/kg
SAR(1 g) = 3.01 W/kg; SAR(10 g) = 1.23 W/kg
Maximum value of SAR (measured) = 4.81 W/kg

0 dB = 4.81 W/kg = 6.82 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

System Check_Head_3500MHz

DUT: D3500V2 - SN:1037

Communication System: UID 0, CW (0); Frequency: 3500 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 5.87 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 58.14 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 6.91 W/kg
SAR(1 g) = 3.25 W/kg; SAR(10 g) = 1.29 W/kg
Maximum value of SAR (measured) = 5.54 W/kg

0 dB = 5.54 W/kg = 7.44 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

System Check_Head_3700MHz

DUT: D3700V2 - SN:1008

Communication System: UID 0, CW (0); Frequency: 3700 MHz;Duty Cycle: 1:1
Medium: HSL_3700 Medium parameters used: f = 3700 MHz; σ = 3.076 S/m; ε = 38.038; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.5, 7.5, 7.5); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 6.13 W/kg

Pin=50mW/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 60.55 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 7.64 W/kg
SAR(1 g) = 3.35 W/kg; SAR(10 g) = 1.24 W/kg
Maximum value of SAR (measured) = 5.88 W/kg

0 dB = 5.88 W/kg = 7.69 dBW/kg



  

        

   
 
 
 
 

 

  
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

System Check_Head_3900MHz

DUT: D3900V2 - SN:1048

Communication System: UID 0, CW (0); Frequency: 3900 MHz;Duty Cycle: 1:1
Medium: HSL_3900 Medium parameters used: f = 3900 MHz; σ = 3.279 S/m; ε = 37.617; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.2, 7.2, 7.2); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 6.32 W/kg

Pin=50mW/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 67.15 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 7.73 W/kg
SAR(1 g) = 3.52 W/kg; SAR(10 g) = 1.31 W/kg
Maximum value of SAR (measured) = 6.18 W/kg

0 dB = 6.18 W/kg = 7.91 dBW/kg



  

        

   
 
 
 
 

 

  
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

System Check_Head_5250MHz

DUT: D5GHzV2 - SN:1113

Communication System: UID 0, CW (0); Frequency: 5250 MHz;Duty Cycle: 1:1
Medium: HSL_5000 Medium parameters used: f = 5250 MHz; σ = 4.562 S/m; ε = 35.974; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(6.07, 6.07, 6.07); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 7.22 W/kg

Pin=50mW/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 59.15 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 11.99 W/kg
SAR(1 g) = 3.77 W/kg; SAR(10 g) = 1.19 W/kg
Maximum value of SAR (measured) = 7.69 W/kg

0 dB = 7.69 W/kg = 8.86 dBW/kg



  

        

   
 
 
 
 

 

  
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

System Check_Head_5600MHz

DUT: D5GHzV2 - SN:1113

Communication System: UID 0, CW (0); Frequency: 5600 MHz;Duty Cycle: 1:1
Medium: HSL_5000 Medium parameters used: f = 5600 MHz; σ = 4.96 S/m; ε = 35.422; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.3, 5.3, 5.3); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 7.61 W/kg

Pin=50mW/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 54.76 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 13.07 W/kg
SAR(1 g) = 3.85 W/kg; SAR(10 g) = 1.25 W/kg
Maximum value of SAR (measured) = 7.94 W/kg

0 dB = 7.94 W/kg = 9.01 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/20

System Check_Head_5750MHz

DUT: D5GHzV2 - SN:1113

Communication System: UID 0, CW (0); Frequency: 5750 MHz;Duty Cycle: 1:1
Medium: HSL_5000 Medium parameters used: f = 5750 MHz; σ = 5.131 S/m; ε = 35.224; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.49, 5.49, 5.49); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Pin=50mW/Area Scan (91x91x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 7.76 W/kg

Pin=50mW/Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 56.58 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 13.58 W/kg
SAR(1 g) = 3.98 W/kg; SAR(10 g) = 1.21 W/kg
Maximum value of SAR (measured) = 8.18 W/kg

0 dB = 8.18 W/kg = 9.13 dBW/kg



 

 Sporton International Inc. (Kunshan)      

TEL : 86-512-57900158 / FAX : 86-512-57900958  Issued Date : May 09, 2022 

FCC ID : 2AFZZ1216 Page E1 of E1 Form version. : 200414 

 

 FCC SAR Test Report Report No. : FA231203-02  

Appendix B. Plots of High SAR Measurement 
 

The plots are shown as follows. 

 



 
        

 

 

        

 

 

        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/2

01_GSM 850_GPRS (3 Tx slots)_Right Cheek_0mm_Ch189

Communication System: UID 0, GSM850 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.934 S/m; ε = 41.159; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.996 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.46 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 0.970 W/kg
SAR(1 g) = 0.579 W/kg; SAR(10 g) = 0.414 W/kg
Maximum value of SAR (measured) = 0.775 W/kg

0 dB = 0.775 W/kg = -1.11 dBW/kg



        

 

 

        

 

 

        

 

 

 

        

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/2

02_WCDMA V_RMC 12.2Kbps_Right Cheek_0mm_Ch4182

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.934 S/m; ε = 41.159; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.952 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.58 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.966 W/kg
SAR(1 g) = 0.555 W/kg; SAR(10 g) = 0.424 W/kg
Maximum value of SAR (measured) = 0.763 W/kg

0 dB = 0.763 W/kg = -1.17 dBW/kg



        

 

 

        

 

 

        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/2

03_LTE Band 5_10M_QPSK_1RB_0Offset_Right Cheek_0mm_Ch20525

Communication System: UID 0, LTE-FDD (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used : f = 836.5 MHz; σ = 0.934 S/m; ε = 41.159; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.921 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 29.15 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.964 W/kg
SAR(1 g) = 0.593 W/kg; SAR(10 g) = 0.399 W/kg
Maximum value of SAR (measured) = 0.769 W/kg

0 dB = 0.769 W/kg = -1.14 dBW/kg



        

 

 

        

 

 

        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/2

04_FR1 n5_20M_QPSK_1RB_1Offset_Right Cheek_0mm_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.5 MHz; σ = 0.934 S/m; ε = 41.159; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x91x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.38 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 36.49 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.34 W/kg
SAR(1 g) = 0.710 W/kg; SAR(10 g) = 0.579 W/kg
Maximum value of SAR (measured) = 1.12 W/kg

0 dB = 1.12 W/kg = 0.49 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/4

05_WCDMA IV_RMC 12.2Kbps_Right Cheek_0mm_Ch1413

Communication System: UID 0, WCDMA (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.341 S/m; ε = 40.041; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.14 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 25.85 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.58 W/kg
SAR(1 g) = 0.658 W/kg; SAR(10 g) = 0.334 W/kg
Maximum value of SAR (measured) = 1.29 W/kg

0 dB = 1.29 W/kg = 1.11 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/4

06_LTE Band 4_20M_QPSK_50RB_0Offset_Right Tilted_0mm_Ch20050

Communication System: UID 0, LTE-FDD (0); Frequency: 1720 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1720 MHz; σ = 1.341 S/m; ε = 40.041; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.12 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.17 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.746 W/kg; SAR(10 g) = 0.363 W/kg
Maximum value of SAR (measured) = 1.19 W/kg

0 dB = 1.19 W/kg = 0.76 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/7

07_GSM1900_GPRS (3 Tx slots)_Right Cheek_0mm_Ch661

Communication System: UID 0, PCS (0); Frequency: 1880 MHz;Duty Cycle: 1:2.77
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.42 S/m; ε = 39.809; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.02 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.29 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.24 W/kg
SAR(1 g) = 0.632 W/kg; SAR(10 g) = 0.325 W/kg
Maximum value of SAR (measured) = 1.01 W/kg

0 dB = 1.01 W/kg = 0.04 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/7

08_WCDMA II_RMC 12.2Kbps_Right Cheek_0mm_Ch9400

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.42 S/m; ε = 39.809; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.06 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.943 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 1.29 W/kg
SAR(1 g) = 0.649 W/kg; SAR(10 g) = 0.337 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg = 0.25 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/7

09_LTE Band 2_20M_QPSK_1RB_0Offset_Right Cheek_0mm_Ch18900

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.42 S/m; ε = 39.809; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.991 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 10.13 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 1.21 W/kg
SAR(1 g) = 0.630 W/kg; SAR(10 g) = 0.330 W/kg
Maximum value of SAR (measured) = 0.991 W/kg

0 dB = 0.991 W/kg = -0.04 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/11

10_LTE Band 7_20M_QPSK_50RB_0Offset_Right Cheek_0mm_Ch21100

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.957 S/m; ε = 40.673; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.33 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 7.130 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 1.62 W/kg
SAR(1 g) = 0.739 W/kg; SAR(10 g) = 0.349 W/kg
Maximum value of SAR (measured) = 1.25 W/kg

0 dB = 1.25 W/kg = 0.97 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/11

11_LTE Band 38_20M_QPSK_1RB_0Offset_Right Cheek_0mm_Ch38000

Communication System: UID 0, LTE-TDD (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 2.004 S/m; ε = 40.58; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.08 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 14.96 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.19 W/kg
SAR(1 g) = 0.655 W/kg; SAR(10 g) = 0.339 W/kg
Maximum value of SAR (measured) = 0.956 W/kg

0 dB = 0.956 W/kg = -0.20 dBW/kg



        

   
 
 
 
 

 

 
 

        

 

 
 

        

 

 
 

        

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/11

12_LTE Band 41_20M_QPSK_100RB_0Offset_Right Cheek_0mm_Ch41490

Communication System: UID 0, LTE-TDD (0); Frequency: 2680 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2680 MHz; σ = 2.074 S/m; ε = 40.429; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x141x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.36 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 5.141 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 1.92 W/kg
SAR(1 g) = 0.816 W/kg; SAR(10 g) = 0.331 W/kg
Maximum value of SAR (measured) = 1.39 W/kg

0 dB = 1.39 W/kg = 1.43 dBW/kg



        

 

 

        

 

 

        

 

 

        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/11

13_FR1 n7_50M_QPSK_1RB_1Offset_Right Cheek_0mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.957 S/m; ε = 40.673; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.823 W/kg

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 20.02 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.972 W/kg
SAR(1 g) = 0.523 W/kg; SAR(10 g) = 0.284 W/kg
Maximum value of SAR (measured) = 0.777 W/kg

0 dB = 0.777 W/kg = -1.10 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/11

14_FR1 n38_40M_QPSK_50RB_28Offset_Right Cheek_0mm_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 2.004 S/m; ε = 40.58; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.10 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.609 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.75 W/kg
SAR(1 g) = 0.735 W/kg; SAR(10 g) = 0.311 W/kg
Maximum value of SAR (measured) = 1.32 W/kg

0 dB = 1.32 W/kg = 1.21 dBW/kg



        

 

 

        

 

 

        

 

 

        

 

 

        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/11

15_FR1 n41_100M_QPSK_1RB_137Offset_Right Cheek_0mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 2.003 S/m; ε = 40.574; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x111x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.564 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 15.94 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 0.692 W/kg
SAR(1 g) = 0.565 W/kg; SAR(10 g) = 0.276 W/kg
Maximum value of SAR (measured) = 0.548 W/kg

0 dB = 0.548 W/kg = -2.61 dBW/kg



       

   
 
 
 
 

 

 

       

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/12

16_FR1 n77_100M_QPSK_135RB_69Offset_Right Cheek_0mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.849 S/m; ε = 38.604; ρ =r

31000 kg/m

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x171x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.20 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 11.41 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.46 W/kg
SAR(1 g) = 0.675 W/kg; SAR(10 g) = 0.329 W/kg
Maximum value of SAR (measured) = 1.12 W/kg

0 dB = 1.12 W/kg = 0.49 dBW/kg



       

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/12

17_FR1 n78_100M_QPSK_1RB_137Offset_Right Tilted_0mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.849 S/m; ε = 38.604; ρ =r

31000 kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x171x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.32 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 11.65 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.29 W/kg
SAR(1 g) = 0.680 W/kg; SAR(10 g) = 0.293 W/kg
Maximum value of SAR (measured) = 1.11 W/kg

0 dB = 1.11 W/kg = 0.45 dBW/kg



 
        

   
 
 
 
 

 

 

 
        

 

 

 
        

 

 

 
        

 

 

 

 
        

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/10

18_WLAN2.4GHz_802.11b 1Mbps_Left Cheek_0mm_Ch1

Communication System: UID 0, WLAN2.4GHz (0); Frequency: 2412 MHz;Duty Cycle: 1:1.007 
Medium: HSL_2450 Medium parameters used: f = 2412 MHz; σ = 1.899 S/m; ε = 40.807; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.10 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 16.69 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.28 W/kg
SAR(1 g) = 0.759 W/kg; SAR(10 g) = 0.421 W/kg
Maximum value of SAR (measured) = 1.09 W/kg

0 dB = 1.09 W/kg = 0.37 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/10

19_Bluetooth_1Mbps_Left Tilted_0mm_Ch78

Communication System: UID 0, Bluetooth (0); Frequency: 2480 MHz;Duty Cycle: 1:1.302
Medium: HSL_2450 Medium parameters used: f = 2480 MHz; σ = 1.914 S/m; ε = 40.758; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.29, 8.29, 8.29); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x151x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.273 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.190 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.313 W/kg
SAR(1 g) = 0.159 W/kg; SAR(10 g) = 0.079 W/kg
Maximum value of SAR (measured) = 0.232 W/kg

0 dB = 0.232 W/kg = -6.35 dBW/kg



 
        

   
 
 
 
 

 

 
 

 
        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/13

20_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ch58

Communication System: UID 0, WLAN5GHz (0); Frequency: 5290 MHz;Duty Cycle: 1:1.134 
Medium: HSL_5000 Medium parameters used: f = 5290 MHz; σ = 4.682 S/m; ε = 35.824; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(6.07, 6.07, 6.07); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (121x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.994 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.603 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 2.06 W/kg
SAR(1 g) = 0.483 W/kg; SAR(10 g) = 0.141 W/kg
Maximum value of SAR (measured) = 1.27 W/kg

0 dB = 1.27 W/kg = 1.04 dBW/kg



 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/13

21_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ch138

Communication System: UID 0, WLAN5GHz (0); Frequency: 5690 MHz;Duty Cycle: 1:1.134 
Medium: HSL_5000 Medium parameters used: f = 5690 MHz; σ = 5.114 S/m; ε = 35.217; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.3, 5.3, 5.3); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (121x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.975 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 6.175 V/m; Power Drift = 0.13 dB
Peak SAR (extrapolated) = 2.08 W/kg
SAR(1 g) = 0.436 W/kg; SAR(10 g) = 0.114 W/kg
Maximum value of SAR (measured) = 1.22 W/kg

0 dB = 1.22 W/kg = 0.86 dBW/kg



 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 
        

   
 
 
 
 

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/13

22_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ch155

Communication System: UID 0, WLAN5GHz (0); Frequency: 5775 MHz;Duty Cycle: 1:1.134 
Medium: HSL_5000 Medium parameters used: f = 5775 MHz; σ = 5.192 S/m; ε = 35.1; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(5.49, 5.49, 5.49); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (121x181x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.61 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 1.268 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 2.83 W/kg
SAR(1 g) = 0.583 W/kg; SAR(10 g) = 0.162 W/kg
Maximum value of SAR (measured) = 1.67 W/kg

0 dB = 1.67 W/kg = 2.23 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

23_GSM850_GPRS (3 Tx slots)_Back_10mm_Ch189

Communication System: UID 0, GSM850 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.944 S/m; ε = 41.256; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.298 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.669 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.345 W/kg
SAR(1 g) = 0.251 W/kg; SAR(10 g) = 0.150 W/kg
Maximum value of SAR (measured) = 0.277 W/kg

0 dB = 0.277 W/kg = -5.58 dBW/kg



        

   
 
 
 
 

 

 
 

        

 

 
 

 

        

 

 
 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

24_WCDMA V_RMC 12.2Kbps_Back_10mm_Ch4182

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.944 S/m; ε = 41.256; ρ = 1000r

3kg/m

Ambient Temperature：23.0 ℃;  Liquid Temperature：22.0 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x141x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.460 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.13 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.547 W/kg
SAR(1 g) = 0.259 W/kg; SAR(10 g) = 0.178 W/kg
Maximum value of SAR (measured) = 0.451 W/kg

0 dB = 0.451 W/kg = -3.46 dBW/kg



        

 

 
 

        

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

25_LTE Band 5_10M_QPSK_25RB_0Offset_Back_10mm_Ch20525

Communication System: UID 0, LTE-FDD (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.5 MHz; σ = 0.944 S/m; ε = 41.255; ρ = 1000r

3kg/m

Ambient Temperature：23.0 ℃;  Liquid Temperature：22.0 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.403 W/kg

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.65 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 0.494 W/kg
SAR(1 g) = 0.289 W/kg; SAR(10 g) = 0.214 W/kg
Maximum value of SAR (measured) = 0.385 W/kg

0 dB = 0.385 W/kg = -4.15 dBW/kg



        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/14

26_FR1 n5_20M_QPSK_25RB_13Offset_Back_10mm_Ch167300

Communication System: UID 0, 5G NR (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_835 Medium parameters used: f = 836.5 MHz; σ = 0.944 S/m; ε = 41.255; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(10.57, 10.57, 10.57); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x131x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.488 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 23.11 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 0.645 W/kg
SAR(1 g) = 0.317 W/kg; SAR(10 g) = 0.186 W/kg
Maximum value of SAR (measured) = 0.527 W/kg

0 dB = 0.527 W/kg = -2.78 dBW/kg



        

 

 

        

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

27_WCDMA IV_RMC 12.2Kbps_Bottom Side_10mm_Ch1413

Communication System: UID 0, WCDMA (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.808 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.94 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.947 W/kg
SAR(1 g) = 0.521 W/kg; SAR(10 g) = 0.277 W/kg
Maximum value of SAR (measured) = 0.794 W/kg

0 dB = 0.794 W/kg = -1.00 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/15

28_LTE Band 4_20M_QPSK_50RB_0Offset_Top Side_10mm_Ch20175

Communication System: UID 0, LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(9.22, 9.22, 9.22); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.432 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 6.108 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.893 W/kg
SAR(1 g) = 0.468 W/kg; SAR(10 g) = 0.232 W/kg
Maximum value of SAR (measured) = 0.719 W/kg

0 dB = 0.719 W/kg = -1.43 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

29_GSM1900_GPRS (3 Tx slots)_Bottom Side_10mm_Ch661

Communication System: UID 0, PCS (0); Frequency: 1880 MHz;Duty Cycle: 1:2.77
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.481 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.790 V/m; Power Drift = -0.10 dB
Peak SAR (extrapolated) = 0.569 W/kg
SAR(1 g) = 0.333 W/kg; SAR(10 g) = 0.187 W/kg
Maximum value of SAR (measured) = 0.484 W/kg

0 dB = 0.484 W/kg = -3.15 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

30_WCDMA II_RMC 12.2Kbps_Bottom Side_10mm_Ch9400

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.27 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 12.38 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.45 W/kg
SAR(1 g) = 0.932 W/kg; SAR(10 g) = 0.464 W/kg
Maximum value of SAR (measured) = 1.22 W/kg

0 dB = 1.22 W/kg = 0.86 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/16

31_LTE Band 2_20M_QPSK_1RB_0Offset_Bottom Side_10mm_Ch18900

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.447 S/m; ε = 40.054; ρ = 1000r

3kg/m

Ambient Temperature：23.1 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.8, 8.8, 8.8); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.997 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.170 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.18 W/kg
SAR(1 g) = 0.665 W/kg; SAR(10 g) = 0.373 W/kg
Maximum value of SAR (measured) = 0.985 W/kg

0 dB = 0.985 W/kg = -0.07 dBW/kg



        

   
 
 
 
 

 

 

        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

32_LTE Band 7_20M_QPSK_50RB_0Offset_Back_10mm_Ch21100

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; ε = 39.062; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.863 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 12.07 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 1.03 W/kg
SAR(1 g) = 0.499 W/kg; SAR(10 g) = 0.237 W/kg
Maximum value of SAR (measured) = 0.827 W/kg

0 dB = 0.827 W/kg = -0.82 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

33_LTE Band 38_20M_QPSK_1RB_0Offset_Back_10mm_Ch38000

Communication System: UID 0, LTE-TDD (0); Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.978 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.467 W/kg

Zoom Scan (9x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 16.05 V/m; Power Drift = -0.14 dB
Peak SAR (extrapolated) = 0.581 W/kg
SAR(1 g) = 0.317 W/kg; SAR(10 g) = 0.152 W/kg
Maximum value of SAR (measured) = 0.476 W/kg

0 dB = 0.476 W/kg = -3.22 dBW/kg



        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

34_LTE Band 41_20M_QPSK_50RB_0Offset_Back_10mm_Ch41490

Communication System: UID 0, LTE-TDD (0); Frequency: 2680 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2680 MHz; σ = 1.976 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.736 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 20.05 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 0.993 W/kg
SAR(1 g) = 0.548 W/kg; SAR(10 g) = 0.226 W/kg
Maximum value of SAR (measured) = 0.776 W/kg

0 dB = 0.776 W/kg = -1.10 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

35_FR1 n7_50M_QPSK_64RB_35Offset_Back_10mm_Ch507000

Communication System: UID 0, 5G NR (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.911 S/m; ε = 39.062; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.677 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 10.47 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.811 W/kg
SAR(1 g) = 0.392 W/kg; SAR(10 g) = 0.184 W/kg
Maximum value of SAR (measured) = 0.639 W/kg

0 dB = 0.639 W/kg = -1.94 dBW/kg



        

   
 
 
 
 

 

 
 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

36_FR1 n38_40M_QPSK_50RB_28Offset_Back_10mm_Ch519000

Communication System: UID 0, 5G NR (0); Frequency: 2595 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2595 MHz; σ = 1.978 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x171x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.828 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 20.07 V/m; Power Drift = -0.07 dB
Peak SAR (extrapolated) = 1.07 W/kg
SAR(1 g) = 0.471 W/kg; SAR(10 g) = 0.221 W/kg
Maximum value of SAR (measured) = 0.821 W/kg

0 dB = 0.821 W/kg = -0.86 dBW/kg



        

   
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/18

37_FR1 n41_100M_QPSK_135RB_69Offset_Back_10mm_Ch518598

Communication System: UID 0, 5G NR (0); Frequency: 2592.99 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2593 MHz; σ = 1.976 S/m; ε = 39.076; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(8.02, 8.02, 8.02); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.869 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 13.28 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 1.05 W/kg
SAR(1 g) = 0.515 W/kg; SAR(10 g) = 0.239 W/kg
Maximum value of SAR (measured) = 0.832 W/kg

0 dB = 0.832 W/kg = -0.80 dBW/kg



        

 
 
 
 
 

 

 

        

 
 
 
 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2022/4/19

38_FR1 n77_100M_QPSK_1RB_137Offset_Left Side_10mm_Ch633334

Communication System: UID 0, 5G NR (0); Frequency: 3500.01 MHz;Duty Cycle: 1:1
Medium: HSL_3500 Medium parameters used: f = 3500.01 MHz; σ = 2.879 S/m; ε = 38.5; ρ = 1000r

3kg/m

Ambient Temperature：23.2 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7706; ConvF(7.55, 7.55, 7.55); Calibrated: 2022/1/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1303; Calibrated: 2021/6/18
- Phantom: SAM Twin Phantom; Type: SAM Twin; Serial: TP-2024
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x201x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.547 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 0.5640 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 0.752 W/kg
SAR(1 g) = 0.291 W/kg; SAR(10 g) = 0.110 W/kg
Maximum value of SAR (measured) = 0.554 W/kg

0 dB = 0.554 W/kg = -2.56 dBW/kg




