
 

 

  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.19

12_WLAN5GHz_802.11n-HT40 MCS0_Left Tilted_0mm_Ant 3_Ch54

Communication System: UID 0, 802.11n (0); Frequency: 5270 MHz;Duty Cycle: 1:1.079
Medium: HSL_5000 Medium parameters used: f = 5270 MHz; σ = 4.622 S/m; εr = 36.391; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.24, 5.24, 5.24); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.585 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 5.281 V/m; Power Drift = -0.04 dB
Peak SAR (extrapolated) = 1.28 W/kg
SAR(1 g) = 0.296 W/kg; SAR(10 g) = 0.077 W/kg
Maximum value of SAR (measured) = 0.807 W/kg

0 dB = 0.807 W/kg = -0.93 dBW/kg



 

 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.22

13_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ant 3_Ch122

Communication System: UID 0, 802.11ac (0); Frequency: 5610 MHz;Duty Cycle: 1:1.134 
Medium: HSL_5000 Medium parameters used: f = 5610 MHz; σ = 5 S/m; εr = 35.806; ρ = 1000

3kg/m
Ambient Temperature：23.1 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.65, 4.65, 4.65); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.892 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm
Reference Value = 10.52 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 1.97 W/kg
SAR(1 g) = 0.429 W/kg; SAR(10 g) = 0.109 W/kg
Maximum value of SAR (measured) = 1.18 W/kg

0 dB = 1.18 W/kg = 0.72 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.22

14_WLAN5GHz_802.11ac-VHT80 MCS0_Left Tilted_0mm_Ant 3_Ch155

Communication System: UID 0, 802.11ac (0); Frequency: 5775 MHz;Duty Cycle: 1:1.134
Medium: HSL_5000 Medium parameters used: f = 5775 MHz; σ = 5.195 S/m; εr = 35.561; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.69, 4.69, 4.69); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.812 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 10.44 V/m; Power Drift = -0.06 dB
Peak SAR (extrapolated) = 1.90 W/kg
SAR(1 g) = 0.387 W/kg; SAR(10 g) = 0.102 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg = 0.25 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.15

15_Bluetooth_1Mbps_Left Cheek_0mm_Ant 3_Ch0

 
 

Communication System: UID 0, Bluetooth (0); Frequency: 2402 MHz;Duty Cycle: 1:1.30
Medium: HSL_2450 Medium parameters used: f = 2402 MHz; σ = 1.802 S/m; εr = 38.736; ρ = 
1000 kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.57, 7.57, 7.57); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.112 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 2.868 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.147 W/kg
SAR(1 g) = 0.053 W/kg; SAR(10 g) = 0.026 W/kg
Maximum value of SAR (measured) = 0.0965 W/kg

0 dB = 0.0688 W/kg = -11.62 dBW/kg



 
 

 

 

 

 

 

  

 
 

 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.25

16_GSM 850_GPRS 3 Tx slots_Back_10mm_Ant 1_Ch189

Communication System: UID 0, GSM850 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77 
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.914 S/m; εr = 40.818; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(10.05, 10.05, 10.05); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.370 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.27 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.456 W/kg
SAR(1 g) = 0.242 W/kg; SAR(10 g) = 0.140 W/kg
Maximum value of SAR (measured) = 0.375 W/kg

0 dB = 0.375 W/kg = -4.26 dBW/kg



 

 

 

 

 

 

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.2

17_GSM 1900_GPRS 4 Tx slots_Top Side_10mm_Ant 2_Ch661

Communication System: UID 0, PCS (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 39.641; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.22, 8.22, 8.22); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 1.11 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 21.72 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 1.27 W/kg
SAR(1 g) = 0.681 W/kg; SAR(10 g) = 0.332 W/kg
Maximum value of SAR (measured) = 1.05 W/kg

0 dB = 1.05 W/kg = 0.21 dBW/kg



 
 

 

 

 
 

 

 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.25

18_WCDMA V_RMC 12.2Kbps_Back_10mm_Ant 1_Ch4182

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1 
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.914 S/m; εr = 40.818; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(10.05, 10.05, 10.05); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.255 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.13 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.330 W/kg
SAR(1 g) = 0.176 W/kg; SAR(10 g) = 0.104 W/kg
Maximum value of SAR (measured) = 0.272 W/kg

0 dB = 0.272 W/kg = -5.65 dBW/kg



 
 

 

 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.28

19_WCDMA IV_RMC 12.2Kbps_Bottom Side_10mm_Ant 1_Ch1413

Communication System: UID 0, WCDMA (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1 
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; εr = 40.452; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.41, 8.41, 8.41); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.493 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.64 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.542 W/kg
SAR(1 g) = 0.303 W/kg; SAR(10 g) = 0.161 W/kg
Maximum value of SAR (measured) = 0.458 W/kg

0 dB = 0.458 W/kg = -3.39 dBW/kg



 
 

 

 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.2

20_WCDMA II_RMC 12.2Kbps_Bottom Side_10mm_Ant 1_Ch9400

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 39.641; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.22, 8.22, 8.22); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.757 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 20.87 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 0.844 W/kg
SAR(1 g) = 0.485 W/kg; SAR(10 g) = 0.266 W/kg
Maximum value of SAR (measured) = 0.718 W/kg

0 dB = 0.718 W/kg = -1.44 dBW/kg



 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.25

21_LTE Band 5_10M_QPSK_25RB_0Offset_Bottom Side_10mm_Ant 1_Ch20525

Communication System: UID 0, LTE-FDD (0); Frequency: 836.5 MHz;Duty Cycle: 1:1
Medium: HSL_850 Medium parameters used: f = 836.5 MHz; σ = 0.914 S/m; εr = 40.817; ρ = 1000

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(10.05, 10.05, 10.05); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.306 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.15 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.404 W/kg
SAR(1 g) = 0.179 W/kg; SAR(10 g) = 0.093 W/kg
Maximum value of SAR (measured) = 0.310 W/kg

0 dB = 0.310 W/kg = -5.09 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.28

22_LTE Band 4_20M_QPSK_1RB_0Offset_Bottom Side_10mm_Ant 1_Ch20175

Communication System: UID 0, LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; εr = 40.452; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.41, 8.41, 8.41); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x81x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.462 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 15.36 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.513 W/kg
SAR(1 g) = 0.284 W/kg; SAR(10 g) = 0.149 W/kg
Maximum value of SAR (measured) = 0.432 W/kg

0 dB = 0.432 W/kg = -3.65 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.2

23_LTE Band 2_20M_QPSK_1RB_0Offset_Top Side_19mm_Ant 2_Ch18900

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 39.641; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.22, 8.22, 8.22); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (41x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.991 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 22.64 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.09 W/kg
SAR(1 g) = 0.708 W/kg; SAR(10 g) = 0.434 W/kg
Maximum value of SAR (measured) = 0.960 W/kg

0 dB = 0.960 W/kg = -0.18 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.6

24_LTE Band 7_20M_QPSK_1RB_0Offset_Top Side_10mm_Ant 2_Ch21100

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1 
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.871 S/m; εr = 38.554; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.31, 7.31, 7.31); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 1.03 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 17.63 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 1.32 W/kg
SAR(1 g) = 0.600 W/kg; SAR(10 g) = 0.254 W/kg
Maximum value of SAR (measured) = 1.06 W/kg

0 dB = 1.06 W/kg = 0.25 dBW/kg



 
 

 

 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.6

25_LTE Band 41_20M_QPSK_1RB_0Offset_Top Side_10mm_Ant 2_Ch40670

Communication System: UID 0, LTE-TDD (0); Frequency: 2598 MHz;Duty Cycle: 1:1.59 
Medium: HSL_2600 Medium parameters used: f = 2598 MHz; σ = 1.924 S/m; εr = 38.332; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.31, 7.31, 7.31); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (51x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.829 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 16.96 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 1.04 W/kg
SAR(1 g) = 0.467 W/kg; SAR(10 g) = 0.196 W/kg
Maximum value of SAR (measured) = 0.827 W/kg

0 dB = 0.827 W/kg = -0.82 dBW/kg



 
 

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.4

26_WLAN2.4GHz_802.11b 1Mbps_Back_10mm_Ant 3_Ch11

Communication System: UID 0, 802.11b (0); Frequency: 2462 MHz;Duty Cycle: 1:1 
Medium: HSL_2450 Medium parameters used: f = 2462 MHz; σ = 1.82 S/m; εr = 38.579; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.57, 7.57, 7.57); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.265 W/kg

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.152 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.305 W/kg
SAR(1 g) = 0.148 W/kg; SAR(10 g) = 0.077 W/kg
Maximum value of SAR (measured) = 0.242 W/kg

0 dB = 0.242 W/kg = -6.16 dBW/kg



 
 

 

  

 

 
 

 

  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.8

27_WLAN5GHz_802.11n-HT40 MCS0_Top Side_10mm_Ant 3_Ch46

Communication System: UID 0, 802.11n (0); Frequency: 5230 MHz;Duty Cycle: 1:1.079 
Medium: HSL_5000 Medium parameters used: f = 5230 MHz; σ = 4.54 S/m; εr = 35.495; ρ =

31000 kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.24, 5.24, 5.24); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.44 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 10.22 V/m; Power Drift = 0.07 dB
Peak SAR (extrapolated) = 2.15 W/kg
SAR(1 g) = 0.614 W/kg; SAR(10 g) = 0.215 W/kg
Maximum value of SAR (measured) = 1.39 W/kg

0 dB = 1.39 W/kg = 1.43 dBW/kg



 

 

  

 

 

  

 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.9

28_WLAN5GHz_802.11ac-VHT80 MCS0_Top Side_10mm_Ant 3_Ch155

Communication System: UID 0, 802.11ac (0); Frequency: 5775 MHz;Duty Cycle: 1:1.134
Medium: HSL_5000 Medium parameters used: f = 5775 MHz; σ = 5.195 S/m; εr = 35.561; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.69, 4.69, 4.69); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.63 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 9.989 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 2.74 W/kg
SAR(1 g) = 0.607 W/kg; SAR(10 g) = 0.202 W/kg
Maximum value of SAR (measured) = 1.63 W/kg

0 dB = 1.63 W/kg = 2.12 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.4

29_Bluetooth_1Mbps_Back_10mm_Ant 3_Ch0

Communication System: UID 0, Bluetooth (0); Frequency: 2402 MHz;Duty Cycle: 1:1.30 
Medium: HSL_2450 Medium parameters used: f = 2402 MHz; σ = 1.786 S/m; εr = 38.679; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.57, 7.57, 7.57); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0157 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.613 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.0220 W/kg
SAR(1 g) = 0.010 W/kg; SAR(10 g) = 0.005 W/kg
Maximum value of SAR (measured) = 0.0163 W/kg

0 dB = 0.0163 W/kg = -17.88 dBW/kg



 
 

 

 

 

 

 

  

 
 

 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.25

30_GSM 850_GPRS 3 Tx slots_Back_10mm_Ant 1_Ch189

Communication System: UID 0, GSM850 (0); Frequency: 836.4 MHz;Duty Cycle: 1:2.77 
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.914 S/m; εr = 40.818; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(10.05, 10.05, 10.05); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.370 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.27 V/m; Power Drift = 0.10 dB
Peak SAR (extrapolated) = 0.456 W/kg
SAR(1 g) = 0.242 W/kg; SAR(10 g) = 0.140 W/kg
Maximum value of SAR (measured) = 0.375 W/kg

0 dB = 0.375 W/kg = -4.26 dBW/kg



 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.2

31_GSM1900_GPRS 4 Tx slots_Back_10mm_Ant 2_Ch661

Communication System: UID 0, PCS (0); Frequency: 1880 MHz;Duty Cycle: 1:2.08
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 39.641; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.22, 8.22, 8.22); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

 

 

 

Area Scan (81x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm 
Maximum value of SAR (interpolated) = 0.764 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.520 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.04 W/kg
SAR(1 g) = 0.675 W/kg; SAR(10 g) = 0.350 W/kg
Maximum value of SAR (measured) = 0.862 W/kg

0 dB = 0.862 W/kg = -0.64 dBW/kg



 
 

 

 

 
 

 

 

 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.25

32_WCDMA V_RMC 12.2Kbps_Back_10mm_Ant 1_Ch4182

Communication System: UID 0, WCDMA (0); Frequency: 836.4 MHz;Duty Cycle: 1:1 
Medium: HSL_835 Medium parameters used: f = 836.4 MHz; σ = 0.914 S/m; εr = 40.818; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(10.05, 10.05, 10.05); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (81x121x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.255 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.13 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.330 W/kg
SAR(1 g) = 0.176 W/kg; SAR(10 g) = 0.104 W/kg
Maximum value of SAR (measured) = 0.272 W/kg

0 dB = 0.272 W/kg = -5.65 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.28

33_WCDMA IV_RMC 12.2Kbps_Back_10mm_Ant 1_Ch1413

Communication System: UID 0, WCDMA (0); Frequency: 1732.6 MHz;Duty Cycle: 1:1 
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; εr = 40.452; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.41, 8.41, 8.41); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.268 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 3.071 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 0.358 W/kg
SAR(1 g) = 0.207 W/kg; SAR(10 g) = 0.114 W/kg
Maximum value of SAR (measured) = 0.309 W/kg

0 dB = 0.309 W/kg = -5.10 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.2

34_WCDMA II_RMC 12.2Kbps_Front_15mm_Ant 2_DSI 2_Ch9400

Communication System: UID 0, WCDMA (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; εr = 39.641; ρ = 1000 

kg/m3

Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.22, 8.22, 8.22); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.561 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 5.951 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.784 W/kg
SAR(1 g) = 0.440 W/kg; SAR(10 g) = 0.267 W/kg
Maximum value of SAR (measured) = 0.580 W/kg

0 dB = 0.580 W/kg = -2.37 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.25

35_LTE Band 5_10M_QPSK_25RB_0Offset_Back_10mm_Ant 2_Ch20525

Communication System: UID 0, LTE-FDD (0); Frequency: 836.5 MHz;Duty Cycle: 1:1 
Medium: HSL_850 Medium parameters used: f = 836.5 MHz; σ = 0.914 S/m; εr = 40.817; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(10.05, 10.05, 10.05); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.207 W/kg

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 13.88 V/m; Power Drift = -0.17 dB
Peak SAR (extrapolated) = 0.230 W/kg
SAR(1 g) = 0.164 W/kg; SAR(10 g) = 0.119 W/kg
Maximum value of SAR (measured) = 0.206 W/kg

0 dB = 0.206 W/kg = -6.86 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.2.28

36_LTE Band 4_20M_QPSK_1RB_0Offset_Front_15mm_Ant 2_Ch20175

        

   
 
 
 
 

 

 

Communication System: UID 0, LTE-FDD (0); Frequency: 1732.5 MHz;Duty Cycle: 1:1
Medium: HSL_1750 Medium parameters used: f = 1733 MHz; σ = 1.333 S/m; ε = 40.452; ρ = 1000r

3kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.41, 8.41, 8.41); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.319 W/kg

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 4.738 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 0.454 W/kg
SAR(1 g) = 0.249 W/kg; SAR(10 g) = 0.166 W/kg
Maximum value of SAR (measured) = 0.340 W/kg

0 dB = 0.340 W/kg = -4.69 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.2

37_LTE Band 2_20M_QPSK_1RB_0Offset_Front_15mm_Ant 2_Ch18900

Communication System: UID 0, LTE-FDD (0); Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL_1900 Medium parameters used: f = 1880 MHz; σ = 1.439 S/m; ε = 39.641; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(8.22, 8.22, 8.22); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (71x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.786 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 7.325 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 1.14 W/kg
SAR(1 g) = 0.531 W/kg; SAR(10 g) = 0.335 W/kg
Maximum value of SAR (measured) = 0.833 W/kg

0 dB = 0.833 W/kg = -0.79 dBW/kg



Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.6

38_LTE Band 7_20M_QPSK_1RB_0Offset_Front_15mm_Ant 1_Ch21100

Communication System: UID 0, LTE-FDD (0); Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL_2600 Medium parameters used: f = 2535 MHz; σ = 1.871 S/m; ε = 38.554; ρ = 1000r

3kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.31, 7.31, 7.31); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.459 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.796 V/m; Power Drift = 0.08 dB
Peak SAR (extrapolated) = 0.545 W/kg
SAR(1 g) = 0.306 W/kg; SAR(10 g) = 0.165 W/kg
Maximum value of SAR (measured) = 0.447 W/kg

0 dB = 0.447 W/kg = -3.50 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.6

39_LTE Band 41_20M_QPSK_50RB_0Offset_Front_10mm_Ant 1_Ch40670

Communication System: UID 0, LTE-TDD (0); Frequency: 2598 MHz;Duty Cycle: 1:1.59
Medium: HSL_2600 Medium parameters used: f = 2598 MHz; σ = 1.924 S/m; εr = 38.332; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.7 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.31, 7.31, 7.31); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.336 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 4.782 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 0.425 W/kg
SAR(1 g) = 0.213 W/kg; SAR(10 g) = 0.109 W/kg
Maximum value of SAR (measured) = 0.338 W/kg

0 dB = 0.338 W/kg = -4.71 dBW/kg



 
 

 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.4

40_WLAN2.4GHz_802.11b 1Mbps_Back_10mm_Ant 3_Ch11

Communication System: UID 0, 802.11b (0); Frequency: 2462 MHz;Duty Cycle: 1:1 
Medium: HSL_2450 Medium parameters used: f = 2462 MHz; σ = 1.82 S/m; εr = 38.579; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.57, 7.57, 7.57); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.265 W/kg

Zoom Scan (7x8x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 6.152 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 0.305 W/kg
SAR(1 g) = 0.148 W/kg; SAR(10 g) = 0.077 W/kg
Maximum value of SAR (measured) = 0.242 W/kg

0 dB = 0.242 W/kg = -6.16 dBW/kg



 

 

  

 

 

  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.8

41_WLAN5GHz_802.11n-HT40 MCS0_Back_10mm_Ant 3_Ch54

Communication System: UID 0, 802.11n (0); Frequency: 5270 MHz;Duty Cycle: 1:1.079
Medium: HSL_5000 Medium parameters used: f = 5270 MHz; σ = 4.593 S/m; εr = 35.442; ρ =

31000 kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.24, 5.24, 5.24); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.875 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 1.369 V/m; Power Drift = -0.05 dB
Peak SAR (extrapolated) = 1.34 W/kg
SAR(1 g) = 0.426 W/kg; SAR(10 g) = 0.161 W/kg
Maximum value of SAR (measured) = 0.904 W/kg

0 dB = 0.904 W/kg = -0.44 dBW/kg



 

 

  

 

 

  

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.9

42_WLAN5GHz_802.11ac-VHT80 MCS0_Back_10mm_Ant 3_Ch122

Communication System: UID 0, 802.11ac (0); Frequency: 5610 MHz;Duty Cycle: 1:1.134
Medium: HSL_5000 Medium parameters used: f = 5610 MHz; σ = 4.962 S/m; εr = 34.819; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.65, 4.65, 4.65); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (111x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.892 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 1.194 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 1.42 W/kg
SAR(1 g) = 0.405 W/kg; SAR(10 g) = 0.151 W/kg
Maximum value of SAR (measured) = 0.903 W/kg

0 dB = 0.903 W/kg = -0.44 dBW/kg



 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.9

43_WLAN5GHz_802.11ac-VHT80 MCS0_Back_10mm_Ant 3_Ch155

Communication System: UID 0, 802.11ac (0); Frequency: 5775 MHz;Duty Cycle: 1:1.134
Medium: HSL_5000 Medium parameters used: f = 5775 MHz; σ = 5.164 S/m; εr = 34.561; ρ =

31000 kg/m
Ambient Temperature：23.3 ℃;  Liquid Temperature：22.8 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.69, 4.69, 4.69); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.789 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 1.095 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 1.29 W/kg
SAR(1 g) = 0.359 W/kg; SAR(10 g) = 0.131 W/kg
Maximum value of SAR (measured) = 0.818 W/kg

0 dB = 0.818 W/kg = -0.87 dBW/kg



 
 

 

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.4

44_Bluetooth_1Mbps_Back_10mm_Ant 3_Ch0

Communication System: UID 0, Bluetooth (0); Frequency: 2402 MHz;Duty Cycle: 1:1.30 
Medium: HSL_2450 Medium parameters used: f = 2402 MHz; σ = 1.786 S/m; εr = 38.679; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(7.57, 7.57, 7.57); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (91x161x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0157 W/kg

Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 1.613 V/m; Power Drift = 0.11 dB
Peak SAR (extrapolated) = 0.0220 W/kg
SAR(1 g) = 0.010 W/kg; SAR(10 g) = 0.005 W/kg
Maximum value of SAR (measured) = 0.0163 W/kg

0 dB = 0.0163 W/kg = -17.88 dBW/kg



 

 

  

 

 

 

  

 

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.8

45_WLAN5GHz_802.11n-HT40 MCS0_Top Side_0mm_Ant 3_Ch54

Communication System: UID 0, 802.11n (0); Frequency: 5270 MHz;Duty Cycle: 1:1.079 
Medium: HSL_5000 Medium parameters used: f = 5270 MHz; σ = 4.593 S/m; εr = 35.442; ρ =

31000 kg/m
Ambient Temperature：23.4 ℃;  Liquid Temperature：22.9 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(5.24, 5.24, 5.24); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 20.0 W/kg

Zoom Scan (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 18.38 V/m; Power Drift = -0.08 dB
Peak SAR (extrapolated) = 52.7 W/kg
SAR(1 g) = 5.6 W/kg; SAR(10 g) = 0.948 W/kg
Maximum value of SAR (measured) = 20.8 W/kg

0 dB = 20.8 W/kg = 13.18 dBW/kg



 

 

  

Test Laboratory: Sporton International Inc. SAR/HAC Testing Lab                      Date: 2021.3.9

46_WLAN5GHz_802.11ac-VHT80 MCS0_Top Side_0mm_Ant 3_Ch122

Communication System: UID 0, 802.11ac (0); Frequency: 5610 MHz;Duty Cycle: 1:1.134 
Medium: HSL_5000 Medium parameters used: f = 5610 MHz; σ = 4.962 S/m; εr = 34.819; ρ =

31000 kg/m
Ambient Temperature：23.2 ℃;  Liquid Temperature：22.6 ℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7592; ConvF(4.65, 4.65, 4.65); Calibrated: 2020.5.22
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn690; Calibrated: 2020.3.26
- Phantom: SAM1; Type: SAM; Serial: TP-1697
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7483)

Area Scan (61x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 35.2 W/kg

Zoom Scan (9x9x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm 
Reference Value = 22.57 V/m; Power Drift = -0.02 dB
Peak SAR (extrapolated) = 75.0 W/kg
SAR(1 g) = 8.11 W/kg; SAR(10 g) = 1.38 W/kg
Maximum value of SAR (measured) = 34.8 W/kg

0 dB = 34.8 W/kg = 15.42 dBW/kg
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Appendix C. DASY Calibration Certificate 
 

The DASY calibration certificates are shown as follows.
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D835V2, Serial No. 4d151 Extended Dipole Calibrations 

Referring to KDB 865664 D01 v01r02, if dipoles are verified in return loss (<-20dB, within 20% of prior 

calibration), and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and 

the calibration interval can be extended. 

835V2 – serial no. 4d151 

  835 Head 835 Body 

Date of 

Measurement 

Return-Loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

Return-Loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2019.3.27 -29.3   52.4   -2.6   -27.7   51.6   -3.9   

2020.3.26 -30.7 -0.05 49.0 3.44 -2.7 0.10 -24.9 0.10 50.6 0.94 -5.7 1.84 

 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.   
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Dipole Verification Data> D835V2, serial no. 4d151 

835MHz – Head 

 

835MHz – Body 
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D1750V2, Serial No. 1090 Extended Dipole Calibrations 

Referring to KDB 865664 D01 v01r02, if dipoles are verified in return loss (<-20dB, within 20% of prior 

calibration), and in impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and 

the calibration interval can be extended. 

1750V2 – serial no. 1090 

  1750 Head 1750 Body 

Date of 

Measurement 

Return-Loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

Return-Loss 

(dB) 

Delta 

(%) 

Real 

Impedance 

(ohm) 

Delta 

(ohm) 

Imaginary 

Impedance 

(ohm) 

Delta 

(ohm) 

2019.3.27 -29.2   47.5   -2.3   -23.2   43.9   -2.2   

2020.3.26 -29.8 -0.02 51.2 -3.66 -3.0 0.70 -25.0 -0.08 45.1 -1.22 -2.17 -0.02 

<Justification of the extended calibration> 

 

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration. 

Therefore the verification result should support extended calibration.   
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Dipole Verification Data> D1750V2, serial no. 1090 

1750MHz – Head 

 

1750MHz – Body 

 








