
Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/7

P80 N48_DFT-QPSK100M_Rear Face_1cm_Ch643332_1RB_OS137_Ant7

Communication System: NR; Frequency: 3649.98 MHz;Duty Cycle: 1:1
Medium: HSL3700_0807 Medium parameters used: f = 3650 MHz; σ = 2.936 S/m; εr = 38.886; ρ = 

1000 kg/m3

Ambient Temperature：23.6℃;  Liquid Temperature：22.4℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(7.18, 7.18, 7.18) @ 3649.98 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.31 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.201 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 2.25 W/kg
SAR(1 g) = 0.764 W/kg; SAR(10 g) = 0.324 W/kg
Smallest distance from peaks to all points 3 dB below = 7.6 mm
Ratio of SAR at M2 to SAR at M1 = 67.6%
Maximum value of SAR (measured) = 1.38 W/kg

0 dB = 1.38 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/7/30

P81 N66_DFT-QPSK40M_Bottom Side_1cm_Ch349000_1RB_OS107_Ant1

Communication System: NR; Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL1750_0730 Medium parameters used: f = 1745 MHz; σ = 1.409 S/m; εr = 39.393; ρ = 

1000 kg/m3

Ambient Temperature：23.7℃;  Liquid Temperature：22.5℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(9.2, 9.2, 9.2) @ 1745 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 0.934 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 16.46 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 1.31 W/kg
SAR(1 g) = 0.713 W/kg; SAR(10 g) = 0.357 W/kg
Smallest distance from peaks to all points 3 dB below = 8.6 mm
Ratio of SAR at M2 to SAR at M1 = 57.6%
Maximum value of SAR (measured) = 0.900 W/kg

0 dB = 0.900 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/11

P82 N77_QPSK100M_Rear Face_1cm_Ch662000_135RB_OS69_Ant7

Communication System: NR; Frequency: 3930 MHz;Duty Cycle: 1:1
Medium: HSL3900_0811 Medium parameters used: f = 3930 MHz; σ = 3.212 S/m; εr = 38.468; ρ = 

1000 kg/m3

Ambient Temperature：23.2℃;  Liquid Temperature：22.8℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(6.9, 6.9, 6.9) @ 3930 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (111x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 1.66 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 2.044 V/m; Power Drift = -0.01 dB
Peak SAR (extrapolated) = 2.10 W/kg
SAR(1 g) = 0.855 W/kg; SAR(10 g) = 0.337 W/kg
Smallest distance from peaks to all points 3 dB below = 7.6 mm
Ratio of SAR at M2 to SAR at M1 = 68.1%
Maximum value of SAR (measured) = 1.40 W/kg

0 dB = 1.40 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/1

P83 WLAN2.4G_802.11b_Top Side_1cm_Ch6

Communication System: 802.11b; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium: HSL2450_0801 Medium parameters used: f = 2437 MHz; σ = 1.853 S/m; εr = 38.98; ρ = 

1000 kg/m3

Ambient Temperature：23.2℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.2, 8.2, 8.2) @ 2437 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.219 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 8.568 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 0.407 W/kg
SAR(1 g) = 0.188 W/kg; SAR(10 g) = 0.092 W/kg
Smallest distance from peaks to all points 3 dB below = 6.4 mm
Ratio of SAR at M2 to SAR at M1 = 55.4%
Maximum value of SAR (measured) = 0.258 W/kg

0 dB = 0.258 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/12

P84 WLAN5G_802.11a_Front Face_1cm_Ch48

Communication System: 802.11a; Frequency: 5240 MHz;Duty Cycle: 1:1.026
Medium: HSL5G_0812 Medium parameters used: f = 5240 MHz; σ = 4.545 S/m; εr = 36.395; ρ = 

1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(5.75, 5.75, 5.75) @ 5240 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.237 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.683 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 0.444 W/kg
SAR(1 g) = 0.127 W/kg; SAR(10 g) = 0.046 W/kg
Smallest distance from peaks to all points 3 dB below = 8.9 mm
Ratio of SAR at M2 to SAR at M1 = 55.5%
Maximum value of SAR (measured) = 0.237 W/kg

0 dB = 0.237 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/14

P85 WLAN5G_802.11n-HT20_Top Side_1cm_Ch149

Communication System: 802.11n-HT20; Frequency: 5745 MHz;Duty Cycle: 1:1.028
Medium: HSL5G_0814 Medium parameters used: f = 5745 MHz; σ = 5.14 S/m; εr = 34.161; ρ = 

1000 kg/m3

Ambient Temperature：23.8℃;  Liquid Temperature：22.4℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(5.2, 5.2, 5.2) @ 5745 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 0.410 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 7.589 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 0.850 W/kg
SAR(1 g) = 0.224 W/kg; SAR(10 g) = 0.087 W/kg
Smallest distance from peaks to all points 3 dB below = 9.6 mm
Ratio of SAR at M2 to SAR at M1 = 52.3%
Maximum value of SAR (measured) = 0.410 W/kg

0 dB = 0.410 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/1

P86 BT_GFSK_Top Side_1cm_Ch39

Communication System: BT; Frequency: 2441 MHz;Duty Cycle: 1:1.304
Medium: HSL2450_0801 Medium parameters used: f = 2441 MHz; σ = 1.856 S/m; εr = 38.975; ρ = 

1000 kg/m3

Ambient Temperature：23.2℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.2, 8.2, 8.2) @ 2441 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 0.0366 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 3.368 V/m; Power Drift = 0.15 dB
Peak SAR (extrapolated) = 0.0550 W/kg
SAR(1 g) = 0.029 W/kg; SAR(10 g) = 0.015 W/kg
Smallest distance from peaks to all points 3 dB below: Larger than measurement grid (> 15 mm)
Ratio of SAR at M2 to SAR at M1 = 52.7%
Maximum value of SAR (measured) = 0.0372 W/kg

0 dB = 0.0372 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/7/24

P87 GSM1900_GPRS 3Tx Slot_Bottom Side_0cm_Ch810_Ant1

Communication System: GPRS 3Tx Slot; Frequency: 1909.8 MHz;Duty Cycle: 1:2.77
Medium: HSL1950_0724 Medium parameters used: f = 1910 MHz; σ = 1.429 S/m; εr = 39.339; ρ = 

1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.2℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.83, 8.83, 8.83) @ 1909.8 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 5.14 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 56.05 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 8.14 W/kg
SAR(1 g) = 3.86 W/kg; SAR(10 g) = 1.68 W/kg
Smallest distance from peaks to all points 3 dB below = 8 mm
Ratio of SAR at M2 to SAR at M1 = 47.3%
Maximum value of SAR (measured) = 5.16 W/kg

0 dB = 5.16 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/7/30

P88 WCDMA II_RMC12.2K_Top Side_0cm_Ch9262_Ant4

Communication System: WCDMA; Frequency: 1852.4 MHz;Duty Cycle: 1:1
Medium: HSL1950_0730 Medium parameters used: f = 1852.4 MHz; σ = 1.394 S/m; εr = 40.137; ρ = 

1000 kg/m3

Ambient Temperature：23.3℃;  Liquid Temperature：22.4℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.83, 8.83, 8.83) @ 1852.4 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 5.63 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 38.45 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 11.5 W/kg
SAR(1 g) = 4.55 W/kg; SAR(10 g) = 1.8 W/kg
Smallest distance from peaks to all points 3 dB below = 6.4 mm
Ratio of SAR at M2 to SAR at M1 = 40.4%
Maximum value of SAR (measured) = 6.98 W/kg

0 dB = 6.98 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/7/31

P89 WCDMA IV_RMC12.2K_Bottom Side_0cm_Ch1312_Ant1

Communication System: WCDMA; Frequency: 1712.4 MHz;Duty Cycle: 1:1
Medium: HSL1750_0731 Medium parameters used: f = 1712.4 MHz; σ = 1.346 S/m; εr = 40.128; ρ = 

1000 kg/m3

Ambient Temperature：23.1℃;  Liquid Temperature：22.3℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(9.2, 9.2, 9.2) @ 1712.4 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 4.04 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 46.47 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 7.99 W/kg
SAR(1 g) = 3.44 W/kg; SAR(10 g) = 1.43 W/kg
Smallest distance from peaks to all points 3 dB below = 6.4 mm
Ratio of SAR at M2 to SAR at M1 = 42.2%
Maximum value of SAR (measured) = 4.91 W/kg

0 dB = 4.91 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab  Date: 2024/8/24

P90 LTE 2_QPSK20M_Top Side_0cm_Ch18900_50RB_OS0_Ant4

Communication System: LTE_FDD; Frequency: 1880 MHz;Duty Cycle: 1:1
Medium: HSL1950_0824 Medium parameters used: f = 1880 MHz; σ = 1.392 S/m; εr = 38.872; ρ = 
1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3985; ConvF(8.16, 8.16, 8.16) @ 1880 MHz; Calibrated: 2024/07/23
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn755; Calibrated: 2024/07/5
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

- Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm

Maximum value of SAR (interpolated) = 3.94 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 32.00 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 8.63 W/kg
SAR(1 g) = 3.45 W/kg; SAR(10 g) = 1.33 W/kg
Smallest distance from peaks to all points 3 dB below = 5.8 mm
Ratio of SAR at M2 to SAR at M1 = 41.5%
Maximum value of SAR (measured) = 5.15 W/kg

0 dB = 5.15 W/kg 



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/2

P91 LTE 7_QPSK20M_Top Side_0cm_Ch21100_50RB_OS25_Ant4

Communication System: LTE_FDD; Frequency: 2525 MHz;Duty Cycle: 1:1
Medium: HSL2550_0802 Medium parameters used: f = 2525 MHz; σ = 1.938 S/m; εr = 39.251; ρ = 

1000 kg/m3

Ambient Temperature：23.2℃;  Liquid Temperature：22.7℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.01, 8.01, 8.01) @ 2525 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 8.43 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 35.23 V/m; Power Drift = -0.03 dB
Peak SAR (extrapolated) = 16.0 W/kg
SAR(1 g) = 5.52 W/kg; SAR(10 g) = 1.85 W/kg
Smallest distance from peaks to all points 3 dB below = 5.4 mm
Ratio of SAR at M2 to SAR at M1 = 39.8%
Maximum value of SAR (measured) = 8.29 W/kg

0 dB = 8.29 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/3

P92 LTE 38_QPSK20M_Left Side_0cm_Ch38000_1RB_OS0_Ant3

Communication System: LTE_TDD; Frequency: 2595 MHz;Duty Cycle: 1:1.59
Medium: HSL2550_0803 Medium parameters used: f = 2595 MHz; σ = 1.884 S/m; εr = 39.47; ρ = 

1000 kg/m3

Ambient Temperature：23.1℃;  Liquid Temperature：22.2℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.01, 8.01, 8.01) @ 2595 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x101x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 6.11 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 18.02 V/m; Power Drift = 0.01 dB
Peak SAR (extrapolated) = 13.2 W/kg
SAR(1 g) = 4.07 W/kg; SAR(10 g) = 1.27 W/kg
Smallest distance from peaks to all points 3 dB below = 4 mm
Ratio of SAR at M2 to SAR at M1 = 31.3%
Maximum value of SAR (measured) = 8.01 W/kg

0 dB = 8.01 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/4

P93 LTE 41_QPSK20M_Top Side_0cm_Ch39750_50RB_OS0_Ant4

Communication System: LTE_TDD; Frequency: 2506 MHz;Duty Cycle: 1:1.59
Medium: HSL2550_0804 Medium parameters used: f = 2506 MHz; σ = 1.806 S/m; εr = 39.663; ρ = 

1000 kg/m3

Ambient Temperature：23.6℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.01, 8.01, 8.01) @ 2506 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 5.71 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 32.24 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 11.9 W/kg
SAR(1 g) = 4.3 W/kg; SAR(10 g) = 1.41 W/kg
Smallest distance from peaks to all points 3 dB below = 5.8 mm
Ratio of SAR at M2 to SAR at M1 = 39.3%
Maximum value of SAR (measured) = 6.18 W/kg

0 dB = 6.18 W/kg 



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/5

P94 LTE 42_QPSK20M_Top Side_0cm_Ch42590_50RB_OS0_Ant5

Communication System: LTE_TDD; Frequency: 3500 MHz;Duty Cycle: 1:1.59
Medium: HSL3500_0805 Medium parameters used: f = 3500 MHz; σ = 2.821 S/m; εr = 39.687; ρ = 

1000 kg/m3

Ambient Temperature：23.8℃;  Liquid Temperature：22.5℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(7.45, 7.45, 7.45) @ 3500 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 15.6 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 71.35 V/m; Power Drift = 0.06 dB
Peak SAR (extrapolated) = 34.2 W/kg
SAR(1 g) = 7.99 W/kg; SAR(10 g) = 1.96 W/kg
Smallest distance from peaks to all points 3 dB below = 4 mm
Ratio of SAR at M2 to SAR at M1 = 59.7%
Maximum value of SAR (measured) = 17.7 W/kg

0 dB = 17.7 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab  Date: 2024/8/5

P95 LTE 48_QPSK20M_Top Side_0cm_Ch55340_50RB_OS0_Ant5

Communication System: LTE_TDD; Frequency: 3560 MHz;Duty Cycle: 1:1.59
Medium: HSL3500_0805 Medium parameters used: f = 3560 MHz; σ = 2.88 S/m; εr = 39.592; ρ ==

1000 kg/m3

Ambient Temperature：23.4℃;  Liquid Temperature：22.3℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(7.18, 7.18, 7.18) @ 3560 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

-Area Scan (41x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 9.01 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 53.07 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 20.4 W/kg
SAR(1 g) = 5.38 W/kg; SAR(10 g) = 1.52 W/kg
Smallest distance from peaks to all points 3 dB below = 4 mm
Ratio of SAR at M2 to SAR at M1 = 59.3%
Maximum value of SAR (measured) = 10.5 W/kg

0 dB = 10.5 W/kg 



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab  Date: 2024/8/24

P96 LTE 66_QPSK20M_Top Side_0cm_Ch132072_100RB_OS0_Ant4

Communication System: LTE_FDD; Frequency: 1720 MHz;Duty Cycle: 1:1
Medium: HSL1750_0824 Medium parameters used: f = 1720 MHz; σ = 1.396 S/m; εr = 39.428; ρ = 

1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN3985; ConvF(8.51, 8.51, 8.51) @ 1720 MHz; Calibrated: 2024/07/23
- Sensor-Surface: 2mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn755; Calibrated: 2024/07/5
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

- Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 5.29 W/kg

- Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 49.40 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 9.75 W/kg
SAR(1 g) = 4.16 W/kg; SAR(10 g) = 1.75 W/kg
Smallest distance from peaks to all points 3 dB below = 6.4 mm
Ratio of SAR at M2 to SAR at M1 = 44.2%
Maximum value of SAR (measured) = 6.01 W/kg

0 dB = 6.01 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/7/24

P97 N2_DFT-QPSK20M_Top Side_0cm_Ch372000_50RB_OS28_Ant4

Communication System: NR; Frequency: 1860 MHz;Duty Cycle: 1:1
Medium: HSL1950_0724 Medium parameters used: f = 1860 MHz; σ = 1.398 S/m; εr = 39.398; ρ = 

1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.2℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.83, 8.83, 8.83) @ 1860 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 5.31 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 38.20 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 12.5 W/kg
SAR(1 g) = 4.86 W/kg; SAR(10 g) = 1.91 W/kg
Smallest distance from peaks to all points 3 dB below = 6.4 mm
Ratio of SAR at M2 to SAR at M1 = 40.2%
Maximum value of SAR (measured) = 7.40 W/kg

0 dB = 7.40 W/kg 



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab  Date: 2024/8/2

P98 N7_DFT-QPSK50M_Top Side_0cm_Ch507000_1RB_OS135_Ant4

Communication System: NR; Frequency: 2535 MHz;Duty Cycle: 1:1
Medium: HSL2550_0802 Medium parameters used: f = 2535 MHz; σ = 1.946 S/m; εr = 39.228; ρ =

1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.2, 8.2, 8.2) @ 2535 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 7.19 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 35.37 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 16.1 W/kg
SAR(1 g) = 5.39 W/kg; SAR(10 g) = 1.91 W/kg
Smallest distance from peaks to all points 3 dB below = 5.4 mm
Ratio of SAR at M2 to SAR at M1 = 38.5%
Maximum value of SAR (measured) = 8.27 W/kg

0 dB = 8.27 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/3

P99 N38_DFT-QPSK40M_Top Side_0cm_Ch518000_50RB_OS28_Ant4

Communication System: NR; Frequency: 2590 MHz;Duty Cycle: 1:1
Medium: HSL2550_0803 Medium parameters used: f = 2590 MHz; σ = 1.879 S/m; εr = 39.48; ρ = 

1000 kg/m3

Ambient Temperature：23.1℃;  Liquid Temperature：22.2℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.01, 8.01, 8.01) @ 2590 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 7.22 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 30.84 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 15.9 W/kg
SAR(1 g) = 5.4 W/kg; SAR(10 g) = 1.87 W/kg
Smallest distance from peaks to all points 3 dB below = 5.8 mm
Ratio of SAR at M2 to SAR at M1 = 35.4%
Maximum value of SAR (measured) = 7.91 W/kg

0 dB = 7.91 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/4

P100 N41_DFT-QPSK100M_Top Side_0cm_Ch509202_135RB_OS69_Ant4

Communication System: NR; Frequency: 2546.01 MHz;Duty Cycle: 1:1
Medium: HSL2550_0804 Medium parameters used: f = 2546.01 MHz; σ = 1.842 S/m; εr = 39.582; ρ 

= 1000 kg/m3

Ambient Temperature：23.6℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(8.01, 8.01, 8.01) @ 2546.01 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x91x1): Interpolated grid: dx=1.200 mm, dy=1.200 mm
Maximum value of SAR (interpolated) = 8.42 W/kg

-Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 41.40 V/m; Power Drift = 0.05 dB
Peak SAR (extrapolated) = 19.2 W/kg
SAR(1 g) = 6.22 W/kg; SAR(10 g) = 2.11 W/kg
Smallest distance from peaks to all points 3 dB below = 5.1 mm
Ratio of SAR at M2 to SAR at M1 = 36.3%
Maximum value of SAR (measured) = 9.59 W/kg

0 dB = 9.59 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/7

P101 N48_DFT-QPSK100M_Top Side_0cm_Ch643332_135RB_OS69_Ant5

Communication System: NR; Frequency: 3649.98 MHz;Duty Cycle: 1:1
Medium: HSL3700_0807 Medium parameters used: f = 3650 MHz; σ = 2.936 S/m; εr = 38.886; ρ = 

1000 kg/m3

Ambient Temperature：23.6℃;  Liquid Temperature：22.4℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(7.18, 7.18, 7.18) @ 3649.98 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 10.5 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 34.77 V/m; Power Drift = 0.02 dB
Peak SAR (extrapolated) = 27.1 W/kg
SAR(1 g) = 6.47 W/kg; SAR(10 g) = 1.79 W/kg
Smallest distance from peaks to all points 3 dB below = 4.1 mm
Ratio of SAR at M2 to SAR at M1 = 58.5%
Maximum value of SAR (measured) = 14.6 W/kg

0 dB = 14.6 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/7/30

P102 N66_DFT-QPSK40M_Top Side_0cm_Ch349000_216RB_OS0_Ant4

Communication System: NR; Frequency: 1745 MHz;Duty Cycle: 1:1
Medium: HSL1750_0730 Medium parameters used: f = 1745 MHz; σ = 1.409 S/m; εr = 39.393; ρ = 

1000 kg/m3

Ambient Temperature：23.7℃;  Liquid Temperature：22.5℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(9.2, 9.2, 9.2) @ 1745 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (31x71x1): Interpolated grid: dx=1.500 mm, dy=1.500 mm
Maximum value of SAR (interpolated) = 5.09 W/kg

-Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 50.30 V/m; Power Drift = 0.09 dB
Peak SAR (extrapolated) = 10.0 W/kg
SAR(1 g) = 5.24 W/kg; SAR(10 g) = 2.05 W/kg
Smallest distance from peaks to all points 3 dB below = 8 mm
Ratio of SAR at M2 to SAR at M1 = 43.7%
Maximum value of SAR (measured) = 6.04 W/kg

0 dB = 6.04 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/11

P103 N77_DFT-QPSK100M_Top Side_0cm_Ch662000_1RB_OS137_Ant5

Communication System: NR; Frequency: 3930 MHz;Duty Cycle: 1:1
Medium: HSL3900_0811 Medium parameters used: f = 3930 MHz; σ = 3.212 S/m; εr = 38.468; ρ = 

1000 kg/m3

Ambient Temperature：23.2℃;  Liquid Temperature：22.8℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(6.9, 6.9, 6.9) @ 3930 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x111x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 10.2 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 44.84 V/m; Power Drift = 0.04 dB
Peak SAR (extrapolated) = 33.6 W/kg
SAR(1 g) = 7.88 W/kg; SAR(10 g) = 1.91 W/kg
Smallest distance from peaks to all points 3 dB below = 4 mm
Ratio of SAR at M2 to SAR at M1 = 58.7%
Maximum value of SAR (measured) = 18.0 W/kg

0 dB = 18.0 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/12

P104 WLAN5G_802.11n-HT20_Front Face_0cm_Ch60

Communication System: 802.11n-HT20; Frequency: 5300 MHz;Duty Cycle: 1:1.028
Medium: HSL5G_0812 Medium parameters used: f = 5300 MHz; σ = 4.696 S/m; εr = 36.22; ρ = 

1000 kg/m3

Ambient Temperature：23.5℃;  Liquid Temperature：22.6℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(5.75, 5.75, 5.75) @ 5300 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (101x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 3.57 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.392 V/m; Power Drift = -0.09 dB
Peak SAR (extrapolated) = 7.73 W/kg
SAR(1 g) = 1.74 W/kg; SAR(10 g) = 0.500 W/kg
Smallest distance from peaks to all points 3 dB below = 5.4 mm
Ratio of SAR at M2 to SAR at M1 = 52.3%
Maximum value of SAR (measured) = 3.55 W/kg

0 dB = 3.55 W/kg



Test Laboratory: ritt 7 Layers SAR/HAC Testing Lab                                             Date: 2024/8/14

P105 WLAN5G_802.11n-HT20_Top Side_0cm_Ch140

Communication System: 802.11n-HT20; Frequency: 5700 MHz;Duty Cycle: 1:1.028
Medium: HSL5G_0814 Medium parameters used: f = 5700 MHz; σ = 5.114 S/m; εr = 34.203; ρ = 

1000 kg/m3

Ambient Temperature：23.8℃;  Liquid Temperature：22.4℃

DASY5 Configuration:
- Probe: EX3DV4 - SN7612; ConvF(5.06, 5.06, 5.06) @ 5700 MHz; Calibrated: 2024/3/20
- Sensor-Surface: 1.4mm (Mechanical Surface Detection)
- Electronics: DAE4 Sn1633; Calibrated: 2024/3/6
- Phantom: SAM Right ; Type: QD000P40CD; Serial: TP:1611
- Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501) 

-Area Scan (41x101x1): Interpolated grid: dx=1.000 mm, dy=1.000 mm
Maximum value of SAR (interpolated) = 4.41 W/kg

-Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 14.72 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 12.2 W/kg
SAR(1 g) = 2.48 W/kg; SAR(10 g) = 0.623 W/kg
Smallest distance from peaks to all points 3 dB below = 4.3 mm
Ratio of SAR at M2 to SAR at M1 = 54.1%
Maximum value of SAR (measured) = 5.76 W/kg

0 dB = 5.76 W/kg
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Appendix C. Calibration Certificate for Probe and Dipole 
 
The SPEAG calibration certificates are shown as follows. 
  












