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CHAORAN DEVELOPMENT CO. LIMITED      
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KONG       

Product Name:    Smart watch 

Brand Name:   SG (SMARTGO) 

Model No.:   SW-02 

Series Model:   
SW-01,SW-03,SW-04, 

SW-05,ATSW100,A8 

FCC ID:  2AGFMSW-02 

Test Standard:  FCC Part 22H and 24E  

S 
T 

L 
A 
B 

 

S 



 
2 of 58             Report No.: STS1511036F01 

 

 

 

Testing Engineer : 

 

  (Jin Ming) 

   

Technical Manager : 
 

  (Vita Li) 

   

Authorized Signatory : 
 

  (Bovey Yang) 

 

TEST RESULT CERTIFICATION 

Applicantôs name ................. : CHAORAN DEVELOPMENT CO. LIMITED        

Address ................................. : 
ROOM 911,9/F,TOWER B,NEW MANDARIN PLAZA,14 SCIENCE 
MUSEUM ROAD,TST EAST,KOWLOON,HONG KONG          

Manufacture's Name ............ : CHAORAN POWER ELECTRONICS SHENZHEN CO. LTD. 

Address ................................. : 
2/F,BUILDING A,XUTAI INDUSTRIAL ZONE, DAWO VILLAGE, 
KENGZI TOWN, PINGSHAN DISTRICT,SHENZHEN, CHINA     

Product name ........................ : Smart watch 

Brand name  ......................... : SG (SMARTGO) 

Model and/or type reference .. : SW-02, SW-01,SW-03,SW-04,SW-05,ATSW100,A8  

Standards ............................. : FCC Part 22H and 24E 

Test procedure ........................... : TIA 603 C  

This device described above has been tested by STS and the test results show that the equipment 

under test (EUT) is in compliance with the FCC requirements. And it is applicable only to the tested 

sample identified in the report.  

This report shall not be reproduced except in full, without the written approval of STS, this document 

may be altered or revised by STS, personal only, and shall be noted in the revision of the document. 

Date of Test ........................................... :  

Date of performance of tests .................. : 05 Nov. 2015 ~10 Nov. 2015 

Date of Issue .......................................... : 11 Nov. 2015 

Test Result .............................................. : Pass 
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1. SUMMARY OF TEST RESULTS 
 

Test procedures according to the technical standards: 

The radiated emission testing was performed according to the procedures of ansi C63.10: 2009; TIA 

603 C and fcc cfr 47 rules of 2.1046, 2.1047, 2.1049, 2.1051, 2.1053, 2.1055, 2.1057 

Item Number Item Description FCC Rules 

1 
Output 

Power 

Conducted output power 
22.913(a) / 24.232 (b) 

Radiated output power 

2 
Spurious 

Emission 

Conducted  

spurious emission 2.1051 / 22.917 / 24.238 

Radiated spurious emission 

3 Frequency Stability 2.1055 /24.235 

4 Occupied Bandwidth 2.1049 (h)(i) 

5 Emission Bandwidth 22.917(b) / 24.238 (b) 

6 Band Edge 22.917(b) / 24.238 (b) 
 

NOTE: 

 (1)ò N/Aò denotes test is not applicable in this Test Report 

 

1.1 TEST FACTORY 

Shenzhen STS Test Services Co., Ltd.  
Add. : 1/F., Building B, Zhuoke Science Park, No.190,Chongqing Road,  
Fuyong Street, Baoôan District, Shenzhen, Guangdong,China 

CNAS Registration No.: L7649; 

FCC Registration No.: 842334;  IC Registration No.: 12108A-1 

 

1.2 MEASUREMENT UNCERTAINTY 

The reported uncertainty of measurement y ± U where expended uncertainty U is based on a 

standard uncertainty multiplied by a coverage factor of  k=2 providing a level of confidence of 

approximately 95 %̢ 

No. Item Uncertainty 

1 Conducted Emission (9KHz-150KHz) ±2.88dB 

2 Conducted Emission (150KHz-30MHz) ±2.67dB 

3 RF power,conducted ±0. 70dB 

4 Spurious emissions,conducted ±1.19dB 

5 All emissions,radiated(<1G) 30MHz-200MHz ±2.83dB 

6 All emissions,radiated(<1G) 200MHz-1000MHz ±2.94dB 

7 All emissions,radiated(>1G) ±3.03dB 

8 Temperature ±0.5°C  

9 Humidity ±2% 
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2. GENERAL INFORMATION 
 

2.1 PRODUCT DESCRIPTION 

A major technical description of EUT is described as following: 

Product Designation: Smart watch 

Hardware version: L99 V1.3 

Software version: V3.1 

FCC ID: 2AGFMSW-02  

Frequency Bands: 

GSM 850   PCS 1900  (U.S. Bands) 

GSM 900   DCS 1800  (Non-U.S. Bands) 

U.S. Bands:  

UMTS FDD Band II  UMTS FDD Band V 

UMTS FDD Band IV 

Non-U.S. Bands: 

UMTS FDD Band I    UMTS FDD Band VIII 

Max RF Output Power: GSM850:32.27dBm,GSM1900:29.34dBm 

Type of Emission: 
GSM(850):243KGXW: GSM(1900):243KGXW 
GPRS(850):246KGXW; GPRS(1900):246KGXW 

SIM Card 
Support dual-SIM, dual standby, the multiple SIM card with 
two lines can not transmitting at the same time 

Antenna: PIFA  Antenna 

Antenna gain: 0 dBi 

Power Supply: DC 3.7V by battery or DC 5.0V supplied by adapter 

Battery parameter: Capacitance: 350mAh, Rated Voltage: 3.7V 

GPRS Class Multi-Class12 

Adapter Input: AC100-240V, 50-60Hz,200mA 

Adapter Output: DC 5.0V, 1A 
 

 
 


