
Shenzhen  Kingwear Intelligent Technology Co.,Ltd 

 

Tune up Procedure 
I would like to confirm this device does not have tune up information, because the tune up is fixed by the 
manufacturer. Therefore, the user cannot tune up the device. 

 

Conducted Peak power range is below: 

Mode 
Maximum Target 

Value 
Mode 

Maximum Target 
Value 

GSM 850 32.0 dBm±1.0 GSM 1900 28.0 dBm±1.0 
GPRS 850 1Txslot 32.0 dBm±1.0 GPRS 1900 1Txslot 28.0 dBm±1.0 
GPRS 850 2Txslot 31.0 dBm±1.0 GPRS 1900 2Txslot 27.0 dBm±1.0 
GPRS 850 3Txslot 30.0 dBm±1.0 GPRS 1900 3Txslot 26.0 dBm±1.0 
GPRS 850 4Txslot 28.5 dBm±1.0 GPRS 1900 4Txslot 24.5 dBm±1.0 

 

Bluetooth 
Mode Maximum Target Value 
GFSK  2.0 dBm±1.0 

Pi/4QPSK 1.0 dBm±1.0 
8DPSK 1.0 dBm±1.0 

 

Dated this  12/21/2015   
      
      
By:  

 

 

jing xiang 

 Signature   Printed 
      
Title: PM  
      
On behalf of : Shenzhen  Kingwear 

Intelligent Technology Co.,Ltd 
   

      
      
Telephone: 0755-23763785    
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