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1. Radiated RF-Measurements Set-up 

1.1. Radiated Field Strength Emissions – 9 kHz to 30 MHz 
 

 

Photograph 1: Set Up 1-overall view-9 kHz-30 MHz 

 

 

Photograph 2: Set Up 1-close view-9 kHz-30 MHz 
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1.2. Radiated Field Strength Emissions - 30 MHz to 1 GHz 
 

 

Photograph 3: Set Up 1-overall view-30 MHz-1 GHz 

 

 

Photograph 4: Set Up 1-close view-30 MHz-1 GHz 
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1.3. Radiated Field Strength Emissions – 1 GHz to 7 GHz 
 

 

Photograph 5: Set Up 1-overall view-1 GHz – 7 GHz 

 

 

Photograph 6: Set Up 1-close view-1 GHz – 7 GHz 
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1.4. Radiated Field Strength Emissions – above 7 GHz 
 

 

Photograph 7: Set Up 1-overall view above 7 GHz 

 

 

Photograph 8: Set Up 1-close view-above 7 GHz 
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2. Conducted RF-Measurements Set-up 
 

 

Photograph 9: Set-up 2 - Conducted Power Measurements Port 0 

 

 

Photograph 10: Set-up 2 - Conducted Power Measurements Port 1 
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Photograph 11: Set-up 2-PSD | 26dB B.W.| 99%OBW Measurements Port 0 

 

Photograph 12: Set-up 2-PSD | 26dB B.W.| 99%OBW Measurements Port 1 


