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Appendix D. Photographs of EUT and Setup

Report Format Version 5.0.0 Issued Date : Dec. 04, 2017
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<Photographs of EUT>
WWAN Antenna-0
GSM1900, WCDMA I, IV, LTE 2, 4, 7, 38, 41
WWAN Antenna-1
GSM850,WCDMA V,LTE 5, 12,13, 17
<Antenna Location>
EUT Top Side
WWAN Antenna-1 / N
BT/ WLAN Antenna 1
EUT Right Side EUT Left Side
WLAN Antenna 0
\ / WWAN Antenna-0
EUT Bottom Side
<EUT Rear View>
The separation distance for antenna to edge:
To Top Side To Bottom Side To Left Side To Right Side
ARG (mm) (mm) (mm) (mm)
WWAN Ant-0 148.871 0 0 0
WWAN Ant-1 0 140.871 17.499 0
WLAN Ant-0 108.531 15.136 0 55.72
BT/ WLAN Ant-1 0 108.531 0 55.72

Note :

1. The WWAN diversity antenna can transmit through either antenna-0 or antenna-1 at a time.
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<Photographs of EUT>
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<Photographs of SAR Setup>

Head - Right Cheek Head - Right Tilted

Head - Left Cheek Head - Left Tilted
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Body - Front Face of EUT at 10 mm Body - Rear Face of EUT at 10 mm

Body - Left Side of EUT at 10 mm Body - Right Side of EUT at 10 mm

Body - Top Side of EUT at 10 mm Body - Bottom Side of EUT at 10 mm
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