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1.4MHz BW LTE-Band 5(16QAM Number: 6 Offset: 0) Channel Low

1.4MHz BW LTE-Band 5(16QAM Number: 6 Offset: 0) Channel Mid

1.4MHz BW LTE-Band 5(16QAM Number: 6 Offset: 0) Channel High

3MHz BW LTE-Band 5(16QAM Number: 15 Offset: 0) Channel Low

3MHz BW LTE-Band 5(16QAM Number: 15 Offset: 0) Channel Mid

3MHz BW LTE-Band 5(16QAM Number: 15 Offset: 0) Channel High
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5MHz BW LTE-Band 5(16QAM Number: 25 Offset: 0) Channel Low

5MHz BW LTE-Band 5(16QAM Number: 25 Offset: 0) Channel Mid

5MHz BW LTE-Band 5(16QAM Number: 25 Offset: 0) Channel High

10MHz BW LTE-Band 5(16QAM Number: 50 Offset: 0) Channel Low

10MHz BW LTE-Band 5(16QAM Number: 50 Offset: 0) Channel Mid

10MHz BW LTE-Band 5(16QAM Number: 50 Offset: 0) Channel High
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5MHz BW LTE-Band 7(16QAM Number: 25 Offset: 0) Channel Low

5MHz BW LTE-Band 7(16QAM Number: 25 Offset: 0) Channel Mid

5MHz BW LTE-Band 7(16QAM Number: 25 Offset: 0) Channel High

10MHz BW LTE-Band 7(16QAM Number: 50 Offset: 0) Channel Low

10MHz BW LTE-Band 7(16QAM Number: 50 Offset: 0) Channel Mid

10MHz BW LTE-Band 7(16QAM Number: 50 Offset: 0) Channel High
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15MHz BW LTE-Band 7(16QAM Number: 75 Offset: 0) Channel Low

15MHz BW LTE-Band 7(16QAM Number: 75 Offset: 0) Channel Mid

15MHz BW LTE-Band 7(16QAM Number: 75 Offset: 0) Channel High

20MHz BW LTE-Band 7(16QAM Number: 100 Offset: 0) Channel Low

20MHz BW LTE-Band 7(16QAM Number: 100 Offset: 0) Channel Mid

20MHz BW LTE-Band 7(16QAM Number: 100 Offset: 0) Channel High
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5MHz BW LTE-Band 38(16QAM Number: 25 Offset: 0) Channel Low

5MHz BW LTE-Band 38(16QAM Number: 25 Offset: 0) Channel Mid

5MHz BW LTE-Band 38(16QAM Number: 25 Offset: 0) Channel High

10MHz BW LTE-Band 38(16QAM Number: 50 Offset: 0) Channel Low

10MHz BW LTE-Band 38(16QAM Number: 50 Offset: 0) Channel Mid

10MHz BW LTE-Band 38(16QAM Number: 50 Offset: 0) Channel High
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15MHz BW LTE-Band 38(16QAM Number: 75 Offset: 0) Channel Low

15MHz BW LTE-Band 38(16QAM Number: 75 Offset: 0) Channel Mid

15MHz BW LTE-Band 38(16QAM Number: 75 Offset: 0) Channel High

20MHz BW LTE-Band 38(16QAM Number: 100 Offset: 0) Channel Low

20MHz BW LTE-Band 38(16QAM Number: 100 Offset: 0) Channel Mid

20MHz BW LTE-Band 38(16QAM Number: 100 Offset: 0) Channel High
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13.RSE ASSESSMENT FOR C2PC

13.1.Standard Applicable

According to FCC §2.1053,

FCC §22.917(a) , §24.238(a) , §27.53(g)(h) , the magnitude of each spurious and harmonic
emission that can be detected when the equipment is operated under the conditions specified in
the instruction manual and/ or alignment procedure, shall not be less than 43 + 10 log (mean
output power in watts) dBc below the mean power output outside a license’s frequency block
(-13dBm).

FCC §27.53 (m) (4) shall not be less than 55 +10log(mean output power in watt) dBc below
the mean power output outside a license’s frequency block (-25dBm).

Table 2 — Unwanted Emissions for Mobile, Portable and Low-Power Fixed Subscriber

Equipment

Note: Measured at the edges of the highest and lowest frequency range(s) in which the
equipment is designed to operate. See Section 5.2 for the permitted frequency ranges for
various equipment types.
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Spectrum

Analyzer

13.2.EUT Setup

Radiated Emission Test Set-Up, Frequency Below 1000MHz

Radiated Emission Test Set-UP Frequency Over 1 GHz

1m to 4mEUT

3m

80 cm

Turntable

Coaxial CableGround Plane

Spectrum

Analyzer

EUT

3m

1m to 4m

Turntable

Coaxial CableGround Plane

80

cm

A

A: Pre Amp.

B: Band rejecter

B

B

B : Band rejecter
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13.3.Measurement Procedure:

The EUT was placed on a non-conductive; the measurement antenna was placed at a dis-
tance of 3 meters from the EUT. During the tests, the antenna height and the EUT azimuth
were varied in order to identify the maximum level of emissions from the EUT. This maximi-
zation process was repeated with the EUT positioned in each of its three orthogonal orien-
tations.

The frequency range up to tenth harmonic was investigated for each of three fundamental
frequencies (low, middle and high channels). Once spurious emission was identified, the
power of the emission was determined using the substitution method.

The spurious emissions attenuation was calculated as the difference between radiated
power at the fundamental frequency and the spurious emissions frequency.

ERP (dBm) = SG Level(dBm) + Antenna Gain(dBd) + Cable Loss(dB)

EIRP (dBm) = SG Level(dBm) + Antenna Gain(dBi) + Cable Loss(dB)

Note : “F” : denotes Fundamental Frequency. ; “H” : denotes Harmonic Frequency.

“E” : denotes Band Edge Frequency. ; “S” : denotes Spurious Frequency.

“---“ : denotes Noise Floor.
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13.4.Measurement Equipment Used:

ERP, EIRP MEASUREMENT EQUIPMENT List 966 Chamber
EQUIPMENT TYPE MFR MODEL

NUMBER
SERIAL

NUMBER
LAST CAL. CAL DUE.

EMI Test Receiver R&S ESCI7 100760 05/11/2017 05/10/2018

Spectrum Analyzer Agilent E4446A MY51100003 04/25/2017 04/24/2018

Loop Antenna ETS-Lindgren 6502 148045 09/19/2017 09/18/2018

Bilog Antenna SCHWAZBECK VULB9168 378 12/19/2016 12/18/2017

Horn Antenna Schwarzbeck BBHA9120D 1441 08/04/2017 08/03/2018

Pre-Amplifier Agilent 8447D 2944A07676 01/03/2017 01/02/2018

Pre-Amplifier
EMC Instruments

Corp.
EMC0126530 980038 01/03/2017 01/02/2018

Turn Table HD DT420 N/A N.C.R N.C.R

Antenna Tower ChamPro AM-BS-4500-B 060776-ABS N.C.R N.C.R

Controller ChamPro EM1000 60776 N.C.R N.C.R

Low Loss Cable Huber Suhner 966_RX 9 01/05/2017 01/04/2018

3m Site NSA SGS 966 chamber N/A 07/01/2017 06/30/2018

Low Loss Cable Huber Suhner 966 TX 1 01/05/2017 01/04/2018

Horn Antenna Schwarzbeck BBHA9170 184 12/12/2016 12/11/2017

Pre-Amplifier
EMC Instruments

Corp.
EMC184045 980135 01/05/2017 01/04/2018

Radio Communication
Analyer

Anritsu MT8820C 6201465317 01/03/2017 01/02/2018



Report No.: ER/2017/90161

Page 193 of 206

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :GPRS 850 Temp./Humi. :21 deg_C / 62 RH

Fundamental Frequen-
cy

:848.8 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :E2 Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

1697.60 H -63.40 -68.52 9.43 -4.31 -13 -50.40
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Operation Band :GPRS 850 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:848.8 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :E2 Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

1697.60 H -63.41 -68.53 9.43 -4.31 -13 -50.41
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This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :GPRS 1900 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:1909.8 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :H Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

3819.60 H -53.75 -59.57 12.47 -6.65 -13.00 -40.75
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :GPRS 1900 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:1909.8 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :H Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

3819.60 H -52.94 -58.76 12.47 -6.65 -13.00 -39.94
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :HSDPA B2 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:1907.6 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :H Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

3815.20 H -56.26 -62.09 12.46 -6.63 -13.00 -43.26
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :HSDPA B2 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:1907.6 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :H Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

3815.20 H -54.20 -60.03 12.46 -6.63 -13.00 -41.20
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :HSDPA B5 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:846.6 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :E2 Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

1693.20 H -63.73 -68.85 9.42 -4.30 -13 -50.73
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :HSDPA B5 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:846.6 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :E2 Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

1693.20 H -62.84 -67.96 9.42 -4.30 -13 -49.84
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :LTE B5 Temp./Humi. :22 deg_C / 61 RH
Fundamental Frequen-
cy

:826.5 MHz Engineer :Tin

Operation Mode :Tx CH LOW

EUT Pol. :E2 Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note ERP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

1653.00 H -65.00 -67.89 7.12 -4.24 -13.00 -52.00
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :LTE B5 Temp./Humi. :22 deg_C / 61 RH
Fundamental Frequen-
cy

:826.5 MHz Engineer :Tin

Operation Mode :Tx CH LOW

EUT Pol. :E2 Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note ERP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

1653.00 H -64.94 -67.83 7.12 -4.24 -13.00 -51.94
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :LTE B7 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:2565 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :H Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

5130.00 H -53.43 -58.27 12.75 -7.92 -25.00 -28.43
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :LTE B7 Temp./Humi. :21 deg_C / 62 RH
Fundamental Frequen-
cy

:2565 MHz Engineer :Tin

Operation Mode :Tx CH HIGH

EUT Pol. :H Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

5130.00 H -52.00 -56.84 12.75 -7.92 -25.00 -27.00
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :LTE B38 Temp./Humi. :22 deg_C / 61 RH
Fundamental Fre-
quency

:2572.5 MHz Engineer :Tin

Operation Mode :Tx CH LOW

EUT Pol. :H Plane
Measurement Antenna
Pol.

:VERTICAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

5145.00 H -53.87 -58.69 12.76 -7.94 -25.00 -28.87
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Unless otherwise stated the results shown in this test report refer only to the sample(s) tested andsuchsample(s) are retained for 90 days only.
除非另有說明，此報告結果僅對測試之樣品負責，同時此樣品僅保留90天。本報告未經本公司書面許可，不可部份複製。

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms_and_conditions.htm and, for electronic
format documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction
issues defined therein. Any holder of this document is advised that informationcontained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s
instructions, if any. The Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction
documents. This document cannot be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this
document is unlawful and offenders may be prosecuted to the fullest extent of the law.

SGS Taiwan Ltd. No.134,WuKungRoad,NewTaipeiIndustrialPark,WukuDistrict,NewTaipeiCity,Taiwan24803/新北市五股區新北產業園區五工路 134 號

台灣檢驗科技股份有限公司 t (886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com

Member of SGS Group

Operation Band :LTE B38 Temp./Humi. :22 deg_C / 61 RH
Fundamental Frequen-
cy

:2572.5 MHz Engineer :Tin

Operation Mode :Tx CH LOW

EUT Pol. :H Plane
Measurement Antenna
Pol.

:HORIZONTAL

Freq. Note EIRP SG Antenna Cable Limit Margin
Output Level Gain Loss

MHz F/H/E/S dBm dBm dBi dB dBm dB

5145.00 H -52.12 -56.94 12.76 -7.94 -25.00 -27.12

~ End of Report ~


