
Reflex 2C
SWD90068

Quick Start Guide



What’s in the Box 

Quick Start Guide 

Reflex 2C – Quick start guide Band



Getting Started 

• Getting started with your Reflex 2C is super simple. When the band is 
shipped from the factory, it’s charged and in shipment mode. 

• To wake-up your Reflex 2C, all you need to do is to charge it . Band comes to 
normal mode & you’re good to go!

Turn on the Band: 



App Installation 

Install the Reflex App

• Please download the “Reflex “ app from Google play store or Apple App store

Pairing the band

• Open the app and follow the on-screen instructions. 

• App will search for the near by Reflex 2C band & display. 

• Select FT_Reflex 2C and click start pairing. 

• Band will show a pairing pin, enter the same on App & you will find pairing 
successful.

Pair your smart band 

Select to Pair 

FT_Reflex2c

Note : It is recommended to 
keep the band close to 
phone.



Features

• Payment Strap

• Activity Tracker ( Steps , Distance & Calories )

• Bring to see

• Sleep Tracker 

• Timer , Stop Watch & Alarm

• Find your phone 

• Music control 

• Camera control 

• Weather 

• Sedentary reminder

• WhatsApp & SMS display

• Call notifications

• All Notifications 

• Time function: Display time in 12 or 24 hour format, month 
and date. Also shows the current battery level.

SPECS Range:
Steps: 0 – 999999 steps
Distance: 0 – 9999.99 km
Target progress: 0-999 %



Product Specifications

Band 

Dimension
Case material 
Glass material 
Strap 

PC
ABS
TPU

Sensors
Connectivity  
Sensors  
Feedback 

BLE 4.2
3 Axis Accelerometer 
Vibrator

Battery 
Battery type
Battery capacity
Battery life

Li Polymer – Rechargeable 
70mAh
Up to 7days 

Water Resistance Rating IP67



Hazardous/Toxic substances/Elements



FCC Statement 
FCC ID: 2AK9FSWD90068 



CE Statement 

CAUTION RISK OF EXPLOSION IF BATTERY IS REPLACED

BY AN INCORRECT TYPE. DISPOSE OF USED BATTERIES

ACCORDING TO THE INSTRUCTIONS

If you use a third-party charger, the recommended output voltage/current of the adaptor is 5V DC/1A.,and the 
adapter shall be CE approval type.

This device is a low-power radio transmitter and receiver. As recommended by international guidelines, the device 
meets applicable national SAR limits of 2.0W/kg (10g).10g SAR: meets low-power exclusion level, SAR test is not 
required.

Bluetooth: BLE, 2402MHz~2480MHz

Max EIRP: -4.02dBm

Operating temperature: -20～45°C



Note on the accuracy of Activity tracker


