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Plot 59#:LTE Band 13_50%RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.892 S/m; εr = 42.504; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.336 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.095 V/m; Power Drift = -0.05 dB 

Peak SAR (extrapolated) = 0.399 W/kg 

SAR(1 g) = 0.243 W/kg; SAR(10 g) = 0.161 W/kg 

Maximum value of SAR (measured) = 0.329 W/kg 

 

0 dB = 0.329 W/kg = -4.83 dBW/kg 
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Plot 60#:LTE Band 13_1RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.892 S/m; εr = 42.504; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.163 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.70 V/m; Power Drift = 0.04 dB 

Peak SAR (extrapolated) = 0.185 W/kg 

SAR(1 g) = 0.134 W/kg; SAR(10 g) = 0.098 W/kg 

Maximum value of SAR (measured) = 0.165 W/kg 

 

0 dB = 0.165 W/kg = -7.83 dBW/kg 
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Plot 61#:LTE Band 13_50%RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.892 S/m; εr = 42.504; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.119 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.15 V/m; Power Drift = -0.07 dB 

Peak SAR (extrapolated) = 0.139 W/kg 

SAR(1 g) = 0.100 W/kg; SAR(10 g) = 0.073 W/kg 

Maximum value of SAR (measured) = 0.124 W/kg 

 

0 dB = 0.124 W/kg = -9.07 dBW/kg 
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Plot 62#:LTE Band 13_1RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.892 S/m; εr = 42.504; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.112 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.260 V/m; Power Drift = -0.13 dB 

Peak SAR (extrapolated) = 0.140 W/kg 

SAR(1 g) = 0.077 W/kg; SAR(10 g) = 0.050 W/kg 

Maximum value of SAR (measured) = 0.113 W/kg 

 

0 dB = 0.113 W/kg = -9.47 dBW/kg 
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Plot 63#:LTE Band 13_50%RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 782 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 782 MHz; σ = 0.892 S/m; εr = 42.504; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 782 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0860 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.510 V/m; Power Drift = 0.12 dB 

Peak SAR (extrapolated) = 0.107 W/kg 

SAR(1 g) = 0.059 W/kg; SAR(10 g) = 0.039 W/kg 

Maximum value of SAR (measured) = 0.0851 W/kg 

 

0 dB = 0.0851 W/kg = -10.70 dBW/kg 
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Plot 64#:LTE Band 14_1RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0619 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 5.089 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 0.0700 W/kg 

SAR(1 g) = 0.049 W/kg; SAR(10 g) = 0.036 W/kg 

Maximum value of SAR (measured) = 0.0621 W/kg 

 

0 dB = 0.0621 W/kg = -12.07 dBW/kg 
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Plot 65#:LTE Band 14_50%RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0477 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.454 V/m; Power Drift = -0.01 dB 

Peak SAR (extrapolated) = 0.0520 W/kg 

SAR(1 g) = 0.037 W/kg; SAR(10 g) = 0.027 W/kg 

Maximum value of SAR (measured) = 0.0467 W/kg 

 

0 dB = 0.0467 W/kg = -13.31 dBW/kg 
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Plot 66#:LTE Band 14_1RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.02 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.269 V/m; Power Drift = 0.14 dB 

Peak SAR (extrapolated) = 1.43 W/kg 

SAR(1 g) = 0.676 W/kg; SAR(10 g) = 0.371 W/kg 

Maximum value of SAR (measured) = 1.07 W/kg 

 

0 dB = 1.07 W/kg = 0.29 dBW/kg 
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Plot 67#:LTE Band 14_50%RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.722 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.711 V/m; Power Drift = 0.17 dB 

Peak SAR (extrapolated) = 1.01 W/kg 

SAR(1 g) = 0.474 W/kg; SAR(10 g) = 0.262 W/kg 

Maximum value of SAR (measured) = 0.764 W/kg 

 

0 dB = 0.764 W/kg = -1.17 dBW/kg 
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Plot 68#:LTE Band 14_1RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0653 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.850 V/m; Power Drift = 0.13 dB 

Peak SAR (extrapolated) = 0.128 W/kg 

SAR(1 g) = 0.057 W/kg; SAR(10 g) = 0.034 W/kg 

Maximum value of SAR (measured) = 0.0933 W/kg 

 

0 dB = 0.0933 W/kg = -10.30 dBW/kg 
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Plot 69#:LTE Band 14_50%RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0721 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.176 V/m; Power Drift = -0.08 dB 

Peak SAR (extrapolated) = 0.108 W/kg 

SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.029 W/kg 

Maximum value of SAR (measured) = 0.0799 W/kg 

 

0 dB = 0.0799 W/kg = -10.97 dBW/kg 
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Plot 70#:LTE Band 14_1RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.163 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.20 V/m; Power Drift = -0.08 dB 

Peak SAR (extrapolated) = 0.185 W/kg 

SAR(1 g) = 0.127 W/kg; SAR(10 g) = 0.092 W/kg 

Maximum value of SAR (measured) = 0.162 W/kg 

 

0 dB = 0.162 W/kg = -7.90 dBW/kg 
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Plot 71#:LTE Band 14_50%RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.117 W/kg 

 

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.521 V/m; Power Drift = -0.14 dB 

Peak SAR (extrapolated) = 0.130 W/kg 

SAR(1 g) = 0.091 W/kg; SAR(10 g) = 0.066 W/kg 

Maximum value of SAR (measured) = 0.115 W/kg 

 

0 dB = 0.115 W/kg = -9.39 dBW/kg 
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Plot 72#:LTE Band 14_1RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.442 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.20 V/m; Power Drift = -0.03 dB 

Peak SAR (extrapolated) = 0.538 W/kg 

SAR(1 g) = 0.327 W/kg; SAR(10 g) = 0.213 W/kg 

Maximum value of SAR (measured) = 0.445 W/kg 

 

0 dB = 0.445 W/kg = -3.52 dBW/kg 
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Plot 73#:LTE Band 14_50%RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.336 W/kg 

 

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.711 V/m; Power Drift = 0.16 dB 

Peak SAR (extrapolated) = 0.404 W/kg 

SAR(1 g) = 0.249 W/kg; SAR(10 g) = 0.163 W/kg 

Maximum value of SAR (measured) = 0.338 W/kg 

 

0 dB = 0.338 W/kg = -4.71 dBW/kg 
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Plot 74#:LTE Band 14_1RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.171 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.97 V/m; Power Drift = 0.00 dB 

Peak SAR (extrapolated) = 0.192 W/kg 

SAR(1 g) = 0.138 W/kg; SAR(10 g) = 0.101 W/kg 

Maximum value of SAR (measured) = 0.173 W/kg 

 

0 dB = 0.173 W/kg = -7.62 dBW/kg 
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Plot 75:LTE Band 14_50%RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.118 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 10.24 V/m; Power Drift = -0.13 dB 

Peak SAR (extrapolated) = 0.134 W/kg 

SAR(1 g) = 0.097 W/kg; SAR(10 g) = 0.072 W/kg 

Maximum value of SAR (measured) = 0.120 W/kg 

 

0 dB = 0.120 W/kg = -9.21 dBW/kg 

 

  



China Certification ICT Co., Ltd (Dongguan)                                      Report No.: CR230845268-SA 

Page 76 of 176 

Plot 76#:LTE Band 14_1RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.103 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.947 V/m; Power Drift = 0.07 dB 

Peak SAR (extrapolated) = 0.134 W/kg 

SAR(1 g) = 0.074 W/kg; SAR(10 g) = 0.048 W/kg 

Maximum value of SAR (measured) = 0.106 W/kg 

 

0 dB = 0.106 W/kg = -9.75 dBW/kg 
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Plot 77#:LTE Band 14_50%RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 793 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 793 MHz; σ = 0.894 S/m; εr = 42.472; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 793 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0800 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.705 V/m; Power Drift = 0.11 dB 

Peak SAR (extrapolated) = 0.100 W/kg 

SAR(1 g) = 0.056 W/kg; SAR(10 g) = 0.037 W/kg 

Maximum value of SAR (measured) = 0.0801 W/kg 

 

0 dB = 0.0801 W/kg = -10.96 dBW/kg 
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Plot 78#:LTE Band 25_1RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.796 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.67 V/m; Power Drift = 0.07 dB 

Peak SAR (extrapolated) = 0.933 W/kg 

SAR(1 g) = 0.576 W/kg; SAR(10 g) = 0.359 W/kg 

Maximum value of SAR (measured) = 0.797 W/kg 

 

0 dB = 0.797 W/kg = -0.99 dBW/kg 
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 Plot 79#:LTE Band 25_50%RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm. 

Maximum value of SAR (measured) = 0.622 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 11.89 V/m; Power Drift = 0.16 dB 

Peak SAR (extrapolated) = 0.711 W/kg 

SAR(1 g) = 0.440 W/kg; SAR(10 g) = 0.276 W/kg 

Maximum value of SAR (measured) = 0.609 W/kg 

 

0 dB = 0.609 W/kg = -2.15 dBW/kg 
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Plot 80#:LTE Band 25_1RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 3.00 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 5.468 V/m; Power Drift = 0.14 dB 

Peak SAR (extrapolated) = 4.27 W/kg 

SAR(1 g) = 2.13 W/kg; SAR(10 g) = 1.08 W/kg 

Maximum value of SAR (measured) = 3.44 W/kg 

 

0 dB = 3.44 W/kg = 5.37 dBW/kg 
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Plot 81#:LTE Band 25_50%RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 2.33 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.955 V/m; Power Drift = 0.05 dB 

Peak SAR (extrapolated) = 3.25 W/kg 

SAR(1 g) = 1.62 W/kg; SAR(10 g) = 0.826 W/kg 

Maximum value of SAR (measured) = 2.62 W/kg 

 

0 dB = 2.62 W/kg = 4.18 dBW/kg 
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Plot 82#:LTE Band 25_1RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0110 W/kg 

 

Zoom Scan (9x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.607 V/m; Power Drift = 0.08 dB 

Peak SAR (extrapolated) = 0.0180 W/kg 

SAR(1 g) = 0.00988 W/kg; SAR(10 g) = 0.00812 W/kg 

Maximum value of SAR (measured) = 0.0109 W/kg 

 

0 dB = 0.0109 W/kg = -19.63 dBW/kg 
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Plot 83#:LTE Band 25_50%RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0182 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.222 V/m; Power Drift = -0.10 dB 

Peak SAR (extrapolated) = 0.0210 W/kg 

SAR(1 g) = 0.013 W/kg; SAR(10 g) = 0.00962 W/kg 

Maximum value of SAR (measured) = 0.0171 W/kg 

 

0 dB = 0.0171 W/kg = -17.67 dBW/kg 
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Plot 84#:LTE Band 25_50%RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.181 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.837 V/m; Power Drift = -0.01 dB 

Peak SAR (extrapolated) = 0.243 W/kg 

SAR(1 g) = 0.148 W/kg; SAR(10 g) = 0.090 W/kg 

Maximum value of SAR (measured) = 0.201 W/kg 

 

0 dB = 0.201 W/kg = -6.97 dBW/kg 
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Plot 85#:LTE Band 25_1RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.134 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.561 V/m; Power Drift = -0.18 dB 

Peak SAR (extrapolated) = 0.184 W/kg 

SAR(1 g) = 0.112 W/kg; SAR(10 g) = 0.069 W/kg 

Maximum value of SAR (measured) = 0.151 W/kg 

 

0 dB = 0.151 W/kg = -8.21 dBW/kg 
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Plot 86#:LTE Band 25_1RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.131 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.190 V/m; Power Drift = 0.12 dB 

Peak SAR (extrapolated) = 0.170 W/kg 

SAR(1 g) = 0.089 W/kg; SAR(10 g) = 0.048 W/kg 

Maximum value of SAR (measured) = 0.142 W/kg 

 

0 dB = 0.142 W/kg = -8.48 dBW/kg 
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Plot 87#:LTE Band 25_50%RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0895 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.029 V/m; Power Drift = 0.17 dB 

Peak SAR (extrapolated) = 0.117 W/kg 

SAR(1 g) = 0.064 W/kg; SAR(10 g) = 0.036 W/kg 

Maximum value of SAR (measured) = 0.100 W/kg 

 

0 dB = 0.100 W/kg = -10.00 dBW/kg 
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Plot 88#:LTE Band 25_1RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.602 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.336 V/m; Power Drift = 0.15 dB 

Peak SAR (extrapolated) = 0.692 W/kg 

SAR(1 g) = 0.435 W/kg; SAR(10 g) = 0.272 W/kg 

Maximum value of SAR (measured) = 0.587 W/kg 

 

0 dB = 0.587 W/kg = -2.31 dBW/kg 
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Plot 89#:LTE Band 25_50%RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x13x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.596 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.395 V/m; Power Drift = 0.11 dB 

Peak SAR (extrapolated) = 0.698 W/kg 

SAR(1 g) = 0.439 W/kg; SAR(10 g) = 0.275 W/kg 

Maximum value of SAR (measured) = 0.601 W/kg 

 

0 dB = 0.601 W/kg = -2.21 dBW/kg 
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Plot 90#:LTE Band 25_1RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0424 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.746 V/m; Power Drift = 0.01 dB 

Peak SAR (extrapolated) = 0.0490 W/kg 

SAR(1 g) = 0.031 W/kg; SAR(10 g) = 0.022 W/kg 

Maximum value of SAR (measured) = 0.0422 W/kg 

 

0 dB = 0.0422 W/kg = -13.75 dBW/kg 
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Plot 91#:LTE Band 25_50%RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 1882.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 1882.5 MHz; σ = 1.435 S/m; εr = 39.537; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(5.18, 5.18, 5.18) @ 1882.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x14x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0361 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.606 V/m; Power Drift = 0.16 dB 

Peak SAR (extrapolated) = 0.0400 W/kg 

SAR(1 g) = 0.026 W/kg; SAR(10 g) = 0.019 W/kg 

Maximum value of SAR (measured) = 0.0346 W/kg 

 

0 dB = 0.0346 W/kg = -14.61 dBW/kg 
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Plot 92#:LTE Band 26_1RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.102 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.061 V/m; Power Drift = -0.07 dB 

Peak SAR (extrapolated) = 0.122 W/kg 

SAR(1 g) = 0.078 W/kg; SAR(10 g) = 0.055 W/kg 

Maximum value of SAR (measured) = 0.105 W/kg 

 

0 dB = 0.105 W/kg = -9.79 dBW/kg 
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Plot 93#:LTE Band 26_50%RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0836 W/kg 

 

Zoom Scan (7x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 6.027 V/m; Power Drift = -0.17 dB 

Peak SAR (extrapolated) = 0.103 W/kg 

SAR(1 g) = 0.062 W/kg; SAR(10 g) = 0.042 W/kg 

Maximum value of SAR (measured) = 0.0848 W/kg 

 

0 dB = 0.0848 W/kg = -10.72 dBW/kg 
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Plot 94#:LTE Band 26_1RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 1.18 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.095 V/m; Power Drift = 0.13 dB 

Peak SAR (extrapolated) = 1.49 W/kg 

SAR(1 g) = 0.703 W/kg; SAR(10 g) = 0.391 W/kg 

Maximum value of SAR (measured) = 1.12 W/kg 

 

0 dB = 1.12 W/kg = 0.49 dBW/kg 
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Plot 95#:LTE Band 26_50%RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (8x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.888 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.997 V/m; Power Drift = 0.14 dB 

Peak SAR (extrapolated) = 1.16 W/kg 

SAR(1 g) = 0.531 W/kg; SAR(10 g) = 0.294 W/kg 

Maximum value of SAR (measured) = 0.873 W/kg 

 

0 dB = 0.873 W/kg = -0.59 dBW/kg 
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Plot 96#:LTE Band 26_1RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0426 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.217 V/m; Power Drift = -0.12 dB 

Peak SAR (extrapolated) = 0.100 W/kg 

SAR(1 g) = 0.029 W/kg; SAR(10 g) = 0.016 W/kg 

Maximum value of SAR (measured) = 0.0498 W/kg 

 

0 dB = 0.0498 W/kg = -13.03 dBW/kg 
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Plot 97#:LTE Band 26_50%RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x10x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0331 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.753 V/m; Power Drift = 0.09 dB 

Peak SAR (extrapolated) = 0.0910 W/kg 

SAR(1 g) = 0.022 W/kg; SAR(10 g) = 0.013 W/kg 

Maximum value of SAR (measured) = 0.0426 W/kg 

 

0 dB = 0.0426 W/kg = -13.71 dBW/kg 

 

  



China Certification ICT Co., Ltd (Dongguan)                                      Report No.: CR230845268-SA 

Page 98 of 176 

Plot 98#:LTE Band 26_1RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.163 W/kg 

 

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 8.439 V/m; Power Drift = 0.10 dB 

Peak SAR (extrapolated) = 0.197 W/kg 

SAR(1 g) = 0.132 W/kg; SAR(10 g) = 0.093 W/kg 

Maximum value of SAR (measured) = 0.173 W/kg 

 

0 dB = 0.173 W/kg = -7.62 dBW/kg 
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Plot 99#:LTE Band 26_50%RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x9x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.125 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.726 V/m; Power Drift = -0.01 dB 

Peak SAR (extrapolated) = 0.148 W/kg 

SAR(1 g) = 0.100 W/kg; SAR(10 g) = 0.070 W/kg 

Maximum value of SAR (measured) = 0.129 W/kg 

 

0 dB = 0.129 W/kg = -8.89 dBW/kg 
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Plot 100#:LTE Band 26_1RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.258 W/kg 

 

Zoom Scan (5x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 9.689 V/m; Power Drift = 0.08 dB 

Peak SAR (extrapolated) = 0.330 W/kg 

SAR(1 g) = 0.204 W/kg; SAR(10 g) = 0.132 W/kg 

Maximum value of SAR (measured) = 0.276 W/kg 

 

0 dB = 0.276 W/kg = -5.59 dBW/kg 
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Plot 101#:LTE Band 26_50%RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.225 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 7.546 V/m; Power Drift = -0.13 dB 

Peak SAR (extrapolated) = 0.269 W/kg 

SAR(1 g) = 0.164 W/kg; SAR(10 g) = 0.106 W/kg 

Maximum value of SAR (measured) = 0.223 W/kg 

 

0 dB = 0.223 W/kg = -6.52 dBW/kg 
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Plot 102#:LTE Band 26_1RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0681 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.825 V/m; Power Drift = 0.17 dB 

Peak SAR (extrapolated) = 0.0830 W/kg 

SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.032 W/kg 

Maximum value of SAR (measured) = 0.0669 W/kg 

 

0 dB = 0.0669 W/kg = -11.75 dBW/kg 
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Plot 103#:LTE Band 26_50%RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.0547 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.931 V/m; Power Drift = 0.15 dB 

Peak SAR (extrapolated) = 0.0700 W/kg 

SAR(1 g) = 0.040 W/kg; SAR(10 g) = 0.027 W/kg 

Maximum value of SAR (measured) = 0.0571 W/kg 

 

0 dB = 0.0571 W/kg = -12.43 dBW/kg 
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Plot 104#:LTE Band 26_1RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.871 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.570 V/m; Power Drift = 0.13 dB 

Peak SAR (extrapolated) = 1.13 W/kg 

SAR(1 g) = 0.531 W/kg; SAR(10 g) = 0.297 W/kg 

Maximum value of SAR (measured) = 0.836 W/kg 

 

0 dB = 0.836 W/kg = -0.78 dBW/kg 
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Plot 105#:LTE Band 26_50%RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic FDD-LTE; Frequency: 831.5 MHz;Duty Cycle: 1:1 

Medium parameters used: f = 831.5 MHz; σ = 0.896 S/m; εr = 41.963; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(6.48, 6.48, 6.48) @ 831.5 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (9x11x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (measured) = 0.678 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.031 V/m; Power Drift = 0.10 dB 

Peak SAR (extrapolated) = 0.902 W/kg 

SAR(1 g) = 0.417 W/kg; SAR(10 g) = 0.231 W/kg 

Maximum value of SAR (measured) = 0.651 W/kg 

 

0 dB = 0.651 W/kg = -1.86 dBW/kg 
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Plot 106#:LTE Band 41_1RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (13x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0639 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 5.087 V/m; Power Drift = 0.11 dB 

Peak SAR (extrapolated) = 0.0750 W/kg 

SAR(1 g) = 0.047 W/kg; SAR(10 g) = 0.032 W/kg 

Maximum value of SAR (measured) = 0.0648 W/kg 

 

0 dB = 0.0648 W/kg = -11.88 dBW/kg 

  



China Certification ICT Co., Ltd (Dongguan)                                      Report No.: CR230845268-SA 

Page 107 of 176 

Plot 1#07:LTE Band 41_50%RB_Mid_Body Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (13x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.124 W/kg 

 

Zoom Scan (12x8x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.816 V/m; Power Drift = -0.04 dB 

Peak SAR (extrapolated) = 0.0680 W/kg 

SAR(1 g) = 0.041 W/kg; SAR(10 g) = 0.028 W/kg 

Maximum value of SAR (measured) = 0.0564 W/kg 

 

0 dB = 0.0564 W/kg = -12.49 dBW/kg 
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Plot 108#:LTE Band 41_1RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.24 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.707 V/m; Power Drift = 0.18 dB 

Peak SAR (extrapolated) = 1.64 W/kg 

SAR(1 g) = 0.780 W/kg; SAR(10 g) = 0.359 W/kg 

Maximum value of SAR (measured) = 1.35 W/kg 

 

0 dB = 1.35 W/kg = 1.30 dBW/kg 
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Plot 109#:LTE Band 41_50%RB_Mid_Handheld Back 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (10x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 1.13 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 2.402 V/m; Power Drift = 0.15 dB 

Peak SAR (extrapolated) = 1.45 W/kg 

SAR(1 g) = 0.675 W/kg; SAR(10 g) = 0.312 W/kg 

Maximum value of SAR (measured) = 1.19 W/kg 

 

0 dB = 1.19 W/kg = 0.76 dBW/kg 
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Plot 110#:LTE Band 41_1RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (13x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0307 W/kg 

 

Zoom Scan (6x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.748 V/m; Power Drift = -0.03 dB 

Peak SAR (extrapolated) = 0.0340 W/kg 

SAR(1 g) = 0.026 W/kg; SAR(10 g) = 0.024 W/kg 

Maximum value of SAR (measured) = 0.0320 W/kg 

 

0 dB = 0.0320 W/kg = -14.95 dBW/kg 
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Plot 111#:LTE Band 41_50%RB_Mid_Handheld Front 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (13x13x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0284 W/kg 

 

Zoom Scan (8x7x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.551 V/m; Power Drift = 0.09 dB 

Peak SAR (extrapolated) = 0.0300 W/kg 

SAR(1 g) = 0.025 W/kg; SAR(10 g) = 0.023 W/kg 

Maximum value of SAR (measured) = 0.0283 W/kg 

 

0 dB = 0.0283 W/kg = -15.48 dBW/kg 
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Plot 112#:LTE Band 41_1RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0597 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.385 V/m; Power Drift = 0.10 dB 

Peak SAR (extrapolated) = 0.0780 W/kg 

SAR(1 g) = 0.042 W/kg; SAR(10 g) = 0.028 W/kg 

Maximum value of SAR (measured) = 0.0598 W/kg 

 

0 dB = 0.0598 W/kg = -12.23 dBW/kg 
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Plot 113#:LTE Band 41_50%RB_Mid_Handheld Left 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0511 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.042 V/m; Power Drift = 0.04 dB 

Peak SAR (extrapolated) = 0.100 W/kg 

SAR(1 g) = 0.038 W/kg; SAR(10 g) = 0.026 W/kg 

Maximum value of SAR (measured) = 0.0525 W/kg 

 

0 dB = 0.0525 W/kg = -12.80 dBW/kg 
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Plot 114#:LTE Band 41_1RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0800 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.084 V/m; Power Drift = 0.08 dB 

Peak SAR (extrapolated) = 0.100 W/kg 

SAR(1 g) = 0.055 W/kg; SAR(10 g) = 0.034 W/kg 

Maximum value of SAR (measured) = 0.0825 W/kg 

 

0 dB = 0.0825 W/kg = -10.84 dBW/kg 
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Plot 115#:LTE Band 41_50%RB_Mid_Handheld Right 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0680 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.720 V/m; Power Drift = 0.15 dB 

Peak SAR (extrapolated) = 0.0850 W/kg 

SAR(1 g) = 0.048 W/kg; SAR(10 g) = 0.030 W/kg 

Maximum value of SAR (measured) = 0.0705 W/kg 

 

0 dB = 0.0705 W/kg = -11.52 dBW/kg 
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Plot 116#:LTE Band 41_1RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.112 W/kg 

 

Zoom Scan (6x6x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.787 V/m; Power Drift = 0.10 dB 

Peak SAR (extrapolated) = 0.139 W/kg 

SAR(1 g) = 0.081 W/kg; SAR(10 g) = 0.050 W/kg 

Maximum value of SAR (measured) = 0.116 W/kg 

 

0 dB = 0.116 W/kg = -9.36 dBW/kg 

 

  



China Certification ICT Co., Ltd (Dongguan)                                      Report No.: CR230845268-SA 

Page 117 of 176 

Plot 117#:LTE Band 41_50%RB_Mid_Handheld Top 1 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0934 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 4.845 V/m; Power Drift = -0.08 dB 

Peak SAR (extrapolated) = 0.116 W/kg 

SAR(1 g) = 0.067 W/kg; SAR(10 g) = 0.044 W/kg 

Maximum value of SAR (measured) = 0.0949 W/kg 

 

0 dB = 0.0949 W/kg = -10.23 dBW/kg 
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Plot 118#:LTE Band 41_1RB_Mid_Handheld Top 2 

DUT: POS Terminal; Type: X800;  

 

 

Communication System: Generic TDD-LTE; Frequency: 2593 MHz;Duty Cycle: 1:1.58 

Medium parameters used: f = 2593 MHz; σ = 1.932 S/m; εr = 38.262; ρ = 1000 kg/m3  

Phantom section: Flat Section  

DASY5 Configuration: 

 Probe: ES3DV3 - SN3157; ConvF(4.52, 4.52, 4.52) @ 2593 MHz; Calibrated: 2023/4/10  

 Sensor-Surface: 3mm (Mechanical Surface Detection)  

 Electronics: DAE4 Sn1493; Calibrated: 2023/3/17  

 Phantom: Twin SAM; Type: Twin SAM V5.0; Serial: TP:1412  

 Measurement SW: DASY52, Version 52.10 (2); SEMCAD X Version 14.6.12 (7470)  

 

Area Scan (11x14x1): Measurement grid: dx=12mm, dy=12mm 

Maximum value of SAR (measured) = 0.0575 W/kg 

 

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 3.021 V/m; Power Drift = 0.12 dB 

Peak SAR (extrapolated) = 0.0710 W/kg 

SAR(1 g) = 0.041 W/kg; SAR(10 g) = 0.028 W/kg 

Maximum value of SAR (measured) = 0.0575 W/kg 

 

0 dB = 0.0575 W/kg = -12.40 dBW/kg 

 

  




