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1. Remove the device back cover using the notch.

Insert the device battery

CDMA850

GSM900





Long press
to access wallpaper, widgets, App
Settings
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BLEU will only have signal if you are in an area covered by your
providers CDMA BCO network.
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Go to Settings > Accounts > + Add account 

Select the account type. Google to add

Go to Settings > Accounts > Google

11



and can be synced to Android phone that is set up with your Google

> Import/Export
 In Import / export contacts, select Import from SIM card

Once the contacts are imported in Google account, go to Settings>
Accounts > Google

then Sync now.
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Hold your finger on a home screen at an empty location. Touch widgets

Touch wallpapers

Select the Settings > App, then scroll down and touch Security > Touch
Screen lock > Touch the type of lock you would like to use. After you
set  a lock, a lock screen is displayed whenever your screen waked up,
requesting the pattern, pin or other specific key.
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The SAR limit of USA (FCC)is 1.6 W/Kg averaged over one gram of tissue. Product, model 

number:WI-208 (FCC ID: 2AMVH-WI-208) has also been tested against this SAR limit. The 

highest SAR value reported under this standard during product  certification is 0.32 W/Kg  

for head use and 0.52 W/Kg for body-worn use.The device was test for Hotspot operations

kept 10mm from the body.To maintain  compliance with FCC RF exposure requirements, use

accessories that maintain a 10mm  separation distance between the user body and the back

of the headset. 

This device complies with part 15 of the FCC Rules. Operation is subject to  the following  Two 

conditions:(1) This device may not cause harmful interference , and (2)this device must accept 

any interference received, including interference that may cause undesired operation.

Any changes or modifications not expressly approved by the party responsible for compliance 

could void the user's authority to operate the equipment.

This Equipment has been tested and found to comply with the limits for a Class B digital 

device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 

protection. This equipment generates uses and can radiate radio frequency energy and,if not 

installed and use in accordance with the instructions, may cause harmful interference toradio 

communications, However, there is no guarantee that interference will not occur in a particular 

installation. If This Equipment does cause harmful interference to radio or television reception, 

which can be determined by turning the equipment off and on,the user is encouraged to try to 

correct the interference by one or more of the following measures:

-Reorienr or relocate the receiving antenna. 

-increase the separation between the equipmentand receiver. 

-Connect the equipment into an outlet on a circuit different from that to which the receiver is        

connected.

-Consult the dealer or an experienced radio/TV technician for help.

RF Exposure Information (SAR) :
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