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SAR REFERENCE DIPOLE CALIBRATION REPORT Ref: ACR.139.16.20.SATU. A
2300 52.9+5% 1.81+5%
2450 52.7+5% 1.95 5%
2600 52.5+5% 2.1615%
3400 51.5+5% 3.2045%
3600 51.2%5% 3.4315%
3700 51.1+5% PASS 3.55+5% PASS
5200 49.0£10% 5.30%10%
5300 48.9£10% 5.42+10%
5400 48.7 £10% 55310 %
5500 48.6 £10 % 5.65110 %
5600 48.5 +10 % 5.77 +10 %
5800 48.2 £10% 6.00 £10 %

7.4 SAR MEASUREMENT RESULT WITH BODY LIQUID

Software OPENSAR V4
Phantom SN 20/09 SAM71
Probe SN 18/11 EPG122
Liquid Body Liquid Values: eps’ : 51.3 sigma : 3.56
Distance between dipole center and liquid 10.0 mm
Area scan resolution dx=8mnm/dy=8mm
Zoon Scan Resolution dx=5mn/dy=5mny/dz=5Smm
Frequency 3700 MHz
Input power 20 dBm
Liquid Temperature 21°C
Lab Temperature 21 °C
Lab Humidity 45 %
Fre&”:zncv 1 g SAR (W/kg/W) 10 g SAR (W/kg/W)
measured measured
3700 62.36 (6.24) 23.56 (2.35)
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8 LIST OF EQUIPMENT

Equipment Summary Sheet
Equipment Manufacturer / . 3 Current Next Calibration
Description Model lenbbeatinnpti Calibration Date Date
SAM Phantom MVG SN-20/09-5AM74 |Validated. Nocal - Validated. No  cal
required. required.
COMOSAR Test Bench|  Version 3 NA aidated. Nocal — Validated.  No  call
required. required.
Network Analyzer | node & Schwarz SN100132 02/2020 02/2023
Calipers Carrera CALIPER-01 01/2020 01/2023
Reference Probe MVG EPG122 SN 18/11 06/2022 06/2023
Multimeter Keithley 2000 1188656 01/2020 01/2023
Signal Generator Agilent E4438C MY49070581 01/2020 01/2023
. Characterized prior to |Characterized prior to
Amplifier Aethercomm SN 046 test. No cal required. |test. No cal required.
Power Meter HP E4418A UsS38261498 01/2020 01/2023
Power Sensor HP ECP-E26A US37181460 01/2020 01/2023
Directional Coupler Narda 4216-20 01386 Characterized prior to |Characterized prior to
test. No cal required. |test. No cal required.
Temperature and | 41 company 11-661-9 11/2019 11/2022

Humidity Sensor
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SAR Reference Waveguide Calibration Report

Ref: ACR.53.31.24 BES.A

SHENZHEN NTEK TESTING TECHNOLOGY
CO., LTD.

BUILDING E, FENDA SCIENCE PARK, SANWEI
COMMUNITY, XIXTANG STREET,BAO'AN
DISTRICT, SHENZHEN GUANGDONG, CHINA MVG
COMOSAR REFERENCE WAVEGUIDE
FREQUENCY: 5000-6000 MHZ
SERIAL NO.: SN 13/14 WGA 33

Calibrated at MVG
Z.1. de la pointe du diable
Technopole Brest Iroise — 295 avenue Alexis de Rochon
29280 PLOUZANE - FRANCE

Calibration date: 02/21/2024
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Accreditations #2-6789 and #2-6814
Scope available on www.cofrac.fr

The use of the Cofrac brand and the accreditation references is prohibited from any reproduction.

Summary:

This document presents the method and results from an accredited SAR reference waveguide
calibration performed at MVG, using the COMOSAR test bench. The test results covered by
accreditation are traceable to the International System of Units (SI).
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