
K9 

Smart Phone 



Receiver

Front CameraProximity Sensor

Touch screen

USB Port speakerMicrophone



Card slots

Rear Flash



6000mAh

K9



TM

6000mAh，5V/6A  charge

Blue    Black      

1*warranty card

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

1600MP+0.3MP sony imx298  8.0MP, 69 wide angle
F/2.0,Dual camera 

177.6mm

86.3mm

8.9mm

232.2g

7.12” HD  IPS Touchscreen

Andorid 9 Pie

MANUFACTURER NAME： SHENZHEN YUNJI INTELLIGENT TECHNOLOGY CO.,LTD
MANUFACTURER ADDRESS：A-SIDE A2 BUILDING 2/F ENET NEW INDUSTRIAL PARK,NO.20 
DA F U I N D U S T R I A L ZO N E , AO B E I C O M M U N I T Y, G UA N L A N , LO N G H UA N E W 
DISTRICT,SHENZHEN CHINA 

FM :   Support

64GB

1*Clip

1/2/4/5/8

4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

1*Headphone pull cord1*OTG line





Telecamera

Slot per
 schede



K9

6000mAh



8.0MP 8.0MP, 69
F/2.0 

1* Carica batterie

NOME DEL PRODUTTORE： SHENZHEN YUNJI TECHNOLOGIE INTELLIGENTE CO, LTD
INDIRIZZO DEL PRODUTTORE：A-SIDE A2 BUILDING 2 / F ENET NUOVO PARCO INDUSTRIALE, 
NO.20 DAFU INDUSTRIAL ZONE, AOBEI COMMUNITY, GUANLAN, LONGHUA NEW DISTRICT, 
SHENZHEN CHINA

TM

6000mAh，5V/6A  charge

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

7.12” HD  IPS Touchscreen

Andorid 9 Pie

64GB

FM :   Support

1/2/4/5/8
4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

177.6mm

86.3mm

8.9mm

232.2g
1 * Cavo per cuffie
1 * Ago della carta1* Linea OTG





Kartensteckplatz



K9

6000mAh



1*Garantiekarte

F/2.0 

8.0MP 69

H E R S T E L L E R N A M E： S H E N Z H E N Y U N J I  I N T E L L I G E N T T E C H N O L O G Y C O . ,  LT D
HERSTELLERADRESSE：A-SIDE A2 BUILDING 2 / F ENET NEUER INDUSTRIAL PARK, NO.20 DAFU 
INDUSTRIAL ZONE, AOBEI COMMUNITY, GUANLAN, LONGHUA NEUES BEZIRK, SHENZHEN 
CHINA

6000mAh，5V/6A  charge

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

7.12” HD  IPS Touchscreen

9 Pie

64GB

Andorid

1600MP+0.3MP sony imx298

1/2/4/5/8
4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

FM :   Support

177.6mm

86.3mm
8.9mm

232.2g
1*Kopfhörer-Kabel
1*Kartennadel1*OTG-Linie





Слот для карты



K9

6000mAh



1*гарантийный талон
Чехол смартфона

F/2.0 

8.0MP 69

6000mAh，5V/6A  charge

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

7.12” HD  IPS Touchscreen

9 Pie

64GB

Andorid

1600MP+0.3MP sony imx298

1/2/4/5/8
4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

FM :   Support

177.6mm

86.3mm

8.9mm

232.2g
1*Кабель наушников
1*Игольная карта1*Линия OTG





Ranura
 para tarjeta



K9

6000mAh



F/2.0 
8.0MP 69

NOMBRE DEL FABRICANTE： SHENZHEN YUNJI INTELLIGENT TECHNOLOGY CO., LTD
DIRECCIÓN DEL FABRICANTE： A-SIDE CONSTRUCCIÓN A2 2 / nuevo parque F ENET 
INDUSTRIAL, NO.20 Dafu INDUSTRIAL ZONE, Aobei COMUNIDAD, Guanlan, LONGHUA nuevo 
distrito, SHENZHEN CHINA

6000mAh，5V/6A  charge

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

7.12” HD  IPS Touchscreen

9 Pie

64GB

Andorid

1600MP+0.3MP sony imx298

FM :   Support

1/2/4/5/8

4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

177.6mm

86.3mm

8.9mm

232.2g

1*Cable de auriculares
1*Aguja de la tarjeta1*Línea OTG





Fente
 pour carte



K9

6000mAh



1* Carte de Garantie

F/2.0 
8.0MP 69

NOM DU FABRICANT： SHENZHEN YUNJI TECHNOLOGIE INTELLIGENTE CO, LTD
ADRESSE DU FABRICANT： NOUVEAU PARC INDUSTRIEL A2 / F ENET A2, FACE AU ZONE 
INDUSTRIELLE NO.20, COMMUNAUTÉ AOBEI, GUANLAN, NOUVEAU DISTRICT DE LONGHUA, 
SHENZHEN CHINA

6000mAh，5V/6A  charge

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

7.12” HD  IPS Touchscreen

9 Pie

64GB

Andorid

1600MP+0.3MP sony imx298

FM :   Support

1/2/4/5/8

4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

177.6mm

86.3mm

8.9mm

232.2g
1* Câble casque
1* Aiguille de carte1*Ligne OTG
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K9

6000mAh



6000

86.3

232.2

بطاقة الضمان8.9 *١

8.0

F/2.0 

5V/6A  شواحن  

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

 HD  IPS Touchscreen “7.12

9 Pie

64GB

Andorid

MP1600+MP0.3 sony imx298

 Support : FM 

1/2/4/5/8         8 
FDD1/2/3/4/5/7/8/ 19/20 TDD40    :4G

177.6

��� 

 ����� إ��ة�����ت ا��أس

OTG





スロット



K9

6000mAh



 保証書

8.0MP  69 
F/2.0

1/2/4/5/8

4G:   FDD1/2/3/4/5/7/8/19/20 TDD40

FM :   Support

177.6mm

86.3mm

8.9mm

232.2g
1* はりがね
1* ヘッドフォンの配線1* OTG線

1600MP+0.3MP sony imx298

6000mAh，5V/6A 

Blue    Black      

8*Cortex-A53 up to 2.3GHz
MediaTek Helio P35 Soc

4GB

7.12” HD  IPS Touchscreen

9 Pie

64GB

Andorid



Manufacturer's Name: SHENZHEN YUNJI INTELLIGENT TECHNOLOGY CO.,LTD 

Address: A-SIDE A2 BUILDING 2/F ENET NEW INDUSTRIAL PARK,NO.20 DAFU INDUSTRIAL ZONE, 

AOBEI COMMUNITY, GUANLAN, LONGHUA NEW DISTRICT,SHENZHEN CHINA 

Product name : Smart Phone  

Model number: K9  

Operating Temperature: -10° C to 40° C 

This device was tested for typical body-worn operations. To comply with RF exposure 

requirements, a minimum separation distance of 0mm must be maintained between the user’s 

body and the handset, including the antenna. Third-party belt-clips, holsters, and similar 

accessories used by this device should not contain any metallic components. Body-worn 

accessories that do not meet these requirements may not comply with RF exposure 

requirements and should be avoided. Use only the supplied or an approved antenna. 

This device in compliance with the essential requirements and other relevant provisions of 

Directive 2014/53/EU. All essential radio test suites have been carried out. 

1. Use careful with the earphone maybe possible excessive sound pressure from earphones

and headphones can cause hearing loss. 

2. CAUTION : RISK OF EXPLOSION IF BATTERY IS REPLACED BY AN INCORRECT TYPE. DISPOSE OF

USED BATTERIES ACCORDING TO THE INSTRUCTIONS

3.The product shall only be connected to a USB interface of version USB 2.0

4. Adapter shall be installed near the equipment and shall be easily accessible.

5. The plug considered as disconnect device of adapter

6. The device complies with RF specifications when the device used at 0mm form your body



RF POWER 

Function Operation Frequency  Max RF outputpower: Limit 

BLE 2402MHz–2480MHz 9.91dBm 20 dBm. 

BT(BR+EDR) 2402MHz–2480MHz 5.42 dBm 20 dBm. 

WIFI 802.11B/G/N(HT20,HT40) 

2.4G 

802.11b/g/n(20MHz): 2412~2472MHz; 

802.11n(40MHz):2422~2462MHz 

15.6dBm 20 dBm. 

GSM/GPRS/EDGE 900 

TX(Uplink):880M‐915MHZ; 

RX(Downlink):925M‐960MHZ 

GSM 900:31.82dBm 

GPRS 900:32.04dBm 

EGPRS 900:25.76 dBm 

class 4 (33±3dBm) 

GSM/GPRS/EDGE 1800 

TX(Uplink):1710M‐1785MHZ; 

RX(Downlink):1805M‐1880MHZ 

GSM 1800:28.62dBm 

GPRS 1800:28.51dBm 

EGPRS 1800 25.93 dBm 

class 1 (30±3dBm) 

WCDMA B1 

TX(Uplink):1920-1980MHz; 

RX(Downlink):2110-2170MHz 

22.58dBm 24 (dBm)  +1,7/-3,7 (dB) 

WCDMA B8 

TX(Uplink): 880-915MHz; 

RX(Downlink):925-960MHz 

23.17dBm 24 (dBm)  +1,7/-3,7 (dB) 

LTE FDD B1 

TX(Uplink):1920-1980MHz; 

RX(Downlink):2110-2170MHz 

23.62dBm +/-2,7(dB) 

LTE FDD B3 

TX(Uplink) :1710-1785MHz; 

RX(Downlink):1805-1880MHz 

23.56 dBm -2,7(dB) 

LTE FDD B7 

Uplink: 2500 MHz to 2570 MHz 

Downlink: 2620 MHz to 2690 MHz 

23.00 dBm -2,7(dB) 

LTE FDD B8 

Uplink: 880MHz to 915 MHz 

Downlink: 925 MHz to 960 MHz 

22.75 dBm -2,7(dB) 

LTE FDD B20 

Uplink: 832 MHz to 862 MHz 

Downlink: 791 MHz to 821 MHz 

22.93 dBm -2,7(dB) 

LTE TDD B40 Uplink & Downlink: 2300 MHz to 2400 MHz 23.32 dBm -2,7(dB) 

This product can be used across EU member states. 



FCC

15.19 Labeling requirements. 
This device complies with part 15 of the FCC rules. Operation is subject to the 
following two conditions: (1) This device may not cause harmful interference, and 
(2) this device must accept any interference received, including interference that 
may cause undesired operation. 

15.21 Information to the user. 
Any changes or modifications not expressly approved by the party responsible 
for compliance could void the user's authority to operate the equipment. 

15.105 Information for the user. 
Note: This equipment has been tested and found to comply with the limits for a 
Class B digital device, pursuant to part 15 of the FCC rules. These limits are 
designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the 



instructions, may cause interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is 
encouraged to try to correct the interference by one or more of the following 
measures: 
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connecting the equipment to a socket on a circuit different from that to which 
the receiver is connected. 
-Contact with the provider or a radio / TV technician for help.

Specific absorption rate (SAR): 
This mobile phone meets the government's requirements for exposure to radio 
waves. The guidelines are based on standards developed by independent 
scientific organizations through periodic and thorough evaluation of scientific 
studies. The standards include a margin of safety designed to ensure the safety 
of all people regardless of their age or health. 



The FCC Statement of Exposure to RF and the SAR limit for the United States 
(FCC) is 1.6 W / kg average for each gram of tissue. This device was tested for 
typical operations of use on the body, with the back of the phone at 1.0cm from 
the body. To maintain compliance with FCC RF exposure requirements, use 
accessories that maintain a distance of 1.0 cm between the user's body and the 
back of the phone. The use of belt clips, covers and similar accessories must not 
contain metallic components in their assembly. The use of accessories that do 
not meet these requirements may not meet FCC RF exposure requirements and 
should be avoided. 

Functioning in the body 
This device was tested for typical operations of use in the body. To comply with 
RF exposure requirements, a minimum separation distance of 1.0 cm must be 
maintained between the user's body and the telephone, including the antenna. 
Third-party accessories such as belt clips, covers and similar accessories used 
with this device should not contain metallic components, accessories that do not 
meet these RF exposure requirements and should be avoided from use on the 
body. Use only the supplied antenna or an approved antenna. 



www.ouklt•l.com 
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