
カードの挿入方法

SIMカード

カスタム キー

リアカメラ

スピーカーサ
ウンドホール

フラッシュ
ライト

ボリューム +
ボリューム -

電源ボタン

後方
メインカメラ
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SIM1
Card
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起動方法

SMS、MMSの送信方法

安全性-製品の使用中の安全性を確保する
ために、以下の規則を厳守する必要がある

言語切り替え設定

EN62209-1:2016 ; EN 62209-2:2010 ; EN 62479:2010;
EN 50360:2017:EN 50566:2017;
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メンテナンス

Ricevitore

Fotocamera frontaleSensore di luce

Touch screen

Spina per cuffie
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carta SIM

Chiave 
personalizzata

Videocamera 
posteriore

Foro del suono 
dell'altoparlante

luce del flash

Volume +

Volume -

Tasto di 
accensione

Parte posteriore
fotocamera principale

������� �����	��	��������	����Chargeur rapide
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Batteria non rimovibile
Premere il pulsante di accensione per 3-5
secondi per i ' avvio

SIM2
Card

SIM1
Card

2

EN62209-1:2016 ; EN 62209-2:2010 ; EN 62479:2010;
EN 50360:2017:EN 50566:2017;
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Receptor

Cámara frontalSensor de luz

Pantalla táctil

Enchufe de 
auriculares

TIPO-C PIN de la tarjeta SIMCargador rápido
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tarjeta sim

clave
personalizado

Cámara trasera

Orificio de 
sonido del altavoz

Linterna

Volumen +

Volumen -

Tecla de 
encendido

Trasero
cámara principal

Viene con la aplicación GoogleTM y Google ChromeTM.
Android es una marca registrada de Google LLC

Viene con la aplicación GoogleTM y Google ChromeTM.
Android es una marca registrada de Google LLC

SIM2
Card

SIM1
Card

2

47 48

NFC



Batería no extraible
Presione el botón de encendido durante 3-5
segundos para arrancar

EN62209-1:2016 ; EN 62209-2:2010 ; EN 62479:2010;
EN 50360:2017:EN 50566:2017;
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يقلتملا

ءوضلا رعشتسمةيمامأ اريماك

ةيسمل ةشاش

سأرلا ةعامس سباق

51 52



10
6300

WP32

لاوج ةحيرش

صصخم حاتفم

ةيفلخلا اريماكلا

ةعامسلا توص ةحتف

شالفلا ءوض

+ مجح

- رادقم

ليغشتلا حاتفم

ةرخؤم
ةيسيئرلا اريماكلا

��عونلا عيرس�نحاش����ةقاطبل�يصخشلا�فيرعتلا�مقر
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SIM2
Card

SIM1
Card

2

EN62209-1: 2016 ؛ EN 62209-2: 2010 ؛ EN 62479: 2010 ؛
EN 50360: 2017: EN 50566: 2017 ؛
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FCC Warning
15.19 Labeling requirements.
This device complies with part 15 of the FCC Rules. Operation is subject to 
the following two conditions: (1) This device may not cause harmful 
interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation.
15.21 Information to user.
Any Changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to operate the 
equipment.
15.105 Information to the user.
Note: This equipment has been tested and found to comply with the limits 
for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference 
in a residential installation. This equipment generates uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to 
radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:
-Reorient or relocate the receiving antenna.
-Increase the separation between the equipment and receiver.
-Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected.
-Consult the dealer or an experienced radio/TV technician for help.
Absorption Rate (SAR) information:
This device meets the government's requirements for exposure to radio 
waves. The guidelines are based on standards that were developed by 
independent scientific organizations through periodic and thorough 
evaluation of scientific studies. The standards include a substantial safety 
margin designed to assure the safety of all persons regardless of age or 
health.
FCC RF Exposure Information and Statement 
The SAR limit of USA (FCC) is 1.6 W/kg averaged over one gram of tissue. 
This device was tested for typical body-worn operations with the back of 
the device kept 5 mm from the body. To maintain compliance with FCC RF 
exposure requirements, use accessories that maintain a appropriate 
separation distance between the user's body and the back of the device. 
The use of belt clips, holsters and similar accessories should not contain 
metallic components in its assembly. The use of accessories that do not 
satisfy these requirements may not comply with FCC RF exposure 
requirements, and should be avoided. Use only the supplied or an approved 
antenna.

CE Warning
1.Risk of explosion if battery is replaced by an incorrect type. Dispose of 
used batteries according to the instructions.
2.Adapter shall be installed near the equipment and shall be easily 
accessible.
3.The operating temperature of the EUT can’t exceed 45℃ and shouldn’t be 
lower than 0℃. 
4.The plug considered as disconnect device of adapter. 
5.The device complies with RF specifications when the device used at 5mm 
from your body.
6.The product shall be connected to a USB interface of version USB2.0 or 
higher.
7.The band 5150-5350MHz indoor use only.
Hereby, SHENZHEN YUNJI INTELLIGENT TECHNOLOGY CO., LTD declares 
that this product is in compliance with essential requirements and other 
relevant provisions of Directive 2014/53/EU. This product is allowed to be 
used in all EU member states.
Frequency band        Max. output power(dBm)
BLE -1.76(EIRP)
EDR 6.61 (EIRP)
WiFi 16.11 (EIRP)
5G WiFi 13.71(EIRP)
GSM900 32.92(conducted)
DCS1800 29.8(conducted)
WCDMA Band I           21.41 (conducted)
WCDMA Band VIII      21.73 (conducted)
LTE Band 1             22.17 (conducted)
LTE Band 3             22.87 (conducted)
LTE Band 7             20.66 (conducted)
LTE Band 8             22.90(conducted)
LTE Band 20             22.54(conducted)

MIC Warning
The band 5150-5350MHz indoor use only.




