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Picture 1: CDC, radiated emission test 9 kHz -30 MHz - Standby (front view) 

 
 

 
Picture 2: CDC, radiated emission test 9 kHz -30 MHz - Standby (rear view) 
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Picture 3: CDC, radiated emission test 9 kHz -30 MHz - Charging (front view) 

 
 

 
Picture 4: CDC, radiated emission test 9 kHz -30 MHz - Charging (rear view) 
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Picture 5: SAC, radiated emission test 30 MHz – 1 GHz – Standby (front view) 

 
 

 

 
Picture 6: SAC, radiated emission test 30 MHz – 1 GHz – Standby (rear view) 
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Picture 7: SAC, radiated emission test 30 MHz – 1 GHz – Charging (front view) 

 
 

 
Picture 8: SAC, radiated emission test 30 MHz – 1 GHz – Charging (rear view) 
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Picture 9: AC power line conducted emission – Standby (front view) 

 
 

 

 
Picture 10: AC power line conducted emission – Standby (rear view) 

 



 
 

EMV TESTHAUS GmbH 
Gustav-Hertz-Straße 35 

94315 Straubing 
Germany 

Complete Solutions d.o.o.  
Wireless Power Transmission Sytem  
ComeX – Wireless Charger Base 

180103-AU01+W02 
Annex A Page 7 of 7 

 
Picture 11: AC power line conducted emission – Charging (front view) 

 
 

 
Picture 12: AC power line conducted emission – Charging (rear view) 


