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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 1: Test Setup for Spurious Emissions (Front View 1) 

 
 
Photograph 2: Test Setup for Spurious Emissions (Back View 1) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 3: Test Setup for Spurious Emissions (Back View 2) 

 
 
Photograph 4: Test Setup for Mains Conducted Emissions (Front View) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 5: Test Setup for Mains Conducted Emissions (Back View) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 6: Set-up for H-field strength (Front View) 

 

Photograph 7: Set-up for H-field strength (Back View) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 8: Set-up for H-field strength (Left View) 

 
 

Photograph 9: Set-up for H-field strength (Right View) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 10: Set-up for H-field strength (Top View) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 11: Support Units (USB-C Cable) 

 
 

Photograph 12: Support Units (Switching Power Supply) 
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Product: Anker 651 USB-C Dock (8-in-1, Wireless Charging) 

Type Identification: A8391 

 

 

Photograph 13: Support Units (Switching Power Supply) 

 
 

Photograph 14: Support Units (Switching Power Supply) 
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