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APPENDIX 1: Photographs of test setup 
 

Appendix 1-1: Photograph of EUT and antenna position 
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Appendix 1-2: EUT and support equipment 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Description of EUT and Support Equipment 

No. Item Model number Serial number Manufacturer Remark 

A DRIVE ACTION RECORDER DC3000 71B140121 
CAR MATE 
MFG.CO.,LTD. EUT 

B1 Battery Option; Battery Pack 
(DC 3.7 V, 1100 mAh (Li-ion)) 

DC1 
00002999 CAR MATE 

MFG.CO.,LTD. 
Support equipment, Battery ID. #1. 

B2 00003000 Support equipment, Battery ID. #2. 

C Battery Option; Battery Charger DC100 0001549 
CAR MATE 
MFG.CO.,LTD. Support equipment. USB bus power. 

D Micro SD Card (16GB) EXCERIA PRO MUH-D016G 1651CG7227C TOSHIBA *. UHS-I Speed Class 3 

 
List of cables used 
No. Name Length (m) Shield  
 USB cable 0.3 Shielded  
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Appendix 1-3: Photograph of test setup 
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Appendix 1-3: Photograph of test setup (cont'd) 
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