
This device complies with part 15 of the 
FCC Rules. Operation is subject to the 
following two conditions: (1) This device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may
cause undesired operation.

CAN ICES-3 (A)/NMB-3(A)

                  FCC ID: 2APABCOCKPITSX
                  IC ID: 23810-COCKPITSX
                  Model: Cockpit SX9 Trinity
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This device complies with part 15 of the 
FCC Rules. Operation is subject to the 
following two conditions: (1) This device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may
cause undesired operation.

CAN ICES-3 (A)/NMB-3(A)

FCC ID: 2APABCOCKPITSX
IC ID: 23810-COCKPITSX
Model: Cockpit SX9 Trinity

Artikel:   Aufkleber für Cockpit SX FCC-IC
Artikel-Nr.:  1-00867
Material:  PE-Folie Polyprint 80g/m², selbstklebend, weiß/matt
Druckfarbe:  schwarz / invers
Designed by:  T.Lauber
Datum:  02.05.2018
Datei:   1-00867 Aufkleber CockpitSX FCC_IC.ai
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Datum   NameÄnderung

scale 1:1

MPX-No.: 1-00867

Label
Cockpit SX
2.4GHz

LA  1-00867 Aufkleber CSX FCC IC.ai

Tolerances regarding DIN ISO 2768-1 (crude)

Date: 05-02-2018


