GTS

Report No.: GTS202212000193F01
Appendix for 15.247

1. Bandwidth
1.1 OBW

1.1.1 Test Result

Mode TX Frequency ANT 99% Occupied Bandwidth (MHz) Verdict
Type (MHz) Result

2402 1 1.024 Pass

1M SISO 2440 1 1.017 Pass

2480 1 1.014 Pass
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1.1.2 Test Graph
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Report No.: GTS202212000193F01

1.2 6dB BW

1.2.1 Test Result

TX Frequenc 6dB Bandwidth (MHz) :
g Type (I\(jIHz) : G Result Limit elc
2402 1 0.646 >=0.5 Pass
1M SISO 2440 1 0.637 >=0.5 Pass
2480 1 0.625 >=0.5 Pass
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1.2.2 Test Graph

Report No.: GTS202212000193F01
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GTS

2. Maximum Conducted Output Power

2.1 Test Result

Report No.: GTS202212000193F01

TX Frequenc Maximum Peak Conducted Output Power (dBm) ?
Mods Type M) ANTL Limit Jeigict
2402 -2.08 <=30 Pass
1M SISO 2440 -2.06 <=30 Pass
2480 -2.52 <=30 Pass
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Xixiang Road, Baoan District, Shenzhen, Guangdong, China 518102
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2.2 Test Graph

Report No.: GTS202212000193F01
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Report No.: GTS202212000193F01

3. Maximum Power Spectral Density

3.1 Test Result

TX Frequenc Maximum PSD (dBm/3kHz) )
Mobe Type (l\(jIHz) ¢ ANT1 Limit Yo
2402 -17.75 <=8 Pass

iM SISO 2440 -17.72 <=8 Pass
2480 -18.26 <=8 Pass
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Report No.: GTS202212000193F01

3.2 Test Graph
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4. Unwanted Emissions In Non-restricted Frequency Bands

4.1 Ref

4.1.1 Test Result

Report No.: GTS202212000193F01

Level of Reference

X Frequenc
Made Type (l\(jIHz) d LUl (dBm)
2402 1 -3.20
M SISO 2440 1 -3.18
2480 1 -3.62

Notel: Refer to FCC Part 15.247 (d) and ANSI C63.10-2013, the channel contains the maximum PSD level was used to
establish the reference level.
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Report No.: GTS202212000193F01

4.1.2 Test Graph
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Report No.: GTS202212000193F01

4.2 CSE

4.2.1 Test Result

TX Frequenc Level of Reference Limit A
Mode Type (l\(jIHz) y ANT (dBm) (dBm) Verdict
2402 il -3.18 -23.18 Pass
IM SISO 2440 1 -3.18 -23.18 Pass
2480 1 -3.18 -23.18 Pass
Notel: Refer to FCC Part 15.247 (d) and ANSI C63.10-2013, the channel contains the maximum PSD level was used to
establish the reference level.
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4.2.2 Test Graph
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